
0 *
Forrn 9•331 C SUBMIT IN TRIPLICATE* Form approved.

(May 1963) (Other instructions on Budget Bureau No. 42-R1425.

UNITED STATES reverse side)

DEPARTMENT OF THE INTERIOR -5.

LEASE DESIGNATION AND BERIAL NO.

GEOLOGICAL SURVEY U-16535
APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6. [F INDIAN, ALLOTTEM OR TRIBE NAMS

1a. TYPE OF WORK

DRILL 60 DEEPENO PLUGBACK O 7. UNIT AGREEMENT NAME

b. TYPE OF WELL
OIL GAS SINGLE MULTHLE 8. - OR - NM
WELL WELL OTHER ZONE ZONE

2. NAME OF OPERATOR Federal
Lomax Exploration Company * =LL =°·

3. ADDRESS OF OPERATOR 12-35
P.O. Box 4503, Houston, TX 77210 1Û. FIELD AND POOL, OR WILDCA /

4. LOCATION OF WELL (Report location clearly and in accordance with angState requirements.*) Monument Butte
At st;riace C t/ 6

779'4WL & 1839' FSL NW/SW 11. ..2... on .

At proposed prod. zone
Section 35, T8S, R16E

14. DISTANCE IN 3fILES AND DIRECTION FROM NEAREST TOWN OE POST OFFICE* 12. COUNTY OR PARISH 13. BTATE

12 1/2 miles South of Myton, Utah Duchesne Utah
16. DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEA 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTY OB LEASE LINE, FT 1839 1280 40(Also to nearest drig. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED,
OR APPLIED FOR, ON THIS LEASE. Fr. 1104 5700 Rotary

21. ELBŸATIoNs (Show whether DF, RT, GR, etc.) 22. APPROz. DATE WORK WILL START*

5586' GR April, 1983
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

12 1/4 8 5/8 74 300 To Surface i
7 7/8 5 1/2 O TD As Required

IN ABOVE SPACE DESCRIBE P OPOSED PROG AM: If proposal is to deepen or plug back, give data on present productive zone and proposed new pr uctive
zone. If proposal s to l or deepen frectionally, give pertinent data on subsurface locations and rneasured and true vertical depths. Give blowout
preventer progra if a .

24.

SIGNED e . 9 TITLE V. P. Dri Ì Ï ing & PTOduction ,,,. 2/72/83
(This space r Federal or State office use)

PERMIT NO APPROVAT DATM

APPROVED BY TITLE DATE .
CONDETIONS OF APPROVAL, IF ANY
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O O
9•38ÊC' SUBMIT IN TRIPLICATE* Form approved.( af m) (Other instructions on Budget Bureau No. 42-R1425.' UNITED STATES reverse side)

DEPARTMENTOF THE INTERIOR J. LEASE DESIGNATION AND BERIAL NO.

GEOLOGICAL SURVEY U-16535
APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUGBACK 6. IF INDIAN, ALLOTTER OR TRIBM NAME

18. TTPE OF WORK

DRILL 60 DEEPEN O PLUG BACK O 7. UNIT AGREEMENT NAME

b. Tyrs or watt

W'E'LL
VAESLI.

OTHER
LNNELE MZOUNLTWLB 8. M OR MM

2. NAME OF OPERATOa Federal
Lomax Exploration Company 9. WELL NO.

3. ADDRESS OF OPERATOR 12-35
P.O. Box 4503, Houston, TX 77210 io....LD AND POOL, OR WILDCA

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.*) Monument Butte -

At surtace
779 ' FWL& 1839 ' FSL NW/ SW 11. ..c.. ... ... ... .. .x, .

AND SURVEY OR AREA

At proposed prod. zone
Section 35, T8S, R16E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OB POST OFFICE* 12. COUNTY OR PARISH 13. BTATE

12 1/2 miles South of Myton, Utah Duchesne Utah
1 . DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTY OR LEASE LINE, FT· 1839 1280 40(Also to nearest drig. unit line, if any)

18. DISTANCE FROli PROPOSED LOCATION* 19. PROPOSED DEPTH 20. ROTART OR CABLE TOOLS
o'.°5^rREDS

OR
E RILLING, COSIPLETED' 1104 5700 Rotary

21. ELEVATIONS (Show whether DF, RT, GR, etc.) 22. APPROK. DATE WORK WILL START*

5586' GR I April, 1983
23.

PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

12 1/4 8 5/8 24 300 To Surface j
7 7/8 5 1/2 17 TD As Required -ro go Trer

IN ABOVE SPACE DESCRIBE P OPOSED PROG Así : If proposal is to deepen or plug back, give data on present productive zone and proposed new pr uctive
zone. If proposal s to l or deepen irectionally, give pertinent data on subsurface locations and rneasured and true vertical depths. Give blowout
preventer progra if a .

24.

SIGNED 6, ., PUitty,,,, V.P, Drilling & Production DATE

(This space r Federal or State office use)

COND NS OF APPROVAL ATTACHED FLARINGOF VENTINGOF

TO OPERATOR'S COPY GAS IS E 10 NTL
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O O
Lomax Exploration Company
Well No. 12-35
Section 35, T. 8 S., R. 16 E.
Duchesne County, Utah
Lease U-16535

Supplemental Stipulations

1) The maximum width of access roads will be 30 feet total disturbed
area. Turnouts will not be required and traveling off the right-
of-way will not be allowed.

2) Topsoil will be stockpiled as addressed in the applicants 13 point
plan. It is recommended the top 6-10 inches of topsoil material
be stockpiled.

3) The BLM will be notified at least 24 hours prior to any rehabili-
tation.

4) A burn pit will not be constructed. There will be no burying of
garbage or trash at the location. No trash will be thrown in the
reserve pit. All trash must be contained and hauled to the nearest
sanitary landfill.

5) All permanent (on site for six (6) months duration or longer)
structures constructed or installed, including the pumpjack, shall
be painted a flat, non-reflective, earth tone color to match Tnemec
23-08351 Mesa Brown Enduratone or an approved equal. All facilities
shall be painted within 6 months of when the production facilities
are put in place. Facilities that are required to comply with
0.S.H.A. (Occupational Safety and Health Act) standards are excluded.

6) Reserve pits will be fenced with a wire mesh fence topped with at
least one strand of barbed wire.

7) Adequate and sufficient electric/radioactive logs will be run to
locate and identify the prime oil shale horizons in the Mahogany
Zone of the Green River formation. Casing and cementing programs
will be adjusted to eliminate any potential influence of the well
bore or productive hydrocarbon zones on the oil shale resource.
Surface casing program may require adjustment for protection of
fresh water aquifers. (See attached tentative casing and cementing
program for the Uinta
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3) The BLM will be notified at least 24 hours prior to any rehabili-
tation.

4) A burn pit will not be constructed. There will be no burying of
garbage or trash at the location. No trash will be thrown in the
reserve pit. All trash must be contained and hauled to the nearest
sanitary landfill.

5) All permanent (on site for six (6) months duration or longer)
structures constructed or installed, including the pumpjack, shall
be painted a flat, non-reflective, earth tone color to match Tnemec
23-08351 Mesa Brown Enduratone or an approved equal. All facilities
shall be painted within 6 months of when the production facilities
are put in place. Facilities that are required to comply with
0.S.H.A. (Occupational Safety and Health Act) standards are excluded.

6) Reserve pits will be fenced with a wire mesh fence topped with at
least one strand of barbed wire.

7) Adequate and sufficient electric/radioactive logs will be run to
locate and identify the prime oil shale horizons in the Mahogany
Zone of the Green River formation. Casing and cementing programs
will be adjusted to eliminate any potential influence of the well
bore or productive hydrocarbon zones on the oil shale resource.
Surface casing program may require adjustment for protection of
fresh water aquifers. (See attached tentative casing and cementing
program for the Uinta
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United States Department of the Interior

2000 Administration Building
1745 West 1700 South

Salt Lake City, Utah 84104

February 2, 1981

General Outline for the Protection and Isolation of Ground Water
and Oil Shale in the Uinta Basin.

The oil shale occurs with varying thicknesses in most parts of the Uinta
Basin and at varying depths. Ground water also occurs at varied depths
above and below the Oil Shale. These ground waters have varying degrees
of salinity. Nonetheless, drilling for hydrocarbon in the Uinta Basin
should provide for the protection of the oil shale and the ground water
if either is present.

The protection of the oil shale and the ground water can effectively be
carried on through the design of an adequate casing and cementing program
for each well drilled in the area.

In the Uinta Basin, water occurs mainly in the Uinta and the Green River
formations. As drilling for hydrocarbon gets deeper into the crust of the
earth, more ground water might be encountered and will be protected as it
is encountered.

This notice's purpose is to attempt to lay the groundwork for a casing
program and cementing program that will protect the oil shale and the
ground water if present.

These programs are to be considered as guidelines. The specificity of
casing depth, amount of cement and the depth of staging collars will be
considered on an individual basis after a careful study of the logs of
each individual well. Cementing from the bottom up is an economical
solution if carefully conducted.

The casing and cementing program presented here as an example, will assume
that fresh water was encountered in the upper parts of the Green River, that
the oil shale occurs in the middle of the Green River (1000 foot section)
and that some ground water is encountered in the lower parts of the Green
River.

In this case, three areas will have to be cemented to assure the integrity
of the ground water and oil shale. These areas are above the upper fresh
water, across the oil shale and below the lower water aquifer. Deep
aquifers that do not contain useful water are cemented to prevent water
zone influence on production.

The following casing and cementing program will be appropriate for this
example:

A. Surface casing is set at approximately 300 feet and cemented
to the
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B. The next casing string will be set at approximately 300 feet

below the lowest aquifer. Cementing will be done in three
stages, using two stage collars and cement baskets or
equivalent as described below and on attached sketches:

1. Cement first stage through the casing shoe to fill annulus
back to base of lower aquifer.

2. Place 1st stage collar (with cement basket immediately below)
at a selected point at the base of the oil shale. Cement
will have to reach top of oil shale.

3. Place 2nd stage collar (with cement basket immediately
below) 50 feet above the top of the Bird's Nest aquifer
and cement to at least 300 feet above the stage collar.

C. The above is an example. Reasonable equivalents that accomplish
,

these same protective measures, (such as cementing the water
zones instead of isolating them), depending on the individual cases
will be considered for approval.

D. When the above mentioned well is to be abandoned, inner-casing
plugs will have to be placed at the same depth as the above
mentioned annulus cement jobs.

The use of cement bond logs will verify the authenticity of the cement job
performed.

E. The Operator of such well should notify U.S.G.S. 48 hours prior
to commencement of casing and cementing activity, so a technician
could be dispatched to witness the operations to verify compliance
with casing and cementing program.

Attached Sketches:

1. Schematic of the required casing and cementing program.

2. Cross section of the Uinta Basin.

3. Schematic of the general ground water protection program.

E. W. Guynn
District Oil and Gas Supervisor
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Figure 5.- View cast of cross section of Uinta Basin showing stratiaraphy and
intertonguing of Tertiary rocks. Ute Tribal-1 (in section) is located
about_ S_t _les _southeast of the application area ,
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O O
TEN POINT WELLPROGRAM

LOMAXEXPLORATIONCOMPANY
Federal #12-35
NW/SWSection 35, T8S, R16E
Duchesne County, Utah

-1. GEOLOGICSURFACEFORMATION:

Uinta formation of Upper Eocene Age

2. ESTIMATEDTOPS OF IMPORTANTGEOLOGICMARKERS:

Uinta 0-3030
Green River 3030
Wasatch 6070

3. ESTIMATEDDEPTHS OF ANTICIPATED WATER,OIL, GASOR MINERALS:

Green River 3030
H zone 3370 - Sand and Shale - possible oil and gas shows
J zone 4270 - Sand and Shale - oil and gas shows anticipated

-. M zone 5570 - Sand and Shale - primary objective oil

3. PROPOSEDCASING PROGRAM:

I 8 5/8", 3-55, 24#; set at 300'
5 1/2", J-55, 17#, STC; set at TD
All casing will be new

5. MINIMUMSPECIFICATIONSFOR PRESSURECONTROL:

The operators minimum specifications for pressure control equipment
are as follows:

A 10" Series 900 Hydril Bag type 80P and a 10" Double Ram Hydraulic
unit with a closing unit will be utilized. Pressure tests of B0P's to
1000# will be made prior to drilling surface plug and operation will
be checked daily. (See exhibit A)

6. TYPE ANDCHARACTERISTICSOF THE PROPOSEDCIRCULATIONMUDS:

It is proposed that the hole be drilled with fresh water to the "J"
zone and with mud thereafter. The mud system will be a water based
gel-chemical, weighted to 10.0 ppg as necessary for gas
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It is proposed that the hole be drilled with fresh water to the "J"
zone and with mud thereafter. The mud system will be a water based
gel-chemical, weighted to 10.0 ppg as necessary for gas

O O
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LOMAXEXPLORATIONCOMPANY
Federal #12-35
NW/SWSection 35, T8S, R16E
Duchesne County, Utah
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7. AUXILIARYSAFETY EQUIPMENTTO BE USED:

Auxiliary safety equipment will be a Kelly Cock, bit float, and a TIW
valve with drill pipe threads.

. TESTING, LOGGINGANDCORING PROGRAMS:

No coring or drill stem testing has been scheduled for this well. The
logging will consist of a Dual Induction Laterolog and a CompensatedNeutron-Formation Density.

9. ANTICIPATEDABNORMALPRESSUREOR TEMPERATURE:

It is not anticipated that abnormal pressures or temperatures will be
encountered; nor that any other abnormal hazards such as H2S gas will
be encountered in this area.

10. ANTICIPATED STARTINGDATEANDDURATIONOF THE OPERATIONS:

It is anticipated that operations will commence approximately April,
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1. EXISTING ROADS

See attached Topographic Map "A".

To reach LOMAX EXPLORATION well location site Monument Federal
#12-35, located in the NW 1/4 SW 1/4 Section 35. T8S, Rl6E, S.L.B.& M.,
Duchesne County, Utah:

Proceed Westerly out of Myton, Utah along U.S. Highway 40 - 1.5 miles
+ to the junction of this Highway and Utah State Highway 53; proceed
Sout erly along Utah State Highway 53 - 1. 6 miles to its junction with
Utah State Highway 216; proceed Southerly along State Highway 216 - 6.9
miles to its junction with an existing dirt road to the Southwest;
proceed Southwesterly along this road 2.9 miles to its junction with an
existing dirt road to the Southeast; proceed Southeasterly along this
road 0.8 miles to its junction with an existing dirt road to the East.
Proceed Easterly along this road 0.15 miles to the proposed location site.

The highways mentioned in the foregoing paragraph are bituminous
surfaced roads to a point 3.4 miles south on Highway 216; thereafter the
road is constructed with existing materials and gravels. The highways are
maintained by Utah State road crews. All other roads are maintained by
County crews.

The aforementioned dirt oil field service roads and other roads in the
viciÀity are constructed out of existing native materials that are
prevalent to the existing areas they are located in, and range from clays
to assandy-clay shale material.

Tne roads that are required for access during the drilling phase,
completion phase, and production phase of this well will be maintained at
the standards required by the B.L.M. or other controlling agencies. This
maintenance will consist of some minor grader work for smoothing of road
surfaces and for snow removal.

2. PLANNED ACCESS ROAD

See Topographic Map "B".

There will be no planned access road at this location site. The
existing road goes to the location site Care should be taken to ensure
that traffic is not impeaded while crossing the location site.

3. LOCATION OF EXISTING WELLS

There are Seven known existing wells and one abandoned well within a
one mile radius of this location site. (See Topographic Map "B").

There are no known water wells, injection wells, monitoring or
observations wells for other resources within a one mile radius.
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' LOMAX EXPLORATION
Monument Federal #12-35
Section 35, T8S, Ri6E, S.L.B.& M.

4. LOCATION OF EXISTING AND PROPOSED FACILITIES

There are eight existing LOMAX EXPLORATION wells within a one mile

radius of this location site. Each of these locations have the following

production facilities two 300 barrel tanks, line heaters, pumping units

and heater traces.

A tank battery site will be set up at the proposed location site.
This battery will be used to contain production from this well. If in the
event this battery can not be improvised, a flowline will be built which
will extend to an existing battery in the area.

The area will be built if possible, with native materials and if these
materials are not available then the necessary arrangements will be made
to get them from private sources. These facilities will be constructed
using bulldozers, graders and workman crews to construct and place the
proposed facilities. If there is any deviation from the above, all
appropriate agencies will be notified. Rehabilitation of disturbed areas
no longer needed for operation after construction is completed will meet

the requirements of Item #10.

5. LOCATION AND TYPE OF WATER SUPPLY

See Topographic Map "B".

At the present time, it is anticipated that the water for this well
will be hauled by truck from a private water source that is indicated on
topo. map "A".

In the event that this source is not used, an alternate source will be

used and all necessary arrangements will be made with the proper

authorities.

There will be no water well drilled at this location site.

6. soURCE OF CONSTRUCTION MATERIALS

All construction material for this location site and access road shall
be borrow material accumulated during construction of the location site

and access road. No pit lining material from other sources are
anticipated at this time, but if they are required, the appropriate
actions will be taken to acquire them from private sources.

7. METHODS OF HANDLING WASTE DISPOSAL

See Location Layout Sheet.

A reserve pit will be constructed.

The reserve pit will vary in size and depth according to the water
table at the time of drilling.
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LOMÁX EXPLORATION
Monument Federal #12-35
Section 35, T8S, Rl6E, S.L.B.& M.

One half of the reserve pit will be used as a fresh water storage area
during the drilling of this well and the other one half will be used to
store non-flammable materials such as cuttings, salts, drilling fluids,
chemicals and produced fluids, etc.

If deemed necessary by the agencies concerned to prevent contamination

to surrounding areas, the reserve pits will be lined with a gel.

The pits will have wire and overhead flagging installed if deemed
necessary to protect the water fowl, wildlife, and domestic animals.

At the onset of drilling, the reserve pit will be fenced on three
sides and at the time drilling activities are completed, it will be fenced

on the fourth side and allowed to dry completely prior to the time that
backfilling and other reclamation activities are attempted.

When the reserve pit dries and reclamation activities commence, the
pits will be covered with a minimum of four feet of soil and all
requirements in Item #10 will be followed.

A portable chemical toilet will be provided for human waste.

8. ANCILLARY FACILITIES

There are no ancillary facilities planned for at the present time and

none foreseen in the near future.

9. WELL SITE LAYOUT

See attached Location Layout Sheet.

The B.L.M. District Manager shall be notified before any construction

begins on the proposed location site.

As mentioned in Item #7, the pits will be unlined unless it is

determined by the representatives of the agencies involved that the
materials are too porous and would cause contamination to the surrounding
area; then the pits will be lined with a gel and any other type of
material necessary to make it safe and tight.

When drilling activities commence, all work shall proceed in a neat
and orderly sequence.

10. PLANS FOR RESTORATION OF SURFACE

As tnere is some topsoil on the location site, all topsoil shall be

stripped and stockpiled. (See location layout sheet and Item #9). When
all drilling and production activities have been completed, the location
site and access road will be reshaped to the original contour and
stockpiled topsoil spread over the disturbed area.

Any drainages re-routed during construction activities shall be
restored to their original line of flow as near as possible. Fences
around pits are to be removed upon completion of drilling activities and
all waste being contained in the trash basket shall be hauled to the
nearest Sanitary Landfill.
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Restoration activities shall begin within 90 days after completion of

the well. Once restoration activities have begun, they shall be completed

within 30 days.

When restoration activities have been completed, the location site and
access ramp shall be reseeded with a seed mixture recommended by the
B.L.M. Representative when the moisture content of the soil is adequate
for germination. The Lessee further covenants and agrees that all of said
clean-up and restoration activities shall be done and performed in a
diligent and most workmanlike manner and in strict conformity with the
above mentioned Items #7 and #10.

11. OTHER INFORMATION

The_Topography of the General Area - (See Tog_ogr_aghic_Mag_ "A"1.

The area is a large basin formed by the Uinta Mountains to the North
and the Book Cliff Mountains to the South. The Green River is located
approximately 16 miles to the Southeast of the location site.

The basin floor is interlaced with numerous canyons and ridges formed
by the non-perennial streams of the area. The sides of these canyons are
steep and ledges formed in sandstone ledges, conglomerate deposits, and
shale are common in this area.

The geologic structures of the area that are visible, are of the Uinta
formation (Eocene Epoch) Tertiary Period in the upper elevations and the
cobblestone and younger alluvial deposits from the Quaternary Period.

Outcrops of sandstone ledges, conglomerate deposits and shale are
common in this area.

The topsoils in the area range from a light brownish-gray sandy clay
(SM-ML) type soil with poorly graded gravels to a clayey (OL) soil.

The majority of the numerous washes and draws in the area are of
non-perennial nature flowing during the early spring run-off and heavy
rain storms of long duration which are rare as the normal annual rainfall
in the area is only 8".

Due to the low precipitation average, climatic conditions and the
marginal types of soils, the vegetation that is found in the area are
common of the semi-arid regions and consists of areas of sagebrush,

rabbitbrush some grasses and cacti as the primary flora. This is also
true of the lower elevations.

The fauna of the area is sparse and consists predominantly of the mule

deer, pronghorn antelope, coyotes, rabbits, and varieties of small ground
squirrels and other types of rodents. The area is used by man for the
primary purpose of grazing domestic sheep and cattle.

The birds of the area are raptors, finches, ground sparrows, magpies,

crows, and jays.
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Sneenu
on 3r5 TSS 16E L.B.& M.

Th_e_Topography of the Immediate Area - (See Topogragh_ic Map "BS

Monument Federal #12-35 is located approximately 2.5 miles North of
Castle Peak Draw and 1.5 miles East of Wells Draw, non-perennial drainages

which runs to the North and East.

ghe terrain in the vicinity of the location slopes from the South

through the location site to the North at approximately 2% grade.

he vegetation in the .immediate area surrounding the location site
consists of sage brush and grasses with large areas devoid of any
vegetation.

There are no occupied dwellings or other facilities of this nature in
the general area.

There are no visible archaeological, historical or cultural sites
within any reasonable proximity of the proposed location site. (See
Topographic Map "B").

12. LESSEE'S OR OPERATOR'S REPRESENTATIVE

Jack Pruitt
LOMAX EXPLORATION

'333 North Belt East, Ste. 880
ouston, TX 77060

4-713-931-9276

13. CERTIFICATION

I hereby certify that I, or persons under my direct supervision have
inspected the proposed drill site and access route; that I am familiar
with the conditions which presently exist; that the statements made in

this plan are to the best of my knowledge true and correct; and that the
work associated with the operation proposed herein will be performed by
LOMAX EXPLORATION and its contractors

an^d sub-contractors in conformity
with this plan and the terms and conditions under which it is approved.

Date / / Jadi fuitt
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March 2, 1983

Lomax Exploration Company
P. O. Box 4503
Houston, Texas 77210

RE: Well No. Pederal 12-35
NWSWSoc. 35, T.8S, R.16B
Duchesne County, Utah

Gentlemen:

Insofar as this office is concerned, approva1 to drill the above referred to oil
well is hereby granted in accordance with Rule C-3(b) , General Rules and Regulations
and Rules of Practice and Procedure.

Should you determine that it will be necessary to plug and abandon this well,
you are hereby requested to immediately notify the following:

RONALDJ. PIRTH - Chief Petroleum Engineer
Office: 533-5771
Home: 571-6068

Enclosed please find Form OGC-8-X, which is to be completed whether or not
water sands (acquifers) are encountered during drilling. Your cooperation in
completing this form will be appreciated.

Further, it is requested that this Division be notified within 24 hours
after drilling operations commence,and that the drilling contractor and rig
number be identified.

The API number assigned to this well is 43-013-30744.

Sincerely,

. Stout
Administrative Assistant

NCS/as
cc: 011 4 Gas Operations
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Form 9-331 Form Approved.
Dec. 1973 Budget Bureau No.42-R1424

ITED STATES 5. LEASE
DEPARTMENTOF THE INTERIOR U-16535

GEOLOGICAL SURVEY 6. IF INDIAN, ALLOTTEE OR TRIBE NAME

SUNDRY NOTICESAND REPORTS ON WELLS 7. UNIT AGREEMENT NAME

(Do not use this form for proposals to drill or to deepen or plug back to a different
reservoir. Use Form 9--331--C for•¤¢!! Þ¾ 8. FARM OR LEASE NAME

Monument Federal1. oil gas
well i well other 9. WELL NO.12-352. NAME OF OPERATOR

Lomax Exploration Company 10. FIELDORWILDCATNAME
3.ADDRESS OF OPERATOR Monument Butte

P.O. Box 4503, Houston, TX 77210 11. SEC., T., R., M., OR BLK. AND SURVEY OR
4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA

below.) Section 35, T8S, R16E
AT SURFACE: 779' FWL& 1839' FSL NW/SW 12. COUNTYORPARISH 13. STATE
AT TOP PROD. INTERVAL: Duchesne | Utah
AT TOTAL DEPTH: 14. API NO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE, 43-013-30744
REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB, AND WD)

5586 GR
REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:
TEST WATER SHUT-OFF
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL (NOTE: Report results of multiple completion or zone
PULL OR ALTER CASING change on Form 9-330.)
MULTIPLE COMPLETE
CHANGE ZONES
ABANDON*

(othery SPUD

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates,
including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations and
measured and true vertical depths for all markers and zones pertinent to this work.)*

/6/05/83 Drilled 12 1/4" hole to 310'. Ran 8 5/8" 24# 3-55 ST&Ccasing
to 304'KB. Cemented with 210 sx class "G" + 2% CaCl + 1/4#/sx
flocele. Bumped plug. Held OK.

SPUD @ 10:15 P.M. 6/5/83 with Orion Rig #1.

JUN2 0 1983
Subsurface Saf y Ive: Manu. nd Type Set @ Ft.

18. I hereby y hat egoing is true and correct DIV.OFOILGAS&MINIO
SIGNED . . TITLE .P. DUl9- TOfÌ.DATE liflP

(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*See Instructions on Reverse
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Form 9-.94
(Rev. 5-63)

UN I D ST AT ES SUDMIT IN DUPLIC OB
r No. 42-R355.5.

DEPARTMENT OF THE INTERIOR s. Lesse oss,esso,es aso sea,,, so
GEOLOGICAL SURVEY U-16535

6. IF INDIAN, ALLOTTEE OR TRIBE NAMEWELL COMPLETION OR RECOMPLETlONREPORTAND LOG *

la. TYPE OF WELL:
a LL ilLt. onY Other 7. UNIT AGREEMENT NAME

b. TYPE OF COMPLETION:

i EL o
:K DEEr-

n. Other S. FARM O!t LEASE NAME

I 2. NAME OF OPERATOIL Monument Federal
Lomax Exploration Company 9. WELL NO.

3. ADDRESS OF OPERATOR 12-35
P.O. Box 4503, Houston, TX 77210 10, FIELD AND POOL, OR WILDCAT

LOCATION or WELL (Report location cicarly and in accordance trith any State requirementa)' Monument Butte
At suaa" 779' FWL & 1839' FSL NW7SW 11. ch'àR., 31.. OR OLOCK ANDSURVEY

At top prod. interval reported below

At total depth Section 35, 785, R16E
14. PER311T NO. DATE ISSUED 12. COUNTT OR 13. STATE

I 43-013-30744 3/2/83 Ëuhesne . Utah
15. DATE SPCDDED 16. DATE T.D. REACHED 17. DATE CO31PL. (Ñfady t0 prod.) 18. ELEVATIONS (DF, RKB, RT, GR, ETc.). 19. ELEV. CASINGHEAD

6/5/83 | 6/17/83 | 7/22/83 5586' GR I 5586
20. T&rAL DEPTH. MD & TVD 21. PLUG, BACK T.D., MD A TVD 22. IF 311 LTIPLE CO3fPL., 23. INTERTALs ROTARY TOOLS CÀBLE TOOLS

HOW >!ANT* DRILLED BT

5680 5626 - X \
24. Paoot CINQ INTERVAL(S), OF THIS COMPLETION--TOP, BOTTOM, NAME (3iD AND TVD)• 25. WAS DIRECTIONAL

SURVET MADE

Green River 5000-22 NO
26. TTPE ELECTRIC AND OTHER LOGS RUN 7. WAS WELL COBED

CDUCNL DLL-MSËBL-GR YFS
28. CASING RECORD (Report all strings set in seell)

CAs1No sizE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE CE3tENTING RECORD AMOt NT PULLED

8 5/8 24 304 12 1/4 210 sx cl "G" + 2% CaÇ1+ 1/4#/s.x.flo.cele
5 1/2 17 5677 7 7/8 300 sx Lodense & 300 sx Gypseal

.

29. LINER RECORD 30. TI'BING RECORD
SIZE TOP (StD) BOTTO>f (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET ( D)

2 7/8 5071
31. PERFORATION RECORD (Iriterval, sitt and 7tumbfr) | 32. ACID. SHOT, FRACTURE. CEMENT SQUEEZE, ETC.

DEPTH INTERVAL (MD) A3IOENT AND KIND OF MATERIAL ISED

5000-22 34.600 qal gelled KCl water +
5000-22 (1 SPF) 23 shots 124,300# 20/40 sand

3 .• PR DUCTION
DATE FIRST PRODITTI N I'RUDITTION SIETHeb iFl0tfifig, pe? lift, pumpitip-Bi f Gild typf Of pump) WELL STATt S (Producing or

shut-in)
7/22/83 Pumpinq Producinq

DATE OF TEST HOI RS TESTED CHOKE SIZE PROD'N. FOR OII.-HBL. GAS-AtfF. W.iTER-BEL. GAS-OlL RATIO

7/26/83 24 Open
TEST PERIOD I 94 NM NM NM

FLOW. TURING PRESS. CAS1NG l'RESSI Ill: C4I.CEl ATED DIL-BHL. GAS--3tCF. WATI.H-BUL. OIL GRAVITT-API (CORR.}4-HOUR RATEo o 94 NM NM 3434. DISPOSITION OF GAs (Sold, used for fucÏ,rented, <Ï$.) TEST W3TNESSED BT

Used for fuel & sold I
35. LIST OF ATTACHMENT

36. I hereby certify at i re oÏ! hedit mation is complete and correct as determined from nil available records

SIGNED G.L. PruitgLE V.P. Drilling & Production o or July 27, 1983
*(See Instructionsand Spaces for Additional Data on Reverse
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(Rev. 5-63)
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shut-in)
7/22/83 Pumpinq Producinq

DATE OF TEST HOI RS TESTED CHOKE SIZE PROD'N. FOR OII.-HBL. GAS-AtfF. W.iTER-BEL. GAS-OlL RATIO

7/26/83 24 Open
TEST PERIOD I 94 NM NM NM

FLOW. TURING PRESS. CAS1NG l'RESSI Ill: C4I.CEl ATED DIL-BHL. GAS--3tCF. WATI.H-BUL. OIL GRAVITT-API (CORR.}4-HOUR RATEo o 94 NM NM 3434. DISPOSITION OF GAs (Sold, used for fucÏ,rented, <Ï$.) TEST W3TNESSED BT

Used for fuel & sold I
35. LIST OF ATTACHMENT

36. I hereby certify at i re oÏ! hedit mation is complete and correct as determined from nil available records

SIGNED G.L. PruitgLE V.P. Drilling & Production o or July 27, 1983
*(See Instructionsand Spaces for Additional Data on Reverse

Form 9-.94
(Rev. 5-63)

UN I D ST AT ES SUDMIT IN DUPLIC OB
r No. 42-R355.5.

DEPARTMENT OF THE INTERIOR s. Lesse oss,esso,es aso sea,,, so
GEOLOGICAL SURVEY U-16535
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s . INSTRUCTIONS
General: Tliis forrn is tiesignetl for subruitting a cornplete anti correct well-cornpletion report anti log on all types of lands and lenses to either a Fetleral agency or a State agency, ,or hath. Intrsuant to applicable Federal,rnd/or State laws aml-regnintions -Any rrecessary speci:llJnstrung, ons-ceneerrrittg tliesse of tilis-form-and the autubee of copies to besubmittet1. Particularly with regaril to loenl, nren, or regional procetinres ant! firnetices, either are sliowrt Úèlowor will be issuet! by, or niny t>eot>tainett frorn, the local Fetieral:iml/ar SI:Ito ottive: See instructronson items 22:In<I 21, ant! 33, below regarding separate reitorts ff r separate completions,if not filetl prior to the titne titis surnmary recorci is sulunitteil, collies of all currently avniinble logs (drillers, geologists, surnple ant! core analysis, all types electric, etc.), forrna-tion :incl pressure tests, :Inti siirectical:ll surveys, slioulti he altnelleti liereto, to the extent retinireti hy npillienble Fetieral anti/or Strite inws anti regulations. All attachrnentsslioulrl be listeil on fliis.form, see item L.
Item 4: If tilere are no nymplicalsle State re<1uirentents, locations on Fetieral or Intlinn lanti shoulti he describet! in accortlance witti Federal requiretuents. Consult local Stateor I etter:11 office for specifie instructions.
Item 18: Intlie:ite wilivil elevation is uset! :ts reference (wliere nul utlivrwise slinwn) for (Ir¡stit measurernents given in utlier synees on tilis form untl in any attnehtuents.Items 22 and 24: If this well is completell for sep:Ir:lle ¡>rntluelion from inorr th:In nur interval zone (rnultilite enmitirtion), su slute in iletu 22, unti in itent 21 show the protturinginterv:ll, or intervals, intets), bottonits) :susi n:Imets) (if any) for nuly the inferini reporteti in itern 33. Subruit n selinrnte ro¡sort. (Itage) on fliis forin, atits¡nntely illentilietl,for earli :Itiriitional interval to be sep:Irntely prorineral, showing the athlitionni sint:I in rillu•rit. In siteit ittlerval.Item 29: "Nor/ s I'rmon!": Att:Icheel supplenient:il recurels for this well shunbl show the tirl:tits of any Innitiple stage erinenling utui the Inention of the retuenting tool.Item 33: Sulunit a separate cornpletion report nu this forrn for each interval to be separalely pruttuessi. (See inslruction for itenis "2 und 21 above.)

O
37. SEM.\lARY OF POft01°S ZONEN:""" ^i.r. Divoivrasy zusrs or rososcri A.su roNTENTs TusitEur; fonKu INTERVAI.S; AND A!.!, DRILI.-flTMaf TESTN, INCI.UDINo 3x. GEGLOGIC MARKERSve:rTH istravAI. TI:NTED, NilIO.N I NED. Ti 10 TOUI. 01'EN, FI.UWING AND NIII T-IN PRERMUltBN, AND RECOVERIES

E" Ti ROTTO I DKNCRIPTION, UNTENTS, ETC. TOP

MEAS. DEPTH TRUE VERT.DEPTH

CORE INTERVAL
Douglas Creek 5005 5035 Uinta Surface

Green River 1772'

Douglas Creek 4960"

U S. GOVERNMENTPRINTINGOFFICE: M -O-00363s GPO

s . INSTRUCTIONS
General: Tliis forrn is tiesignetl for subruitting a cornplete anti correct well-cornpletion report anti log on all types of lands and lenses to either a Fetleral agency or a State agency, ,or hath. Intrsuant to applicable Federal,rnd/or State laws aml-regnintions -Any rrecessary speci:llJnstrung, ons-ceneerrrittg tliesse of tilis-form-and the autubee of copies to besubmittet1. Particularly with regaril to loenl, nren, or regional procetinres ant! firnetices, either are sliowrt Úèlowor will be issuet! by, or niny t>eot>tainett frorn, the local Fetieral:iml/ar SI:Ito ottive: See instructronson items 22:In<I 21, ant! 33, below regarding separate reitorts ff r separate completions,if not filetl prior to the titne titis surnmary recorci is sulunitteil, collies of all currently avniinble logs (drillers, geologists, surnple ant! core analysis, all types electric, etc.), forrna-tion :incl pressure tests, :Inti siirectical:ll surveys, slioulti he altnelleti liereto, to the extent retinireti hy npillienble Fetieral anti/or Strite inws anti regulations. All attachrnentsslioulrl be listeil on fliis.form, see item L.
Item 4: If tilere are no nymplicalsle State re<1uirentents, locations on Fetieral or Intlinn lanti shoulti he describet! in accortlance witti Federal requiretuents. Consult local Stateor I etter:11 office for specifie instructions.
Item 18: Intlie:ite wilivil elevation is uset! :ts reference (wliere nul utlivrwise slinwn) for (Ir¡stit measurernents given in utlier synees on tilis form untl in any attnehtuents.Items 22 and 24: If this well is completell for sep:Ir:lle ¡>rntluelion from inorr th:In nur interval zone (rnultilite enmitirtion), su slute in iletu 22, unti in itent 21 show the protturinginterv:ll, or intervals, intets), bottonits) :susi n:Imets) (if any) for nuly the inferini reporteti in itern 33. Subruit n selinrnte ro¡sort. (Itage) on fliis forin, atits¡nntely illentilietl,for earli :Itiriitional interval to be sep:Irntely prorineral, showing the athlitionni sint:I in rillu•rit. In siteit ittlerval.Item 29: "Nor/ s I'rmon!": Att:Icheel supplenient:il recurels for this well shunbl show the tirl:tits of any Innitiple stage erinenling utui the Inention of the retuenting tool.Item 33: Sulunit a separate cornpletion report nu this forrn for each interval to be separalely pruttuessi. (See inslruction for itenis "2 und 21 above.)

O
37. SEM.\lARY OF POft01°S ZONEN:""" ^i.r. Divoivrasy zusrs or rososcri A.su roNTENTs TusitEur; fonKu INTERVAI.S; AND A!.!, DRILI.-flTMaf TESTN, INCI.UDINo 3x. GEGLOGIC MARKERSve:rTH istravAI. TI:NTED, NilIO.N I NED. Ti 10 TOUI. 01'EN, FI.UWING AND NIII T-IN PRERMUltBN, AND RECOVERIES

E" Ti ROTTO I DKNCRIPTION, UNTENTS, ETC. TOP

MEAS. DEPTH TRUE VERT.DEPTH

CORE INTERVAL
Douglas Creek 5005 5035 Uinta Surface

Green River 1772'

Douglas Creek 4960"

U S. GOVERNMENTPRINTINGOFFICE: M -O-00363s GPO

s . INSTRUCTIONS
General: Tliis forrn is tiesignetl for subruitting a cornplete anti correct well-cornpletion report anti log on all types of lands and lenses to either a Fetleral agency or a State agency, ,or hath. Intrsuant to applicable Federal,rnd/or State laws aml-regnintions -Any rrecessary speci:llJnstrung, ons-ceneerrrittg tliesse of tilis-form-and the autubee of copies to besubmittet1. Particularly with regaril to loenl, nren, or regional procetinres ant! firnetices, either are sliowrt Úèlowor will be issuet! by, or niny t>eot>tainett frorn, the local Fetieral:iml/ar SI:Ito ottive: See instructronson items 22:In<I 21, ant! 33, below regarding separate reitorts ff r separate completions,if not filetl prior to the titne titis surnmary recorci is sulunitteil, collies of all currently avniinble logs (drillers, geologists, surnple ant! core analysis, all types electric, etc.), forrna-tion :incl pressure tests, :Inti siirectical:ll surveys, slioulti he altnelleti liereto, to the extent retinireti hy npillienble Fetieral anti/or Strite inws anti regulations. All attachrnentsslioulrl be listeil on fliis.form, see item L.
Item 4: If tilere are no nymplicalsle State re<1uirentents, locations on Fetieral or Intlinn lanti shoulti he describet! in accortlance witti Federal requiretuents. Consult local Stateor I etter:11 office for specifie instructions.
Item 18: Intlie:ite wilivil elevation is uset! :ts reference (wliere nul utlivrwise slinwn) for (Ir¡stit measurernents given in utlier synees on tilis form untl in any attnehtuents.Items 22 and 24: If this well is completell for sep:Ir:lle ¡>rntluelion from inorr th:In nur interval zone (rnultilite enmitirtion), su slute in iletu 22, unti in itent 21 show the protturinginterv:ll, or intervals, intets), bottonits) :susi n:Imets) (if any) for nuly the inferini reporteti in itern 33. Subruit n selinrnte ro¡sort. (Itage) on fliis forin, atits¡nntely illentilietl,for earli :Itiriitional interval to be sep:Irntely prorineral, showing the athlitionni sint:I in rillu•rit. In siteit ittlerval.Item 29: "Nor/ s I'rmon!": Att:Icheel supplenient:il recurels for this well shunbl show the tirl:tits of any Innitiple stage erinenling utui the Inention of the retuenting tool.Item 33: Sulunit a separate cornpletion report nu this forrn for each interval to be separalely pruttuessi. (See inslruction for itenis "2 und 21 above.)

O
37. SEM.\lARY OF POft01°S ZONEN:""" ^i.r. Divoivrasy zusrs or rososcri A.su roNTENTs TusitEur; fonKu INTERVAI.S; AND A!.!, DRILI.-flTMaf TESTN, INCI.UDINo 3x. GEGLOGIC MARKERSve:rTH istravAI. TI:NTED, NilIO.N I NED. Ti 10 TOUI. 01'EN, FI.UWING AND NIII T-IN PRERMUltBN, AND RECOVERIES

E" Ti ROTTO I DKNCRIPTION, UNTENTS, ETC. TOP

MEAS. DEPTH TRUE VERT.DEPTH

CORE INTERVAL
Douglas Creek 5005 5035 Uinta Surface

Green River 1772'

Douglas Creek 4960"

U S. GOVERNMENTPRINTINGOFFICE: M -O-00363s GPO

s . INSTRUCTIONS
General: Tliis forrn is tiesignetl for subruitting a cornplete anti correct well-cornpletion report anti log on all types of lands and lenses to either a Fetleral agency or a State agency, ,or hath. Intrsuant to applicable Federal,rnd/or State laws aml-regnintions -Any rrecessary speci:llJnstrung, ons-ceneerrrittg tliesse of tilis-form-and the autubee of copies to besubmittet1. Particularly with regaril to loenl, nren, or regional procetinres ant! firnetices, either are sliowrt Úèlowor will be issuet! by, or niny t>eot>tainett frorn, the local Fetieral:iml/ar SI:Ito ottive: See instructronson items 22:In<I 21, ant! 33, below regarding separate reitorts ff r separate completions,if not filetl prior to the titne titis surnmary recorci is sulunitteil, collies of all currently avniinble logs (drillers, geologists, surnple ant! core analysis, all types electric, etc.), forrna-tion :incl pressure tests, :Inti siirectical:ll surveys, slioulti he altnelleti liereto, to the extent retinireti hy npillienble Fetieral anti/or Strite inws anti regulations. All attachrnentsslioulrl be listeil on fliis.form, see item L.
Item 4: If tilere are no nymplicalsle State re<1uirentents, locations on Fetieral or Intlinn lanti shoulti he describet! in accortlance witti Federal requiretuents. Consult local Stateor I etter:11 office for specifie instructions.
Item 18: Intlie:ite wilivil elevation is uset! :ts reference (wliere nul utlivrwise slinwn) for (Ir¡stit measurernents given in utlier synees on tilis form untl in any attnehtuents.Items 22 and 24: If this well is completell for sep:Ir:lle ¡>rntluelion from inorr th:In nur interval zone (rnultilite enmitirtion), su slute in iletu 22, unti in itent 21 show the protturinginterv:ll, or intervals, intets), bottonits) :susi n:Imets) (if any) for nuly the inferini reporteti in itern 33. Subruit n selinrnte ro¡sort. (Itage) on fliis forin, atits¡nntely illentilietl,for earli :Itiriitional interval to be sep:Irntely prorineral, showing the athlitionni sint:I in rillu•rit. In siteit ittlerval.Item 29: "Nor/ s I'rmon!": Att:Icheel supplenient:il recurels for this well shunbl show the tirl:tits of any Innitiple stage erinenling utui the Inention of the retuenting tool.Item 33: Sulunit a separate cornpletion report nu this forrn for each interval to be separalely pruttuessi. (See inslruction for itenis "2 und 21 above.)

O
37. SEM.\lARY OF POft01°S ZONEN:""" ^i.r. Divoivrasy zusrs or rososcri A.su roNTENTs TusitEur; fonKu INTERVAI.S; AND A!.!, DRILI.-flTMaf TESTN, INCI.UDINo 3x. GEGLOGIC MARKERSve:rTH istravAI. TI:NTED, NilIO.N I NED. Ti 10 TOUI. 01'EN, FI.UWING AND NIII T-IN PRERMUltBN, AND RECOVERIES

E" Ti ROTTO I DKNCRIPTION, UNTENTS, ETC. TOP

MEAS. DEPTH TRUE VERT.DEPTH

CORE INTERVAL
Douglas Creek 5005 5035 Uinta Surface

Green River 1772'

Douglas Creek 4960"

U S. GOVERNMENTPRINTINGOFFICE: M -O-00363s GPO



O O
LOMAX

EXPLORATIO
COMPANY &

August 5, 1983

State of Utah
Division of Oil and Gas
4241 State Office Building
Salt Lake City, Utah 84114

Federal #12-35
Section 35, T8S, R16E
Duchesne County, Utah

Gentlemen:

Enclosed are the logs run on the subject well. The
completion report was mailed on July 29, 1983 without the logs
enclosed.

Please advise if you need additional information.

Very truly yours,

Michele Tisdel
Sec. Drilling & Production

MT

Enclosures (3)

333 North Bek East•Suite 880 District Ofßce:
Houston, Texas 77090 248 North Union
(713) 931-9276 Roosevek, Utah 84066
Mailing Address: Mailing Address.•
P.O. Box 4503 P.O. Box 1446
Houston, Texas 772104503 Roosevelt, Utah
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L . ¿D STATES e nurr IN Tu ar=· l i Nas. lail4 -0115

:> DEPARTMENT OF.7HE INTERIOR •Zaan""'""" "" " o . . ..o . . ..

BUREAU OF LAND MANAGEMENT U-16535
6 i¥ INDIAN, ALLOTTEK OfTai-B NAME

SUNDRY NOTKES AND REPORTSON WELLS N/A
les not rose thin foran tur propunale to drill or lo drepen or plug back to a different reservoir.

Use APPLICATION Fult Pfl(MIT " for such proposala.)

7. UNIT AuxELMANT NAME

'" là ti..s I J ,,,s.,
N/A

A NAME us sia LEATUS
6. WasM On LEAME NAME

Lomax Exploration Company N/A

3 anonena or ursaxTum
A **'t *

50 W. Broadway, Suite 1000, Salt Lake City, UT 84101 See attached sheet.
I tras all t• ut BliI linisort L.cullula clearly naad las actuadatore with ally State requirtuacuta.* 10. Fisi.D AND POOI., Og WILDCAT

. .a ..se n I.clow ' Monument Butte
11. Bac., T., B., M., OR BLE. AND

afb?SI 05 ARMA

See attached sheet. 34 & 35, 8S-16E

¡i. y sigt so 16. EuvanoNa (Show whether er, sT, on, etc.) 12. Counor on raxima 18. sTars

See attached sheet See attached sheet. Duchesne Utah
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16.HT waTEM glitiTort til.L Oh AI.Titt VaSING WATER BHUT-urr BEPAJEING WELL
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88100T tak At'll>II.E AhaNbtift* HijuuTsNG Uit ACIDiglN4 ABANDONMENT
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proposed work if well sa directionadly drilled, gave subsurface locatsuna and naraanred and true vertical depthe for all tuarhers and nones pert!-
nent to this work.) *

Construct a gas gathering system for the subject wells. The system
will consist of an 8" main line and 3" feeder lines from each of the
subject wells to the main line. The 8" main line will transport the
associated casinghead gas from the subject wells off lease to a
compressor/processing plant and sales point in Section 36, T8S-R16E.

The entire system will be buried. A 3" fuel gas line will also be
buried in the same ditch. Initial volumes of gas to be transported
will be approximately 610 MCFD. A 4" surface line will also be built
on the subject lease. Such 4" surface line will transport gas from
other Lomax wells located of f lease across the lease to the sales
point in Section 36, T8S-R16E. Construction will begin upon receipt
of approval. See attached plat.
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Attached to that certain Sundry Notice dated May 16, 1984 for the
Monument Butte Federal #1-34, #8-34, #1-35, #2-35, #3-35, #4-35, #5-35,
#6-35, # 10-35, #12-35, #13-35, & #14-35 Wells on Lease U-16535.

Item 4. - Location of wells:
#1-34 - 739' FNL, 758' FEL, Section 34, TSS, R16E

#8-34 - 2059' FNL, 701' FEL, Section 34, T8S-R16E

#1-35 - 506' FSL, 528' FEL, Section 35, T8S-R16E

#2-35 - 2090' FSL, 660' FEL, Section 35, T8S-R16E

#3-35 - 660' FNL, 1980' FWL, Section 35, TSS-R16E

#4-35 - 1836' FSL, 1883' FWL, Section 35, TBS-R16E

#5-35 - 2042' FNL, 661' FWL, Section 35, T8S-R16E

#6-35 - 1831' FNL, 1968' FWL, Section 35, T8S-R16E

#10-35 - 1825' FSL, 2137' FEL, Section 35, T8S-R16E

( #12-35 - 1839' FSL, 779' FWL, Section 35, T8S-R16E

#13-35 - 640' FSL, 592' FWL, Section 35, TSS-R16E

#14-35 - 511' FSL, 2134' FWL, Section 35, T8S-R16E

Item 9. - Well No.:

Federal #1-34 Federal #5-35
Federal #8-34 Federal #6-35
Federal #1-35 Federal #10-35
Federal #2-35 Federal #12-35
Federal #3-35 Federal #13-35
Federal #4-35 Federal #14-35

Item 14. - Permit No.: Item 15. - Elevations:

#1-34 - 43013-30808 #1-34 - 5585 GR
#8-34 - 43013-30843 #8-34 - 5600 GR
#1-35 - 43013-30561 #1-35 - 5482 GR
#2-35 - 43013-30606 #2-35 - 5515 GR
#3-35 - 43013-31381 #3-35 - 4830 GR
#4-35 - 43013-30605 #4-35 - 5565 GR
#5-35 - 43013-30686 #5-35 - 5584 GR
#6-35 - 43013-30751 #6-35 - 5562 GR
#10-35 - 43013-30801 #10-35 - 5534 GR
#12-35 - 43013-30744' #12-35 - 5580 GR
#13-35 - 43013-30745 #13-35 - 5586 GR
#14-35 - 43013-30812 #14-35 - 5524
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omax as Company
Lomax Exploration Company

50 West Broadway, Suite 1200
Salt Lake City,Utah 84101
Phone (801)322-5009
Fax (801) 531-9053

· JAN25 798g

LOmaX "

----- January 24, 1989

State of Utah
Division of Oil, Gas & Mining
355 West North Temple
Three Triad Center
Suite #350
Salt Lake City, UT 84180-1203

Monument Butte Federal #12-35
Section 35, TSS-R16E NW/SW
Duchesne CountYr Utah

Dear sir:
¢J-o/3- 3o;v4

Please find the enclosed Well Completion Report for the
captioned location. If there are any questions, please feel free
to contact our office.

Very truly yours,

ie S. Faulkner
duction Technician
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Division of Oil, Gas & Mining
355 West North Temple
Three Triad Center
Suite #350
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Monument Butte Federal #12-35
Section 35, TSS-R16E NW/SW
Duchesne CountYr Utah

Dear sir:
¢J-o/3- 3o;v4
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Section 35, TSS-R16E NW/SW
Duchesne CountYr Utah

Dear sir:
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Please find the enclosed Well Completion Report for the
captioned location. If there are any questions, please feel free
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ie S. Faulkner
duction Technician



Forut 3160-4 Form approved.
(November 1983) UN I ST AT ES SUDMIT IN DUPLICA Budget Bureau No. 1004-0137

(formerly 9-330) tserutherin
Expires August 31, 1985

DEPARTMENT OF THE INTERIOR
."9

I.F:MIP. Ilf,SidNtTit)ff ANtt SERIAI, N().

BUREAUOF LAND MANAGEMENT UTO80P4988U680

WELLCOMPLETIONOR RECOMPLETION REPORTAND LOG * 6. IF INDIAN, ALLOTTEE OR TRIBM NAME

sa. †Ykg of WktL: on. •.as

wmi.I. we:I.t. rettY Other 7. VNIT At:nEt:.t!ENT NAME

b. TYPE OF COMPLETION: Monument Butte

2. NAME OF OPERATOR

Lomax Exploration Company a weer, no.

3. AltBRERS OF UFERATOR -35

50 West Broadway - Suite #1200 JM 9 5189 10. FIELD AND POOL, OR W1LDCAT

4, t.oCATmN ur «EI.L (Report location cfrarfU and in accordanc fiÏtliig Èi<rÎrr i irrmente) Monument Butte
Atsurface 779' FWL & 1839' FSL NW/SW " an..u.,0ROLOCKANDSURVET

At top prod, interval reported below Sec 35, T8S-R16E

At total depth

I14. PERSIIT NO. DATE IBRUED Î2. COUNTT OR Î$. STATE

43-013-30744 3/2/83 DucËsneI Utah
Î$. DATE SPtDDED 18. DATE T.D. REACHED 17. DATE COMPL. (Ñ€0tfil 80 prod.) 18. ELEVATIONS (DF, RKB. IT, GR, ETC.)* 19. ELEV. CASINGliEAD

06/05/83 I 06/17/83 | 11/19]_88 I 5586' GR I 5586'
20. T&tAL DEPTH. MD A TTD 21. PLUG. BACK T.D., MD A TVD 22. IV Aff f.Tirf E CO.MPL., 23. INTERVAI.S ROTARY TOOI.s CABLE TOOLB

5680' 5626' I - I X
24. PaootclNG INTERVAL(s). OF THIS COhil'LETION-TOP. BOTTOM, NAME (MD AND TVD)* 25. WAN DIRECTIONAL

SURVET MADE

Green River 4998 - 5067 NO

20. TTPE ELECTRIC AND OTHER LOGB Rt'N 27. WAs
wmLt¯COBSD

None NO
28. CARING RECORD (Report all strings act in toril)

CASING 81EE WEIGHT, LE./FT. DEPTil SET (MD) 1100E 81EE CEMEN15NU RECORD AMOUNT PULLED

8 5/8 24 304 12 1/4 210 sx C1 "G" + 2% CaC1+ x# sx Flocele

5 1/2 17 5_677 7 7/8 300 av Lodenne F. 300 nr lypen=1

29. LINER ItECORD 30. Ti'BING RECORD

SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIEE DEPTH SET (MD) PACKER BRT (MD)

2 7/8 5102'

l. PERFORATION RECORD (ÏnfertraÊ,sitt on nufn er) 82. ACID, SHOT, FRACTURE, CEMENT SQUEEZE. ETC.

DEPTH INTERVAL (MD) AMot T IND OF MATERIAL USED

5000-22 (1 spf)
5057-67 (4 spf)
4998-5022 (3 spf-additional)

83.* Pit0DUCTION
þATS FIRST PRODUCTION PRODUCTION METHOD (ŸÊOtoing, gGB lifÊ, PUWIPing-8Ê%B GRA Êgþ€ Of pump) WELL STATUS (PTOÒUCINg Of

shut-in)

11/21/88 Pumping Producing
DATE OF TEST HOURS TESTED CHOKE 81EE PROD'N. FOR 01 -BBL. CAS-MCF. WATER-BBL. UAS-OtL RATIO

TEST PERIOD

FLOW. TURING PRESS. CAsiNG PRESSURE CAI.CULATED 011.--881,. GAS-Mer. WATER--HBL. OIL GRAVITT-API (CORE.)
24-noon RATE

34, DISPOSITION OF GAs (Sold, seed for fM¢l, vent¢d, etc.) TEST wlTNESSED BT

Used for fuel & sold
35. LtaT or ATTAcumsNTs

None
30. I bereby certify that the foregoing and attached information la complete and correct as determined from all available recortis

UNE A O ifm an 'TirLE Production Technician 1/24/89

*(See Instructionsand Spaces fer Additional Data on ReverseSide)
Tittr• 14 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
IJnited States any false, fictitious or fraudulent statements or representations as to any matter within its
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37. SUMMARY OF POROUS ZONES: (Show all important zones of porosity and contents thereof; cored intervals; and all

drill-stem, tests, including depth interval tested, cushion used, time tool open, flowing and shut-in pressures, and 38. GEOLOGIC MARKERS

recoveries):
I

FORMATION TOP BOTTOM DESCRIPTION, CONTENTS, ETC. Typ
NAME

MEAS. DEPTH TRUE
VERT.

37. SUMMARY OF POROUS ZONES: (Show all important zones of porosity and contents thereof; cored intervals; and all

drill-stem, tests, including depth interval tested, cushion used, time tool open, flowing and shut-in pressures, and 38. GEOLOGIC MARKERS

recoveries):
I
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NAME

MEAS. DEPTH TRUE
VERT.
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FORM lo STATE OF UTAH
DIVISION OF OIL, GAS AND MINING Page 2 4355 West North Temple, 3 Triad, Suite 350, Salt Lake City, UT 84180-1203

MONTHLY OIL AND GAS PRODUCTION REPORT

OPERATOR NAME AND ADDRESS:
UTAH ACCOUNT NUMBER

No580

KEBBIE JONES 6 / 95REPORT PERIOD (MONTH/YEAR):LOMAXEXPLORATION COMPANY
PO BOX 1446
ROOSEVELT UT 84066 AMENDED REPORT (Highlight Changes)

Well Name Producing Well Days Production Volumes
API Number Entity Location Zone Status Oper OIL(BBL) GAS(MCF) WATER(BBL)

FEDERAL 2-33
4,301330749 10628 OSS 16E 33 GRRV
FEDERAL 14-28
4,301330792 10628 085 16E 28 GRRV

/WEST MONUMENT 10-28
4,301330856 10628 OSS 16E 28 GRRV

/ÏRAVIS FEDERAL 5-33
301331435 10628 OSS 16E 33 GRRV

FEDERAL 7-23
4301330662 10629 095 16E 23 GRRV

700UNDARY FED 11-21
6,301330752 10630 OSS 17E 21 GRRV' DERAL #l-35
4 1330561 10835 085 16E 35 GRRV

TATE 1-2,
4 1330596 10835 095 16E 2 GRRV

TATE 13-36
g3ol33o62310835 08S 16E 36 GRRV

/STATE.#3-2
,

4,301330627 10835 oss 16E 2 GRRV
FEDERAL #12-35
4 1330744 10835 OSS 16E 35 GRRV

TATE 12-364
4}Œl330746 10835 085 16E 36 GRRV 'ÑÛ¿

/ÊEDERAL 6-35
4301330751 10835 085 16E 35 GRRV / ISÌ$Ë>

TOTALS

OMMENIX

hereby certify that this report is true and complete to the best of my knowledge. Date

ame and Signature: Telephone
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FEDERAL 14-28
4,301330792 10628 085 16E 28 GRRV

/WEST MONUMENT 10-28
4,301330856 10628 OSS 16E 28 GRRV

/ÏRAVIS FEDERAL 5-33
301331435 10628 OSS 16E 33 GRRV

FEDERAL 7-23
4301330662 10629 095 16E 23 GRRV

700UNDARY FED 11-21
6,301330752 10630 OSS 17E 21 GRRV' DERAL #l-35
4 1330561 10835 085 16E 35 GRRV

TATE 1-2,
4 1330596 10835 095 16E 2 GRRV

TATE 13-36
g3ol33o62310835 08S 16E 36 GRRV

/STATE.#3-2
,

4,301330627 10835 oss 16E 2 GRRV
FEDERAL #12-35
4 1330744 10835 OSS 16E 35 GRRV

TATE 12-364
4}Œl330746 10835 085 16E 36 GRRV 'ÑÛ¿

/ÊEDERAL 6-35
4301330751 10835 085 16E 35 GRRV / ISÌ$Ë>

TOTALS

OMMENIX

hereby certify that this report is true and complete to the best of my knowledge. Date

ame and Signature: Telephone
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g e
United States Department of the j

BUREAU OF IAND MANAGEMENT
Rah State Office

P.o. Box 45155 JUL 2 6 1995
Salt Lake City, Wah 84145-0155

IN REFI.Y REFER 20:

aioo DIV.OFOIL,GAS&MININGSL-065914 et al & 2 5 $¾(UT-923)

NOTICE

Inland Production Company : Oil and Gas Leases
475 Seventeenth St., Ste. 1500 : SL-065914 et al
Denver, Colorado 80202 :

Name Change Regognized

Acceptable evidence has been received in this office concerning the change of
name of Lomax Exploration Company to Inland Production Company on Federal oil
and gas leases.

The oil and gas lease files identified on the enclosed exhibit have been noted
as to the name change. We are notifying the Minerals Management Service and
all applicable Bureau of Land Management offices of the name change by a copy
of this notice. If additional documentation for changes of operator are
required by our Field Offices, you will be contacted by them.

For our purposes, the name change is recognized effective June 29, 1995
(Secretary of State's approval date) .

Due to the name change, the name of the principal/obligor on the bond is
required to be changed from Immax Exploration Campany to Inland Production
Company on Bond No. 4488944 (BIN Bond No. UTOO56) . You may accomplish this
name change either by consent of the surety on the original bond or by a rider
to the original bond. Otherwise, a replacement bond with the new name should
be furnished to this office. BLM Bond Nos. MTO771 and WYOB21 should also be
changed for the bonds held by Montana and Wyoming respectively.

/s/ ROBERTLOPEZ
Chief , Branch of Mineral

Leasing Adjudication

Enclosure
1-Exhibit (1 p)

cc: Hartford Accident & Indemnity Co.
Hartford Plaza
Hartford, CT 06115

bc: Moab District Office
Vernal District Office
Montana State Of f ice
Wyoming State Office
Eastern States Office
MMS--Data Management Division, MS 3113, P.O. Box 5860, Denver, CO 80217
State of Utah, Attn: Lisha Cordova, Division of oil, Gas & Mining,

355 West North Temple, 3 Triad Center, suite 350, SIC, UT 84180
Teresa Thompson (UT-922)
Dianne Wright
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EXHIBIT

SL-065914 U-36846 UTU-66185

SL-071572A U-38428 UTU-67170

U-02458 U-45431 UTU-68548

U-15855 U-47171 UTU-69060

U-16535 U-50376 UTU-69061

U-26026 U-62848 UTU-72103

U-34173 UTU-65965 UTU-72104

U-36442 UTU-66184
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AUG 01 '95 10: 54AM INLAN REGOURCES

A subaikyy of inland 7,esourcesInc.

L01118X
July 13, 1995

Stateof UtahDepartmentof Natural Resources
Attention: Ms Becky Pritchet
355W. North Temple
3 Triad Center, Suite 400
Salt Lake City,Utah 84180-1204

RE: Corporate Name Change

DearSir or Madame:

EEectiveJuly 1, 1995,LomaxExplorationCompanywill havetakenthe stepsnecessary
to changeits name to Inland Production Company. A Certificateissued by the Texas
Secretaryof Stateevidencing the namechangeisattachedforyour files. Wehavealso
attachedto this letter those Utah Stateleases (Exhibit "B") and wells (Exhibit"A")
affected by this name change. We have attempted to provide a complete list from the
records we have. Theintentis to includeall leasesand wells thatLomax Exploration
Companyoperatesor has an interestin.

Riderschangingthe PrincipalfromLomaxExplorationCompanyto Inland Production
Company under Nationwide Oiland GasBond #4488944 for Lomax Exploration
Company will be furnishedto the Stateof Utahin the very nearfutute.

Please amendyour recordsby substitutingInlandProductionCompanyin place of
Lomax ExplorationCompanyon the leasesand wells listedon the attachedexhibits. In
the futurewe will beginsubmitting notices andpermits for new operationsefterJuly 1,
1995 in the nameof Inland Production Company.

Shoulda fee be required or shouldyou needfurtherinformationor documentsrelatingto
ournamechange please contacttheundersignedat your convenienceat the following
number: (303) 292-0900 or CherylCameronat ourRoosevelt,Utah ofEce (801) 722-
5103.

Sino 1 yours,

A Potter, CPL
ManagerofLand

Ele:
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303 296 4070
AUG 01 '95 10: 56AM INLANE EBOUPCES P. 10

heŠtateof f exas
ttrrfary of ftatt

JUNE 30, 1995

MIAI PARSONS...GLAST,PHILLIPS E MURRAY
2200 UN6 GALLERIA TWRe13355 NDEL RD.Lô48
DALLAS 27X 75240-6657

INLAND PRODUCTION COMPANY
CHARTFR NUMBER 00415304-00

IT HAS BEEN ûUR PLEASURE TO APPROVE AND PLACE ON RECORD YOUR ARTICLES
OF AMENOMENT. A COPY OF THE INSTRUMENT FILED TN THIS OFFICE IS
ATTaCHED FOR YOUR RECORDS.

THIS LETTER WILL ACKNOWLücGE PAYMENT OF THE FILING FEE.

IF ME CAN BE OF FURTHER 56RVICË AT ANY TIA2, PLEASE LET US KNOW.

VERY TRULY YOURS,

Antonio0. Garza,Jr., Secretaryof
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AUG Oi '95 10 - 570M INLAN RESOURCES c. P. 11

$4eŠfair of itxas
þecretaryof þtate
CSATIFICATE OF ARENDMENT

FOR

INLAND PRODUCTION COMPANY

FORMERLY

LOMAX EXPLORATION COMPANY
CHARTER NUMBER 00415304

THE UNDER$tGNED, A$ SECRETARY OF STATë 07 THE STATE OF TEXAS,

hikiBY CE'4TIFI-5 THAT THE ATTACHED ARTICLES Oc AMENDMENT FOR THE ABOVE

NAMED ENTITY MAYE SE¯¾ RECEIVED IN THIS OFFICE AND ARE FOUND TO

CONFC A TO LAN.

ACCD DINGLY THE UND6RSIGNED, AS SECRETARY OF STATE, AND BY VIRTUS

OF THE AUTdCRITY VESTED IN THE SECRETARY SY LAW, HEREBY ISSUES THIS

CERTIFICATE OF AMENDMENT.

DATED JUNE 29, 1995

EFFECTIVE JUNE 24, 1995

..
Antonio 0. Garza, Jr., Secre of
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AUG O1 '95 10: 579M INLANÊESOURCES P. 12

ARTICLESOF AMENDMENT In the e of thTO THE SecretaryofState ofTexaARTICLES OF INCORPORATION
OF AN 29 1995

LOMAXEXPLORATIONCOMPANY
Corporations Section

Pursuant to the provisions of Part Pour of the Texas Business Corporation Act, the '

undersigned corporation adopts the following articles of amendment to its Articles of

Incorporation

1. Name. The nameof the corporationis LOMAXEXPLORATIONCOMPANY.

2. Statement ofAmendment. The amendmentaltersor changes ArticleOne of the
originalArdeles of Incorporationto read in full as follows:

"ArticleOne, The mmeof the corporationis INLANDPRODUCTION
COMPANY."

3. Shareholders. The numberof sharesof thecorporationoutstan<1ingat thetime·of
such adoption was 205,315, there being 107,546 Common Shares and 97,769 Non-voting
PreferredShares; and the numberof sharesentitledto vote thereonwas 107,546.

4. Adoption by Shareholders. Only the holders of Common Shares of the
corporationare entitled to vote on the amendment. The shareholdersadopted the foregoing
amendmentby n=nimous writtenconsentdated June 23, 1995,pursuant to the provisionsof
Article9.10of theTexasEusinessCorporationAct and,therefore,no noticewasrequiredto be
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5. Adoption by Board ofDirectors. TheBoard ofDirectorsadoptedsaidamendment
by a consentin writing signedby all Directors.

6. Future Effective Date. This ame immt will becomeeffectiveonJuly 1, 1995,
at 12:01a.m.

EXECUTEDJuneK, 1995.

Kyle R. ·

,

P¯resident

SNE.1ENT-MSOMM
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' AUG 08 '95 1-46PM INLAN SOURCES P.1

FAX COVER SHEET

RESOURCESINC.
475 17th Street, Suite 1500

Denver, CO 80202
303-292-0900, Fax #303-296-4070

DATE: August 8, 1995

TO: Lisha Cordova

COMPANY: State of Utah - Division of Oil, Gas and Mining

FAX NUMBER: 801 359 3940

FROM: Chris A Potter

NUMBER OF PAGES: 1 (INCLUDINGCOVER SHEET):

RE: Transfer of Authority to Inject
Lomax ExplorationCompany to Inland Production Company

I hope the info I sentto you August 1st was acceptable regarding our name change and
your phone call to me lastweek.......

If there is anything missingor you need additional info, please let me know. I amlocated
in our Denver
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Division of Gil, Gas and Mining

OPERATORCHANGEHORKSHEET "°" "-A ,(GI
1- --PL

ittach all documentation received by the division regarding this change. 2-L 8-SJ V

Initial each listed item when completed. Write N/A if item is not applicable. 3- -FI
4-

E Change of Operator (well sold) O Designation of Agent 5-

Designation of operator O Operator Name changeOnly 6-LW

(MERGER)

The operator of the well(s) listed below has changed (EFFECTIVE DATE: 6-29-95 )

TO (new operator) INLAND PRODUCTION COMPANY FROM (former Operator) LOMAX EKPLORATION COMPANY

(address) PO BOX 1446 (address) Po Box 1446
ROOSEVELT UT 84066 ROOSEVELT UT 84066
KEBBIE JONES KEBBIE JONES

phone ( 801 ) 722-5103 phone ( 801) 722-5103

acCOUnt no. N5160 account no. N 0580

Hell(s) (attach additional page if needed):

Name: **SEE ATTACHED** API: t V)4 Entity: Sec_Twp Rng_ Lease Type:
Name: API: Entity: Sec Twp _Rng __ Lease Type:
Name: API: Entity: Sec_ _Twp___Rng_ Lease Type:
Name: ' API: Entity: Sec___Twp___Rng

_
Lease Type:

Name: API: Entity: Sec___Twp___Rng
_

Lease Type:
Name: API: Entity: Sec___Twp __Rng___ Lease Type:
Name: API: Entity: Sec___Twp __Rng __

Lease Type:

OP RATORCHANGEDOCUMENTATION

1. (Rule R615-8-10) Sundry or other legal documentation has been received from former
operator (Attach to this form).(g g/ÿÿÿÿÑ

HÁ 2. (Rule R615-8-10) Sundry or other legal documentation has been received from new operator

i 3. The

Dehpartmethis forCmommerce

has been contacted if the new operator above is currently
operating any wells in Utah. Is company registered with the state? (yes If
yes, show company file n.umber: - (ý¿dif6)

C4. (For Indian and Federal Hells ONLY) The BLM has been contacted regarding this change
(attach Telephone Documentation Form to this report). Make note of BLM status in
comments section of this form. Management review of Federal and Indian well operator
changes should take place prior to completion of steps 5 through 9 below.

L5. Changes have been entered in the Öll and Gas Information System (Hang/IBM) for each well
listed above. (ÿ¾†S)

$6. Cardex file has been updated for each well listed above.df-/b-(p

7. Nell f11e labels have.been updated for each well listed above.47,
_g

.

8. Changes have been included on the monthly "Operator, Address, and Account Changes" memo
for distribution to State Lands and the Tax Commission. (¶-3/-75)

9. A folder has been set up for the Operator Change file, and a copy of this page has been
placed there for reference during routing and processing of the original documents.

il-H

- OVER
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6
OPERAf0R CHANGEWORKSHEET (CONTINUED) Initial each item when completed. Write N/A if item is not applicable.

EN ITY REVIeEHR615-8-7)

Entity assi ments have been reviewed for all wells listed above. Here
entity changes made? (yes no (If entity assignments were changed, attach i ifl of
Form 6, Entity Action Form).

Jáj 2. State Lands and the Tax Commission have been notified through normal proced res of
entity changes.

BONDVERIFICATION (Fee-we+½ronty) /Á,,;>2. p N½.

1. (Rule R615-3-1) The new operator of any fee lease well listed above has furnished a
proper bond.

2. A copy of this form has been placed in the new and former operators' bond files.

3. The former operator has requested a release of liability from their bond (yes/no)
_

.

Today's date 19____. If yes, division response was made by letter
dated 19 .

LEASE INTEREST OHNER NOTIFICATION RESPONSIBILITY

44. (Rule R615-2-10) The former operator/lessee of any fee lease well listed above has been
/ notified by letter dated 19 __, of their responsibility to notify any

person with an interest in such lease of the change of operator. Documentation of such
notification has been requested.

2. C gf d mn h b en sent to State Lands for changes involving State leases.

NGA11

attachments to this form have been microfilmed. Date: CIArgy?A 13C) 19 6ti'.

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The original of this form and the original attachments have been filed in the Operator
Change file.

COMMENTS

6
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FORM 3160-5 TED STATES FORM APPROVED(JÀe1990) DEP NT OF THE INTERIOR Budget Bureau No. 1004-0135
BUREAU OF LAND MANAGEMENT Expires: March 31, 1993

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-16535
Do not use this form for proposals to drillor to deepen or reentry a different reservoir. 6. If Indian,Allottee or Tribe Name

Use "APPLICATIONFOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE NA
1. Type of Well

X Oil Gas 8. Well Name and No.

Well Well Other FEDERAL 12-35
9. API Well No.

2. Name of Operator 43-013-30744
INLAND PRODUCTION COMPANY 10.Field and Pool, or Exploratory Area

3. Address and Telephone No. MONUMENT BUTTE
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900 11. Countyor Parish, State

4. Location of Well (Footage, Sec., T., R., m., or Survey Description)

1839 FSL 0779 FWL NWISW Section 35, TO8S R16E DUCHESNE COUNTY, UTAH

12. CHECK APPROPRIATE BOX(s TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans
Recompletion New Construction

X Subsequent Report Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection
X Other Site Security Diagram Dispose Water

(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-
ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached please find a site security diagram for the above referenced well. This diagram supercedes any
previously submitted site security diagrams.

AU628 1998

DIV.0F0fL,GAS&MINING

14. I hereby certify that the re dingis true and c et

Signed ,
76 Title Manager, Regulatory Compliance Date 8/25/98

(This space for Federal or State office use)

Approved by Title Date

Conditionsof approval, if any:

CC: UTAH DOGM
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious

or fradulent statements or representationsas to any matter within its

FORM 3160-5 TED STATES FORM APPROVED(JÀe1990) DEP NT OF THE INTERIOR Budget Bureau No. 1004-0135
BUREAU OF LAND MANAGEMENT Expires: March 31, 1993

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-16535
Do not use this form for proposals to drillor to deepen or reentry a different reservoir. 6. If Indian,Allottee or Tribe Name

Use "APPLICATIONFOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE NA
1. Type of Well

X Oil Gas 8. Well Name and No.

Well Well Other FEDERAL 12-35
9. API Well No.

2. Name of Operator 43-013-30744
INLAND PRODUCTION COMPANY 10.Field and Pool, or Exploratory Area

3. Address and Telephone No. MONUMENT BUTTE
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900 11. Countyor Parish, State

4. Location of Well (Footage, Sec., T., R., m., or Survey Description)

1839 FSL 0779 FWL NWISW Section 35, TO8S R16E DUCHESNE COUNTY, UTAH

12. CHECK APPROPRIATE BOX(s TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans
Recompletion New Construction

X Subsequent Report Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection
X Other Site Security Diagram Dispose Water

(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-
ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached please find a site security diagram for the above referenced well. This diagram supercedes any
previously submitted site security diagrams.

AU628 1998

DIV.0F0fL,GAS&MINING

14. I hereby certify that the re dingis true and c et

Signed ,
76 Title Manager, Regulatory Compliance Date 8/25/98

(This space for Federal or State office use)

Approved by Title Date

Conditionsof approval, if any:

CC: UTAH DOGM
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious

or fradulent statements or representationsas to any matter within its

FORM 3160-5 TED STATES FORM APPROVED(JÀe1990) DEP NT OF THE INTERIOR Budget Bureau No. 1004-0135
BUREAU OF LAND MANAGEMENT Expires: March 31, 1993

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-16535
Do not use this form for proposals to drillor to deepen or reentry a different reservoir. 6. If Indian,Allottee or Tribe Name

Use "APPLICATIONFOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE NA
1. Type of Well

X Oil Gas 8. Well Name and No.

Well Well Other FEDERAL 12-35
9. API Well No.

2. Name of Operator 43-013-30744
INLAND PRODUCTION COMPANY 10.Field and Pool, or Exploratory Area

3. Address and Telephone No. MONUMENT BUTTE
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900 11. Countyor Parish, State

4. Location of Well (Footage, Sec., T., R., m., or Survey Description)

1839 FSL 0779 FWL NWISW Section 35, TO8S R16E DUCHESNE COUNTY, UTAH

12. CHECK APPROPRIATE BOX(s TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans
Recompletion New Construction

X Subsequent Report Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection
X Other Site Security Diagram Dispose Water

(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-
ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached please find a site security diagram for the above referenced well. This diagram supercedes any
previously submitted site security diagrams.

AU628 1998

DIV.0F0fL,GAS&MINING

14. I hereby certify that the re dingis true and c et

Signed ,
76 Title Manager, Regulatory Compliance Date 8/25/98

(This space for Federal or State office use)

Approved by Title Date

Conditionsof approval, if any:

CC: UTAH DOGM
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious

or fradulent statements or representationsas to any matter within its

FORM 3160-5 TED STATES FORM APPROVED(JÀe1990) DEP NT OF THE INTERIOR Budget Bureau No. 1004-0135
BUREAU OF LAND MANAGEMENT Expires: March 31, 1993

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-16535
Do not use this form for proposals to drillor to deepen or reentry a different reservoir. 6. If Indian,Allottee or Tribe Name

Use "APPLICATIONFOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE NA
1. Type of Well

X Oil Gas 8. Well Name and No.

Well Well Other FEDERAL 12-35
9. API Well No.

2. Name of Operator 43-013-30744
INLAND PRODUCTION COMPANY 10.Field and Pool, or Exploratory Area

3. Address and Telephone No. MONUMENT BUTTE
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900 11. Countyor Parish, State

4. Location of Well (Footage, Sec., T., R., m., or Survey Description)

1839 FSL 0779 FWL NWISW Section 35, TO8S R16E DUCHESNE COUNTY, UTAH

12. CHECK APPROPRIATE BOX(s TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans
Recompletion New Construction

X Subsequent Report Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection
X Other Site Security Diagram Dispose Water

(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-
ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached please find a site security diagram for the above referenced well. This diagram supercedes any
previously submitted site security diagrams.

AU628 1998

DIV.0F0fL,GAS&MINING

14. I hereby certify that the re dingis true and c et

Signed ,
76 Title Manager, Regulatory Compliance Date 8/25/98

(This space for Federal or State office use)

Approved by Title Date

Conditionsof approval, if any:

CC: UTAH DOGM
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious

or fradulent statements or representationsas to any matter within its



Inlan Production ComlÑny
Site Facility Diagram

Monument Butte 12-35

NWISW Sec. 35, TSS, 16E
Well Head

Duchesne County

May 12, 1998

Site Security Plan is held at the Roosevelt Office, Roosevelt Utah
Pumping Unit

Production Phase:

1) Valves 1, 3, 4 sealed closed

2) Valves 2 and 5 sealed open

Sales Phase:

1) Valves 1, 2, 4, 5 sealed closed

2) Valves 3 open

Draining Phase:

1) Valve 1 open - _
Heater Treater

Gas Sales Meter

Diked Section

3 3 21 1

Legend waterTank

roduction Tank 5 Production TankEmulsion Line ---·-----·---·--

Load Lme

Water Line -·- ---'-·-'¯

4 4
Oil Line -

Gas Sales -----------.
Contained Section

Equalizer

Inlan Production ComlÑny
Site Facility Diagram

Monument Butte 12-35

NWISW Sec. 35, TSS, 16E
Well Head

Duchesne County

May 12, 1998

Site Security Plan is held at the Roosevelt Office, Roosevelt Utah
Pumping Unit

Production Phase:

1) Valves 1, 3, 4 sealed closed

2) Valves 2 and 5 sealed open

Sales Phase:

1) Valves 1, 2, 4, 5 sealed closed

2) Valves 3 open

Draining Phase:

1) Valve 1 open - _
Heater Treater

Gas Sales Meter

Diked Section

3 3 21 1

Legend waterTank

roduction Tank 5 Production TankEmulsion Line ---·-----·---·--

Load Lme

Water Line -·- ---'-·-'¯

4 4
Oil Line -

Gas Sales -----------.
Contained Section

Equalizer

Inlan Production ComlÑny
Site Facility Diagram

Monument Butte 12-35

NWISW Sec. 35, TSS, 16E
Well Head

Duchesne County

May 12, 1998

Site Security Plan is held at the Roosevelt Office, Roosevelt Utah
Pumping Unit

Production Phase:

1) Valves 1, 3, 4 sealed closed

2) Valves 2 and 5 sealed open

Sales Phase:

1) Valves 1, 2, 4, 5 sealed closed

2) Valves 3 open

Draining Phase:

1) Valve 1 open - _
Heater Treater

Gas Sales Meter

Diked Section

3 3 21 1

Legend waterTank

roduction Tank 5 Production TankEmulsion Line ---·-----·---·--

Load Lme

Water Line -·- ---'-·-'¯

4 4
Oil Line -

Gas Sales -----------.
Contained Section

Equalizer

Inlan Production ComlÑny
Site Facility Diagram

Monument Butte 12-35

NWISW Sec. 35, TSS, 16E
Well Head

Duchesne County

May 12, 1998

Site Security Plan is held at the Roosevelt Office, Roosevelt Utah
Pumping Unit

Production Phase:

1) Valves 1, 3, 4 sealed closed

2) Valves 2 and 5 sealed open

Sales Phase:

1) Valves 1, 2, 4, 5 sealed closed

2) Valves 3 open

Draining Phase:

1) Valve 1 open - _
Heater Treater

Gas Sales Meter

Diked Section

3 3 21 1

Legend waterTank

roduction Tank 5 Production TankEmulsion Line ---·-----·---·--

Load Lme

Water Line -·- ---'-·-'¯

4 4
Oil Line -

Gas Sales -----------.
Contained Section

Equalizer



FORM 3160-5 TED STATES FORM APPROVED
(June 1990) DEPARTMENT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: Mamh31, 1993
5. Lease Designationand SerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS U-16535
Do not use this form for proposals to drillor to deepen or reentry a different reservoir. 6.IfIndian, Allottee or Tribe Name

Use "APPLICATIONFOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE NA
1. Type of Well

X oil oas 8. Well Name and No.

Well | Well Other FEDERAL 12-35
9. API Well No.

2. Name of Operator 43-013-30744
INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area

3. Address and Telephone No. MONUMENT BUTTE
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900 11. Countyor Parish, State

4. Location of Well (Footage, Sec., T., R., m., or Survey Description)
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12. CHECK APPROPRIATE BOX(s TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Changeof Plans
Recompletion New Construction

SubsequentReport Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversionto Injection
X Other Site Security Dispose Water

(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached please find the site security diagram for the above referenced well.
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, LL Title Manager, Regulatory Compliance Date 10/8/98

(This space for Federalor State office use)

Approved by Title Date

Conditionsof approval, if any:
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FORM 3160-5 UNITED STATES FORM APPROVED
(June 1990) DEPARTMENT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March 31, 1993
5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-16535
Do not use this form for proposals to drill or to deepen or reentry a different reservoir. 6. If Indian, Allottee or Tribe Name

Use "APPLICATION FOR PERMIT --" for such proposals NA

7. If Unit or CA, Agreement Designation
SUBMIT IN TRIPLICATE Monument Butte Unit

1 Type of Well
Oil Gas 8. Well Name and No.

X well Well Other Monument Butte Federal 12-35-8-16
9. API Well No.

2. Name of Operator 43-013-30744
Inland Production Company 10. Field and Pool, or Exploratory Area

3. Address and Telephone No. Monument Butte
Route #3 Box 3630 Myton, Utah 84052 435-646-3721 l l. County or Parish, State

4. Location of Well (Footage, Sec., T., R., m., or Survey Description) Duchesne County, Utah
1839' FSL & 779' FWL NWISW Section 35, TSS, Rl6E

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans
Recompletion New Construction

Subsequent Report Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection
X Other Status report Dispose Water

(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any
proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to
this work.)*

Status report for time period 5/14/01 through 5/20/01.
Subject well had re-completion procedures initiated on 5/16/01. One Additional Green River interval was perforated and hydraulically fracture treated as
follows: GB6 sds @4519-4552' (4 JSPF) fraced W/ 146,000# 20/40 mesh sand in 910 bbis Viking I-25 fluid. Sand was cleaned f/ wellbore New interval is
being swab tested for cleanup at present time.

RECE D

14. I hereby certify that th going is and c ect
Signed Title Completion Foreman Date 21-May-01

Gary Dietz

(This space for Federal or State office use)
Approved by Title Date
Conditionsof approval, if any:
CC: Utah DOGM

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any
false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

*See Instruction on Reverse
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9. API Well No.

2. Name of Operator 43-013-30744
Inland Production Company 10. Field and Pool, or Exploratory Area

3. Address and Telephone No. Monument Butte
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Casing Repair Water Shut-Off
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X Other Status report Dispose Water
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Completion or Recompletion Report and Log form.)
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proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to
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Subject well had re-completion procedures initiated on 5/16/01. One Additional Green River interval was perforated and hydraulically fracture treated as
follows: GB6 sds @4519-4552' (4 JSPF) fraced W/ 146,000# 20/40 mesh sand in 910 bbis Viking I-25 fluid. Sand was cleaned f/ wellbore New interval is
being swab tested for cleanup at present time.

RECE D

14. I hereby certify that th going is and c ect
Signed Title Completion Foreman Date 21-May-01

Gary Dietz

(This space for Federal or State office use)
Approved by Title Date
Conditionsof approval, if any:
CC: Utah DOGM

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any
false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

*See Instruction on Reverse
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Unite States Department of the I erior

BUREAU OF LAND MANAGEMENT TAKE PRI f
H a Utah State Office INgERICA

P.O. Box 45155
Salt Lake City, UT 84145-0155

http://www.blm.gov

IN REPLY REFER TO:
3106
(UT-924)

September 16, 2004

Memorandum

To: Vernal Field Office

From: Acting Chief, Branch of Fluid Minerals

Subject: Merger Approval

Attached is an approved copy of the name change recognized by the Utah State Office. We have
updated our records to reflect the merger from Inland Production Company into Newfield
Production Company on September 2, 2004.

Michael Coulthard
Acting Chief, Branch of
Fluid Minerals

Enclosure
1. State of Texas Certificate of Registration

cc: MMS, Reference Data Branch, James Sykes, PO Box 25165, Denver CO 80225
State of Utah, DOGM, Attn: Earlene Russell, PO Box 145801, SLC UT 84114
Teresa Thompson
Joe Incardine
Connie
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. CorporationsSection ¿E o, eoffrey S. Connor
P.O.Box 13697 4 , A Secretaryof State
Austin, Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimony whereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

Secretary of State

Comevisit us on the internet at http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:
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ARTICLES OF AMENDMENT in the ifc Of th*
TO THE Secretary of State ofTexas

ARTICLES OF INCORPORATION
oF 89 02 NA

INLAND PRODUCTION COMPAN Y CorporationsSection

- Pursuant.tothe provisions of Article 4.04 of the TexasBusinessCorporation Act (the
"TB0A"), the underaigned corporation adopts the following articles of amendment to the articles
of incorporation:

ARTICLE1- Name

The name of the corporation is Inland Production Company.

ARTICLE 2 - Amended Name

The following amendment to the Articles of Incorporation was approved by the Board of
Directors and adopted by the shareholders of the corporation on August 27, 2004.

The amendment alters or changes Article Oné of the Articles of Incorporation to change
the nameof the corporation so that, as amended, Article One shallread in its entirety as follows:

"ARTICLE ONE - The name of the corporation is Newfield Production Company."

ARTICLE 3 - Effective Date of Filing

This document will become effective
,. upon filing.

The holder of all of the shares outstanding and entitled to vote on said amendment has
signed a consent in writing pursuant to Article 9.10 of the TBCA, adopting said amendment, and
any written notice required has been given.

IN WITNESSWHEREOF,the undersigne_dcorporation has executed these Articlesof
Amendment as of the 1" day of September, 2004.

INLAND RESOURCES INC.

By: ,Ñ.
Susan G. Riggs,
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LTFSL- 15855 61052 73088 76561
071572A 16535 62848 73089 76787
065914 16539 63073B 73520A 76808

16544 63073D 74108 76813
17036 63073E 74805 76954 63073X
17424 630730 74806 76956 63098A
18048 64917 74807 77233 68528A

UTU- 18399 64379 74808 77234 72086A
19267 64380 74389 77235 72613A

02458 26026A 64381 74390 77337 73520X
03563 30096 64805 74391 77338 74477X
03563A 30103 64806 74392 77339 75023X
04493 31260 64917 74393 77357 76189X
05843 33992 65207 74398 77359 76331X
07978 34173 65210 74399 77365 76788X
09803 34346 65635 74400 77369 77098X
017439B 36442 65967 74404 77370 77107X
017985 36846 65969 74405 77546 77236X
017991 38411 65970 74406 77553 77376X
017992 38428 66184 74411 77554 78560X
018073 38429 66185 74805 78022 79485X
019222 38431 66191 74806 79013 79641X
020252 39713 67168 74826 79014 80207X
020252A 39714 67170 74827 79015 81307X
020254 40026 67208 74835 79016
020255 40652 67549 74868 79017
020309D 40894 67586 74869 79831
022684A 41377 67845 74870 79832
027345 44210 68105 74872 79833'
034217A 44426 68548 74970 79831
035521 44430 68618 75036 79834
035521A 45431 69060 75037 80450
038797 47171 69061 75038 80915
058149 49092 69744 75039 81000
063597A 49430 70821 75075
075174 49950 72103 75078
096547 50376 72104 75089
096550 50385 72105 75090

50376 72106 75234
50750 72107 75238

10760 51081 72108 76239
11385 52013 73086 76240
13905 52018 73087 76241
15392 58546 73807
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Division of Oil, Gas and Mining

ROUTING
OPERATOR CHANGE WORKSHEET 1. GLH

3. FILE
Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 9/1/2004
FROM: (Old Operator): TO: ( New Operator):
N5l60-Inland Production Company N2695-Newfield Production Company

Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 Myton, UT 84052

Phone: 1-(435) 646-3721 Phone: 1-(435) 646-3721

CA No. Unit: MONUMENT BUTTE (GR D)

WELL(S)
NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS
FEDERAL 1-34 34 080S 160E 4301330808 10835 Federal WI A
MONUMENT FED 8-34 34 080S 160E 4301330843 10835 Federal OW P
MONUMENT FED 10-34 34 080S 160E 4301331371 10835 Federal OW P
MON FED 9-34 34 080S 160E 4301331407 10835 Federal WI A
FEDERAL 1-35 35 080S 160E 4301330561 10835 Federal OW P
FEDERAL 4-35 35 080S 160E 4301330605 10835 Federal WI A
FEDERAL 2-35 35 080S 160E 4301330606 10835 Federal WI A
FEDERAL 3-35 35 080S 160E 4301330608 10835 Federal WI A
FEDERAL 5-35 35 080S 160E 4301330686 10835 Federal WI A
FEDERAL 12-35 35 080S 160E 4301330744 10835 Federal OW P
MON FED 13-35 35 080S 160E 4301330745 10835 Federal WI A
FEDERAL 6-35 35 080S 160E 4301330751 10835 Federal OW P
FEDERAL 10-35 35 080S 160E 4301330801 10835 Federal OW P
FEDERAL 14-35 35 080S 160E 4301330812 10835 Federal OW P
MONUMENT FED 8-35 35 080S 160E 4301331263 10835 Federal OW P
MON FED 15-35 35 080S 160E 4301331264 10835 Federal WI A
STATE 1-36 36 080S 160E 4301330592 10835 State WI A
STATE 13-36 36 080S 160E 4301330623 10835 State WI A
STATE 5-36 36 080S 160E 4301330624 10835 State WI A
STATE 12-36 36 080S 160E 4301330746 10835 State OW P
STATE 1-2 02 090S 160E 4301330596 10835 State WI A
STATE 3-2 02 090S 160E 4301330627 10835 State WI A

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on:

Newfield_MBU(GR) 1_FORM_4B.xis
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6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE
6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: na/

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005

3. Bond information entered in RBDMS on: 2/28/2005

4. Fee/State wells attached to bond in RBDMS on: 2/28/2005

5. Injection Projects to new operator in RBDMS on: 2/28/2005

6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH29l2

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*
The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:
*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield_MBU (GR) 1_FORM_48.xis
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NEWFIELD

ROCKY MOUNTAINS

August 28, 2008

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas and Mining
Post Office Box 145801
Salt Lake City, Utah 84114-5801

RE: Permit Application for Water Injection Well
Monument Butte Federal #12-35-8-16
Monument Butte Field, Lease #UTU-16535
Section 35-Township 8S-Range 16E
Duchesne County, Utah

Dear Mr. Jarvis:

Newfield Production Company herein requests approval to convert the Monument Butte Federal#12-35-8-16 from a producing oil well to a water injection well in the Monument Butte (Green
River) Field.

I hope you find thisapplication complete; however, if you have any questions or require additional
information, please contact me at (303) 893-0102.

Eric Sundberg
Regulatory Analyst

RECEIVED
OCTO6 2008

DIV.0FOIL,GAS&MINING

Newrield Exploration Company 1001 17th Street, Suite 2000 Denver, CO 80202 (303) 893-0102 Fax (303)
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NEWFIELD PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

MONUMENT BUTTE FEDERAL #12-35-8-16

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

LEASE #U-16535

AUGUST 28,

NEWFIELD PRODUCTION COMPANY
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MONUMENT BUTTE FEDERAL #12-35-8-16
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MONUMENT BUTTE FEDERAL #12-35-8-16

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

LEASE #U-16535

AUGUST 28,

NEWFIELD PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

MONUMENT BUTTE FEDERAL #12-35-8-16

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

LEASE #U-16535

AUGUST 28,



TABLE OF CONTENTS

LETTER OF INTENT
COVER PAGE
TABLE OF CONTENTS
UIC FORM 1 - APPLICATION FOR INJECTION WELL
WELLBORE DIAGRAM OF PROPOSED INJECTION
WORK PROCEDURE FOR INJECTION CONVERSION
COMPLETED RULE R615-5-1 QUESTIONNAIRE
COMPLETED RULE R615-5-2 QUESTIONNAIRE
ATTACHMENT A ONE-HALF MILE RADIUS MAP
ATTACHMENT A-1 WELL LOCATION PLAT
ATTACHMENT B LIST OF SURFACE OWNERS WITHIN ONE-HALF MILE RADIUS
ATTACHMENT C CERTIFICATION FOR SURFACE OWNER NOTIFICATION
ATTACHMENT E WELLBORE DIAGRAM - MONUMENT BUTTE FED #12-35-8-16
ATTACHMENT E-1 WELLBORE DIAGRAM - MONUMENT BUTTE FEDERAL #4A-35R
ATTACHMENT E-2 WELLBORE DIAGRAM - MONUMENT BUTTE FED #5-35
ATTACHMENT E-3 WELLBORE DIAGRAM - MONUMENT BUTTE FED #6-35-8-16
ATTACHMENT E-4 WELLBORE DIAGRAM - MONUMENT BUTTE M-35-8-16
ATTACHMENT E-5 WELLBORE DIAGRAM - MONUMENT BUTTE FED #4-35-8-16
ATTACHMENT E-6 WELLBORE DIAGRAM - MONUMENT BUTTE FED #10-35-8-16
ATTACHMENT E-7 WELLBORE DIAGRAM - MONUMENT BUTTE FED #13-35
ATTACHMENT E-8 WELLBORE DIAGRAM - MONUMENT BUTTE FED #Q-35-8-16
ATTACHMENT E-9 WELLBORE DIAGRAM - MONUMENT BUTTE FED #14-35-8-16
ATTACHMENT E-10 WELLBORE DIAGRAM - MONUMENT BUTTE #4-2-9-16
ATTACHMENT E-11 WELLBORE DIAGRAM - MONUMENT BUTTE FED #8-34-8-16
ATTACHMENT E-12 WELLBORE DIAGRAM - MONUMENT BUTTE FED #9-34-8-16
ATTACHMENT E-13 WELLBORE DIAGRAM - MONUMENT BUTTE FEDERAL #16-34-8-16
ATTACHMENT F WATER ANALYSIS
ATTACHMENT G FRACTURE GRADIENT CALCULATIONS
ATTACHMENT G-1 FRACTURE REPORTS DATED 7/10/83-7/18-83 & 5/16/01-5/23/01
ATTACHMENT H WORK PROCEDURE FOR PROPOSED PLUG AND ABANDON
ATTACHMENT H-1 WELLBORE DIAGRAM OF PROPOSED PLUGGED WELL

Monument Butte Federal

TABLE OF CONTENTS

LETTER OF INTENT
COVER PAGE
TABLE OF CONTENTS
UIC FORM 1 - APPLICATION FOR INJECTION WELL
WELLBORE DIAGRAM OF PROPOSED INJECTION
WORK PROCEDURE FOR INJECTION CONVERSION
COMPLETED RULE R615-5-1 QUESTIONNAIRE
COMPLETED RULE R615-5-2 QUESTIONNAIRE
ATTACHMENT A ONE-HALF MILE RADIUS MAP
ATTACHMENT A-1 WELL LOCATION PLAT
ATTACHMENT B LIST OF SURFACE OWNERS WITHIN ONE-HALF MILE RADIUS
ATTACHMENT C CERTIFICATION FOR SURFACE OWNER NOTIFICATION
ATTACHMENT E WELLBORE DIAGRAM - MONUMENT BUTTE FED #12-35-8-16
ATTACHMENT E-1 WELLBORE DIAGRAM - MONUMENT BUTTE FEDERAL #4A-35R
ATTACHMENT E-2 WELLBORE DIAGRAM - MONUMENT BUTTE FED #5-35
ATTACHMENT E-3 WELLBORE DIAGRAM - MONUMENT BUTTE FED #6-35-8-16
ATTACHMENT E-4 WELLBORE DIAGRAM - MONUMENT BUTTE M-35-8-16
ATTACHMENT E-5 WELLBORE DIAGRAM - MONUMENT BUTTE FED #4-35-8-16
ATTACHMENT E-6 WELLBORE DIAGRAM - MONUMENT BUTTE FED #10-35-8-16
ATTACHMENT E-7 WELLBORE DIAGRAM - MONUMENT BUTTE FED #13-35
ATTACHMENT E-8 WELLBORE DIAGRAM - MONUMENT BUTTE FED #Q-35-8-16
ATTACHMENT E-9 WELLBORE DIAGRAM - MONUMENT BUTTE FED #14-35-8-16
ATTACHMENT E-10 WELLBORE DIAGRAM - MONUMENT BUTTE #4-2-9-16
ATTACHMENT E-11 WELLBORE DIAGRAM - MONUMENT BUTTE FED #8-34-8-16
ATTACHMENT E-12 WELLBORE DIAGRAM - MONUMENT BUTTE FED #9-34-8-16
ATTACHMENT E-13 WELLBORE DIAGRAM - MONUMENT BUTTE FEDERAL #16-34-8-16
ATTACHMENT F WATER ANALYSIS
ATTACHMENT G FRACTURE GRADIENT CALCULATIONS
ATTACHMENT G-1 FRACTURE REPORTS DATED 7/10/83-7/18-83 & 5/16/01-5/23/01
ATTACHMENT H WORK PROCEDURE FOR PROPOSED PLUG AND ABANDON
ATTACHMENT H-1 WELLBORE DIAGRAM OF PROPOSED PLUGGED WELL

Monument Butte Federal

TABLE OF CONTENTS

LETTER OF INTENT
COVER PAGE
TABLE OF CONTENTS
UIC FORM 1 - APPLICATION FOR INJECTION WELL
WELLBORE DIAGRAM OF PROPOSED INJECTION
WORK PROCEDURE FOR INJECTION CONVERSION
COMPLETED RULE R615-5-1 QUESTIONNAIRE
COMPLETED RULE R615-5-2 QUESTIONNAIRE
ATTACHMENT A ONE-HALF MILE RADIUS MAP
ATTACHMENT A-1 WELL LOCATION PLAT
ATTACHMENT B LIST OF SURFACE OWNERS WITHIN ONE-HALF MILE RADIUS
ATTACHMENT C CERTIFICATION FOR SURFACE OWNER NOTIFICATION
ATTACHMENT E WELLBORE DIAGRAM - MONUMENT BUTTE FED #12-35-8-16
ATTACHMENT E-1 WELLBORE DIAGRAM - MONUMENT BUTTE FEDERAL #4A-35R
ATTACHMENT E-2 WELLBORE DIAGRAM - MONUMENT BUTTE FED #5-35
ATTACHMENT E-3 WELLBORE DIAGRAM - MONUMENT BUTTE FED #6-35-8-16
ATTACHMENT E-4 WELLBORE DIAGRAM - MONUMENT BUTTE M-35-8-16
ATTACHMENT E-5 WELLBORE DIAGRAM - MONUMENT BUTTE FED #4-35-8-16
ATTACHMENT E-6 WELLBORE DIAGRAM - MONUMENT BUTTE FED #10-35-8-16
ATTACHMENT E-7 WELLBORE DIAGRAM - MONUMENT BUTTE FED #13-35
ATTACHMENT E-8 WELLBORE DIAGRAM - MONUMENT BUTTE FED #Q-35-8-16
ATTACHMENT E-9 WELLBORE DIAGRAM - MONUMENT BUTTE FED #14-35-8-16
ATTACHMENT E-10 WELLBORE DIAGRAM - MONUMENT BUTTE #4-2-9-16
ATTACHMENT E-11 WELLBORE DIAGRAM - MONUMENT BUTTE FED #8-34-8-16
ATTACHMENT E-12 WELLBORE DIAGRAM - MONUMENT BUTTE FED #9-34-8-16
ATTACHMENT E-13 WELLBORE DIAGRAM - MONUMENT BUTTE FEDERAL #16-34-8-16
ATTACHMENT F WATER ANALYSIS
ATTACHMENT G FRACTURE GRADIENT CALCULATIONS
ATTACHMENT G-1 FRACTURE REPORTS DATED 7/10/83-7/18-83 & 5/16/01-5/23/01
ATTACHMENT H WORK PROCEDURE FOR PROPOSED PLUG AND ABANDON
ATTACHMENT H-1 WELLBORE DIAGRAM OF PROPOSED PLUGGED WELL

Monument Butte Federal

TABLE OF CONTENTS

LETTER OF INTENT
COVER PAGE
TABLE OF CONTENTS
UIC FORM 1 - APPLICATION FOR INJECTION WELL
WELLBORE DIAGRAM OF PROPOSED INJECTION
WORK PROCEDURE FOR INJECTION CONVERSION
COMPLETED RULE R615-5-1 QUESTIONNAIRE
COMPLETED RULE R615-5-2 QUESTIONNAIRE
ATTACHMENT A ONE-HALF MILE RADIUS MAP
ATTACHMENT A-1 WELL LOCATION PLAT
ATTACHMENT B LIST OF SURFACE OWNERS WITHIN ONE-HALF MILE RADIUS
ATTACHMENT C CERTIFICATION FOR SURFACE OWNER NOTIFICATION
ATTACHMENT E WELLBORE DIAGRAM - MONUMENT BUTTE FED #12-35-8-16
ATTACHMENT E-1 WELLBORE DIAGRAM - MONUMENT BUTTE FEDERAL #4A-35R
ATTACHMENT E-2 WELLBORE DIAGRAM - MONUMENT BUTTE FED #5-35
ATTACHMENT E-3 WELLBORE DIAGRAM - MONUMENT BUTTE FED #6-35-8-16
ATTACHMENT E-4 WELLBORE DIAGRAM - MONUMENT BUTTE M-35-8-16
ATTACHMENT E-5 WELLBORE DIAGRAM - MONUMENT BUTTE FED #4-35-8-16
ATTACHMENT E-6 WELLBORE DIAGRAM - MONUMENT BUTTE FED #10-35-8-16
ATTACHMENT E-7 WELLBORE DIAGRAM - MONUMENT BUTTE FED #13-35
ATTACHMENT E-8 WELLBORE DIAGRAM - MONUMENT BUTTE FED #Q-35-8-16
ATTACHMENT E-9 WELLBORE DIAGRAM - MONUMENT BUTTE FED #14-35-8-16
ATTACHMENT E-10 WELLBORE DIAGRAM - MONUMENT BUTTE #4-2-9-16
ATTACHMENT E-11 WELLBORE DIAGRAM - MONUMENT BUTTE FED #8-34-8-16
ATTACHMENT E-12 WELLBORE DIAGRAM - MONUMENT BUTTE FED #9-34-8-16
ATTACHMENT E-13 WELLBORE DIAGRAM - MONUMENT BUTTE FEDERAL #16-34-8-16
ATTACHMENT F WATER ANALYSIS
ATTACHMENT G FRACTURE GRADIENT CALCULATIONS
ATTACHMENT G-1 FRACTURE REPORTS DATED 7/10/83-7/18-83 & 5/16/01-5/23/01
ATTACHMENT H WORK PROCEDURE FOR PROPOSED PLUG AND ABANDON
ATTACHMENT H-1 WELLBORE DIAGRAM OF PROPOSED PLUGGED WELL

Monument Butte Federal



STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR INJECTION WELL - UIC FORM 1

OPERATOR Newfield Production Company
ADDRESS 1001 17th Street, Suite 2000

Denver, Colorado 80202

Well Name and number: Monument Butte Federal 12¾16
Field or Unit name: Monument Butte (Green RivÄ)Ashley A AB Lease No. U-16535

Well Location: QQ NWISW section 35 town 8S range 16E county Duchesne

Is this application for expansion of an existing project? . . . . . . . . . . . . . . . Yes [ X ] No [ ]
Will the proposed well be used for: Enhanced Recovery? . . . . . . . . Yes [ X ] No [ ]

Disposal? ......... ........ Yes[ ] No[X]
Storage? ......... ........ Yes[ ] No[X]

Is this application for a new well to be drilled? . . . .. . . . . . . . . Yes [ ] No [ X ]
If this application is for an existing well,

has a casing test been performed on the well?. . . . . . . . . . . . . . . . . . . . . . Yes [ ] No [ X ]
Date of test:
API number: 43-013-30744

Proposed injection interval: from 4170 to 5357
Proposed maximum injection: rate 500 bpd pressure 1767 psig
Proposed injection zone contains [x ] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of the well.

IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: Attachments "A" through "H-1"

I certify that this report is true and complete to the best of my knowledge.

Name: Eric Sundberg Signature
Title Regulatory Analyst Date
Phone No. (303) 893-0102

(State use only)
Application approved by Title
Approval Date
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ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
Monument Butte Federal #12-35-8-16

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

Signed:
Newfield Production ny
Eric Sundberg
Regulatory Analyst

Sworn to and subscribed before me this day of , 2008.

Notary Public in and for the State of Colorado:

My Commission
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My Commission

ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
Monument Butte Federal #12-35-8-16

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

Signed:
Newfield Production ny
Eric Sundberg
Regulatory Analyst

Sworn to and subscribed before me this day of , 2008.

Notary Public in and for the State of Colorado:

My Commission

ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
Monument Butte Federal #12-35-8-16

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

Signed:
Newfield Production ny
Eric Sundberg
Regulatory Analyst

Sworn to and subscribed before me this day of , 2008.

Notary Public in and for the State of Colorado:

My Commission



Monument Butte Fed. #12-35
Spud Date: 6/5/1983 Initial Production: 33 BOPD,Put on Production: 11/19/1988 Proposed Injection 80 MCFD, NM BWPD
GL: 5586' KB: 5597' Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 7/13/83 5000'-5022' Frac D-1 sand as follows:
GRADE: J-55

124,300# 20/40 sand in 858 bbls Viking
WEIGHT: 24# I-25 fluid.

LENGTH: 7 jts. 7/13/83 4998'-5022' Break zones as follows:

DEPTH LANDED: 304' 505T-5067' 164 bbl. 3% KCl, max press. 2500#, ISIP
1800#.HOLE SIZE:12-1/4"

5/18/01 4519'-4552' Frac GB-6 sand as follows:CEMENT DATA: 210 sxs Class "G" cmt.
146,000#20/40 sand in 910 bb1sViking
1-25 fluid. Treat @avg. pressure of2100
psi at 29.8 BPM. ISIP 2430 psi. Calc.

Cement Top @1144' per CBL Flush: 4519 bbl. Act. Flush; 4326 bbl.
Flow 7 hrs, then died.

12/26/01 Rod job.Update rod and tubing details.

PRODUCTION CASING 4/18/03 Tubing leak. Updaterodandtubingdetails.

CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 140 jts.
DEPTH LANDED: 5677'

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sxs LoDense & 300 sxs Gypseal
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TUBING
SIZE/GRADE/WT.: 2 7/8" / 1-55/ 6.5#

NO. OF JOINTS: 153 jts (4949.24')

TUBING ANCHOR: 4964.82'

NO. OF JOINTS: 3 jts
SEATING NIPPLE: 2 7/8" (1.10')

SN LANDED AT: 5044.81' KB

NO. OF JOINTS: 1 jts (32.46')

TOTAL STRING LENGTH: EOT @5078.82'

Packer@4484' PERFORATION RECORD
4519'-4552= 7/12/83 4998'-5022' 4 JSPF 96 holes

7/13/83 5057'-506T 4 JSPF 40 holes
5/17/01 4519'-4552' 4 JSPF 132 holes

4998'-5022'

505T-5067'

NEWFIELD PBTD @5635'

TD @5680'
Monument Butte Fed. #12-35
779' FWL & 1839' FSL
NWSW Section 35-T8S-Rl6E
Duchesne Co, Utah
API #43-013-30744; Lease #U-16535

JM

Monument Butte Fed. #12-35
Spud Date: 6/5/1983 Initial Production: 33 BOPD,Put on Production: 11/19/1988 Proposed Injection 80 MCFD, NM BWPD
GL: 5586' KB: 5597' Wellbore Diagram

SURFACE CASING FRAC JOB
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WORK PROCEDURE FOR INJECTION CONVERSION

1. Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole with rods
and pump.

2. Trip out of hole with tubing, breaking and doping every connection. Trip in hole with packer and
tubing. Rig up water truck to casing. Pump packer fluid. Set packer.

3. Test casing and packer.

4. Rig down and move out.
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REQUIREMENTS FOR INJECTION OF FLUIDS INTO RESERVOIRS
RULE R615-5-1

1. Operations to increase ultimate recovery, such as cycling of gas, the maintenance of
pressure, the introduction of gas, water or other substances into a reservoir for the purpose
of secondary or other enhanced recovery or for storage and the injection of water into any
formation for the purpose of water disposal shall be permitted only by order of the Board
after notice and hearing.

2. A request for agency action for authority for the injection of gas, liquified petroleum gas,
air, water or any other medium into any formation for any reason, including but not
necessarily limited to the establishment of or the expansion of waterflood projects, enhanced
recovery projects, and pressure maintenance projects shall contain:

2.1 The name and address of the operator of the project.

Newfield Production Company
1401 17 Street, Suite 1000
Denver, Colorado 80202

2.2 A plat showing the area involved and identifying all wells, including all proposed
injection wells, in the project area and within one-half mile of the project area.

See Attachment A.

2.3 A full description of the particular operation for approval is requested.

Approval is requested to convert the Monument Butte Federal #12-35-8-16 from a
producing oil well to a water injection well in Monument Butte (Green River) Field,
Wells Draw Unit.

2.4 A description of the pools from which the identified wells are producing or have
produced.

The proposed injection well will inject into the Green River Formation.

2.5 The names, description and depth of the pool or pools to be affected.

The injection zone is in the Green River Formation. For the Monument Butte Fed #12-
35-8-16 well, the proposed injection zone is from Garden Gulch to Basal Limestone
(4289' -5357'). The confining strata directly above and below the injection zones are the
Garden Gulch and the top of the Wasatch Formation or TD, which ever is shallower. The
Garden Gulch Marker top is at 33958' and the TD is at 5680'.

2.6 A copy of a log of a representative well completed in the pool.

The referenced log for the Monument Butte Federal #12-35-8-16 is on file with the Utah
Division of Oil, Gas and
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2.7 A statement as to the type of fluid to be used for injection, its source and the
estimated amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The average estimated injection of fluids will be at a
rate of 300 BPD, and the estimated maximum injection will be at a rate of 500 BPD.

2.8 A list of all operators and surface owners within one-half mile radius of the
proposed project.

See Attachment B.

2.9 An affidavit certifying that said operators or owners and surface owners within a
one-half mile radius have been provided a copy of the petition for injection.

See Attachment C.

2.10 Any additional information the Board may determine is necessary to adequately
review the petition.

Newfield Production Company will supply any additional information requested by the
Utah Division of Oil, Gas and Mining.

4.0 Establish recovery projects may be expanded and additional wells placed on
injection only upon authority from the Board after notice and hearing or by
administrative approval.

This proposed injection well is on a State lease (Lease #UTU-69744) in the Monument
Butte Federal (Green River) Field, Wells Draw Unit, and this request is for administrative
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REQUIREMENTS FOR CLASS II INJECTION WELLS INCLUDING WATER DISPOSAL,
STORAGE AND ENHANCED RECOVERY WELLS

SECTION V - RULE R615-5-2

1. Injection well shall be completed, equipped, operated, and maintained in a manner that will
prevent pollution and damage to any USDW, or other resources and will confine injected
fluids to the interval approved.

2. The application for an injection well shall include a properly completed Form DOGM-UIC-1
and the following:

2.1 A plat showing the location of the injection well, all abandoned or active wells
within a one-half mile radius of the proposed wells, and the surface owner and the
operator of any lands or producing leases, respectively, within a one-half mile radius
of the proposed injection well.

See Attachments A and B.

2.2 Copies of electrical or radioactive logs, including gamma ray logs, for the proposed
well run prior to the installation of casing and indicating resistivity, spontaneous
potential, caliper and porosity.

All logs are on file with the Utah Division of Oil, Gas and Mining.

2.3 A copy of a cement bond or comparable log run for the proposed injection well after
casing was set and cemented.

A copy of the cement bond log is on file with the Utah Division of Oil, Gas and Mining.

2.4 Copies of logs already on file with the Division should be referenced, but need not be
refiled.

All copies of logs are on file with the Utah Division of Oil, Gas and Mining.

2.5 A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 8-5/8", 24# surface casing run to 304' KB, and 5-1/2", 15.5#
casing run from surface to 5677' KB. A casing integrity test will be conducted at the
time of conversion. See Attachment E.

2.6 A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The estimated average rate of injection will be 300
BPD, and the estimated maximum rate of injection will be 500 BPD.

2.7 Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment
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2.4 Copies of logs already on file with the Division should be referenced, but need not be
refiled.

All copies of logs are on file with the Utah Division of Oil, Gas and Mining.

2.5 A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 8-5/8", 24# surface casing run to 304' KB, and 5-1/2", 15.5#
casing run from surface to 5677' KB. A casing integrity test will be conducted at the
time of conversion. See Attachment E.

2.6 A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The estimated average rate of injection will be 300
BPD, and the estimated maximum rate of injection will be 500 BPD.

2.7 Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment

REQUIREMENTS FOR CLASS II INJECTION WELLS INCLUDING WATER DISPOSAL,
STORAGE AND ENHANCED RECOVERY WELLS

SECTION V - RULE R615-5-2

1. Injection well shall be completed, equipped, operated, and maintained in a manner that will
prevent pollution and damage to any USDW, or other resources and will confine injected
fluids to the interval approved.

2. The application for an injection well shall include a properly completed Form DOGM-UIC-1
and the following:

2.1 A plat showing the location of the injection well, all abandoned or active wells
within a one-half mile radius of the proposed wells, and the surface owner and the
operator of any lands or producing leases, respectively, within a one-half mile radius
of the proposed injection well.

See Attachments A and B.

2.2 Copies of electrical or radioactive logs, including gamma ray logs, for the proposed
well run prior to the installation of casing and indicating resistivity, spontaneous
potential, caliper and porosity.

All logs are on file with the Utah Division of Oil, Gas and Mining.

2.3 A copy of a cement bond or comparable log run for the proposed injection well after
casing was set and cemented.

A copy of the cement bond log is on file with the Utah Division of Oil, Gas and Mining.

2.4 Copies of logs already on file with the Division should be referenced, but need not be
refiled.

All copies of logs are on file with the Utah Division of Oil, Gas and Mining.

2.5 A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 8-5/8", 24# surface casing run to 304' KB, and 5-1/2", 15.5#
casing run from surface to 5677' KB. A casing integrity test will be conducted at the
time of conversion. See Attachment E.

2.6 A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The estimated average rate of injection will be 300
BPD, and the estimated maximum rate of injection will be 500 BPD.

2.7 Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment



The proposed average and maximum injection pressures.

The proposed average injection pressure will be approximately 1100 psig and the
maximum injection pressure will not exceed 1767 psig.

2.8 Evidence and data to support a finding that the proposed injection well will not
initiate fractures through the overlying strata or a confining interval that could
enable the injected fluid or formation fluid to enter the fresh water strata.

The minimum fracture gradient for the Monument Butte Federal #12-35-8-16, for
existing perforations (4519' - 5067') calculates at 0.79 psig/ft. The maximum injection
pressures will be limited so as not to exceed this gradient. A step rate test will be
performed periodically to ensure we are below parting pressure. The proposed maximum
injection pressure is 1767 psig. We may add additional perforations between 4289' and
5680'. See Attachments G and G-1.

2.9 Appropriate geological data on the injection interval and confining beds, including
the geologic name, lithologic description, thickness, depth, and lateral extent.

In the Monument Butte Federal #12-35-8-16, the proposed injection zone (4289' - 5769')
is in the Garden Gulch to Basal Limestone of the Green River Formation. The reservoir
is a very fine-grained sandstone with minor imbedded shale streaks. The estimated
porosity is 13%. The members are composed of porous and permeable lenticular
calcareous sandstone and low porosity carbonates and calcareous shale. The porous and
lenticular sandstone varies in thickness from 0-31' and is confined to the Monument
Butte Federal Field. Outside the Monument Butte Federal Field, the sandstone is
composed of tight, very fine, silty, calcareous sandstone, less than 3' thick. The stratum
confining the injection zone is composed of tight, moderately calcareous, sandy
lacustrine shale. All of the confining strata are impermeable, and will effectively seal off
the oil, gas, and water of the injection zone from any strata directly above or below it.

2.10 A review of the mechanical condition of each well within a one-half mile radius of
the proposed injection well to assure that no conduit exists that could enable fluids
to migrate up or down the wellbore and enter the improper intervals.

See Attachments E through E-13.

Additionally, the injection system will be equipped with high and low pressure shut down
devices that will automatically shut in injection waters if a system blockage or leakage
occurs. One way check valves will also ensure proper flow management. Relief valves
will also be utilized for high-pressure relief.

2.11 An affidavit certifying that a copy of the application has been provided to all
operators or owners, and surface owners within a one-half mile radius of the
proposed injection well.

See Attachment C.

2.12 Any other information that the Board or Division may determine is necessary to
adequately review the application.

Newfield Production Company will supply any requested information to the Board or

The proposed average and maximum injection pressures.

The proposed average injection pressure will be approximately 1100 psig and the
maximum injection pressure will not exceed 1767 psig.

2.8 Evidence and data to support a finding that the proposed injection well will not
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composed of tight, very fine, silty, calcareous sandstone, less than 3' thick. The stratum
confining the injection zone is composed of tight, moderately calcareous, sandy
lacustrine shale. All of the confining strata are impermeable, and will effectively seal off
the oil, gas, and water of the injection zone from any strata directly above or below it.
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Monument Butte Fed. #12-35
Spud Date: 6/5/1983 Initial Production: 33 BOPD,
Put on Production: 11/19/1988 Wellbore Diagram 80 MCFD, NM BWPD
GL: 5586' KB: 5597'

CSURFzACECASING FRAC J B00'-5022'

Frac D-I sand as follows:
GRADE: J-55 124,300#20/40 sand in 858 bb1sViking
WEIGHT: 24# I-25 fluid.

LENGTH: 7 jts. 7/13/83 4998'-5022' Break zones as follows:

DEPTH LANDED: 304' 5057'-5067' 164 bbl. 3% KCl, max press. 2500#, ISIP
1800#.

HOLE SIZE:12-1/4"
5/18/01 4519'-4552' Frac GB-6 sand as follows:

CEMENT DATA: 210 sxs Class "G" cmt.
146,000#20/40 sand in 910 bbls Viking
I-25 fluid. Treat @avg. pressure of2100
psi at 29.8 BPM. ISIP 2430 psi. Calc.
Flush: 4519 bbl. Act. Flush: 4326 bbl.Cement Top @1144' per CBL Flow 7 hrs. then died.

12/26/01 Rod job.Update rod and tubing details.

PRODUCTION CASING 4/18/03 Tubing leak. Update rod and tubing details

CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 140jts.
DEPTH LANDED: 5677'

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sxs LoDense & 300 sxs Gypseal

CEMENT TOP AT: 1144' per CBL

TUBING
SIZE/GRADE/WT.: 2 7/8" / J-55 / 6.5#

NO. OF JOINTS: 153 jts (4949.24')

TUBING ANCHOR: 4964.82'

NO. OF JOINTS: 3 jts

SEATING NIPPLE: 2 7/8" (1.10')

SN LANDED AT: 5044.81' KB

NO. OF JOINTS: 1 jts (32.46') 4519'-4552'

TOTAL STRING LENGTH: EOT @5078.82'

Anchor @4965'

PERFORATION RECORDSUCKER RODS
4998'-5022'

7/12/83 4998'-5022' 4JSPF 96holes

POLISHED ROD: 1 1/2" x 22' SM 7/13/83 5057'-5067' 4 JSPF 40 holes

SUCKER RODS: 6-1 1/2" K-bars; 12-3/4" scrapered rods; 37-3/4" plain rods,
SN @5045' 5/17/01 4519'-4552' 4 JSPF 132 holes

6-3/4" scrapered rods, 48- 3/4" plain rods, 91- 3/4" scrapered rods, 2', 4', 8'x
3/4 pony rods 5057'-5067'

PUMP SIZE: 2 1/2" xl 1/2" x 12'x16' RHAC

STROKE LENGTH: 74"
EOT @5079'

PUMP SPEED, SPM: 6 SPM

LOGS: DIGL/SP/GRICAL

TopofFill@5164'

PBTD @5635'

SHOE @5677

Monument Butte Fed. #12-35 TD @5680'
779' FWL & 1839' FSL
NWSW Section 35-T8S-R16E
Duchesne Co, Utah
API #43-013-30744; Lease #U-16535 MR

Monument Butte Fed. #12-35
Spud Date: 6/5/1983 Initial Production: 33 BOPD,
Put on Production: 11/19/1988 Wellbore Diagram 80 MCFD, NM BWPD
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CEMENT DATA: 300 sxs LoDense & 300 sxs Gypseal

CEMENT TOP AT: 1144' per CBL

TUBING
SIZE/GRADE/WT.: 2 7/8" / J-55 / 6.5#

NO. OF JOINTS: 153 jts (4949.24')

TUBING ANCHOR: 4964.82'

NO. OF JOINTS: 3 jts

SEATING NIPPLE: 2 7/8" (1.10')

SN LANDED AT: 5044.81' KB

NO. OF JOINTS: 1 jts (32.46') 4519'-4552'

TOTAL STRING LENGTH: EOT @5078.82'

Anchor @4965'

PERFORATION RECORDSUCKER RODS
4998'-5022'

7/12/83 4998'-5022' 4JSPF 96holes

POLISHED ROD: 1 1/2" x 22' SM 7/13/83 5057'-5067' 4 JSPF 40 holes

SUCKER RODS: 6-1 1/2" K-bars; 12-3/4" scrapered rods; 37-3/4" plain rods,
SN @5045' 5/17/01 4519'-4552' 4 JSPF 132 holes

6-3/4" scrapered rods, 48- 3/4" plain rods, 91- 3/4" scrapered rods, 2', 4', 8'x
3/4 pony rods 5057'-5067'

PUMP SIZE: 2 1/2" xl 1/2" x 12'x16' RHAC

STROKE LENGTH: 74"
EOT @5079'

PUMP SPEED, SPM: 6 SPM

LOGS: DIGL/SP/GRICAL

TopofFill@5164'

PBTD @5635'

SHOE @5677

Monument Butte Fed. #12-35 TD @5680'
779' FWL & 1839' FSL
NWSW Section 35-T8S-R16E
Duchesne Co, Utah
API #43-013-30744; Lease #U-16535 MR

Monument Butte Fed. #12-35
Spud Date: 6/5/1983 Initial Production: 33 BOPD,
Put on Production: 11/19/1988 Wellbore Diagram 80 MCFD, NM BWPD
GL: 5586' KB: 5597'

CSURFzACECASING FRAC J B00'-5022'

Frac D-I sand as follows:
GRADE: J-55 124,300#20/40 sand in 858 bb1sViking
WEIGHT: 24# I-25 fluid.

LENGTH: 7 jts. 7/13/83 4998'-5022' Break zones as follows:

DEPTH LANDED: 304' 5057'-5067' 164 bbl. 3% KCl, max press. 2500#, ISIP
1800#.

HOLE SIZE:12-1/4"
5/18/01 4519'-4552' Frac GB-6 sand as follows:

CEMENT DATA: 210 sxs Class "G" cmt.
146,000#20/40 sand in 910 bbls Viking
I-25 fluid. Treat @avg. pressure of2100
psi at 29.8 BPM. ISIP 2430 psi. Calc.
Flush: 4519 bbl. Act. Flush: 4326 bbl.Cement Top @1144' per CBL Flow 7 hrs. then died.

12/26/01 Rod job.Update rod and tubing details.

PRODUCTION CASING 4/18/03 Tubing leak. Update rod and tubing details

CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 140jts.
DEPTH LANDED: 5677'

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sxs LoDense & 300 sxs Gypseal

CEMENT TOP AT: 1144' per CBL

TUBING
SIZE/GRADE/WT.: 2 7/8" / J-55 / 6.5#

NO. OF JOINTS: 153 jts (4949.24')

TUBING ANCHOR: 4964.82'

NO. OF JOINTS: 3 jts

SEATING NIPPLE: 2 7/8" (1.10')

SN LANDED AT: 5044.81' KB

NO. OF JOINTS: 1 jts (32.46') 4519'-4552'

TOTAL STRING LENGTH: EOT @5078.82'

Anchor @4965'

PERFORATION RECORDSUCKER RODS
4998'-5022'

7/12/83 4998'-5022' 4JSPF 96holes

POLISHED ROD: 1 1/2" x 22' SM 7/13/83 5057'-5067' 4 JSPF 40 holes

SUCKER RODS: 6-1 1/2" K-bars; 12-3/4" scrapered rods; 37-3/4" plain rods,
SN @5045' 5/17/01 4519'-4552' 4 JSPF 132 holes

6-3/4" scrapered rods, 48- 3/4" plain rods, 91- 3/4" scrapered rods, 2', 4', 8'x
3/4 pony rods 5057'-5067'

PUMP SIZE: 2 1/2" xl 1/2" x 12'x16' RHAC

STROKE LENGTH: 74"
EOT @5079'

PUMP SPEED, SPM: 6 SPM

LOGS: DIGL/SP/GRICAL

TopofFill@5164'

PBTD @5635'

SHOE @5677

Monument Butte Fed. #12-35 TD @5680'
779' FWL & 1839' FSL
NWSW Section 35-T8S-R16E
Duchesne Co, Utah
API #43-013-30744; Lease #U-16535 MR

Monument Butte Fed. #12-35
Spud Date: 6/5/1983 Initial Production: 33 BOPD,
Put on Production: 11/19/1988 Wellbore Diagram 80 MCFD, NM BWPD
GL: 5586' KB: 5597'

CSURFzACECASING FRAC J B00'-5022'

Frac D-I sand as follows:
GRADE: J-55 124,300#20/40 sand in 858 bb1sViking
WEIGHT: 24# I-25 fluid.

LENGTH: 7 jts. 7/13/83 4998'-5022' Break zones as follows:

DEPTH LANDED: 304' 5057'-5067' 164 bbl. 3% KCl, max press. 2500#, ISIP
1800#.

HOLE SIZE:12-1/4"
5/18/01 4519'-4552' Frac GB-6 sand as follows:

CEMENT DATA: 210 sxs Class "G" cmt.
146,000#20/40 sand in 910 bbls Viking
I-25 fluid. Treat @avg. pressure of2100
psi at 29.8 BPM. ISIP 2430 psi. Calc.
Flush: 4519 bbl. Act. Flush: 4326 bbl.Cement Top @1144' per CBL Flow 7 hrs. then died.

12/26/01 Rod job.Update rod and tubing details.

PRODUCTION CASING 4/18/03 Tubing leak. Update rod and tubing details

CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 140jts.
DEPTH LANDED: 5677'

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sxs LoDense & 300 sxs Gypseal

CEMENT TOP AT: 1144' per CBL

TUBING
SIZE/GRADE/WT.: 2 7/8" / J-55 / 6.5#

NO. OF JOINTS: 153 jts (4949.24')

TUBING ANCHOR: 4964.82'

NO. OF JOINTS: 3 jts

SEATING NIPPLE: 2 7/8" (1.10')

SN LANDED AT: 5044.81' KB

NO. OF JOINTS: 1 jts (32.46') 4519'-4552'

TOTAL STRING LENGTH: EOT @5078.82'

Anchor @4965'

PERFORATION RECORDSUCKER RODS
4998'-5022'

7/12/83 4998'-5022' 4JSPF 96holes

POLISHED ROD: 1 1/2" x 22' SM 7/13/83 5057'-5067' 4 JSPF 40 holes

SUCKER RODS: 6-1 1/2" K-bars; 12-3/4" scrapered rods; 37-3/4" plain rods,
SN @5045' 5/17/01 4519'-4552' 4 JSPF 132 holes

6-3/4" scrapered rods, 48- 3/4" plain rods, 91- 3/4" scrapered rods, 2', 4', 8'x
3/4 pony rods 5057'-5067'

PUMP SIZE: 2 1/2" xl 1/2" x 12'x16' RHAC

STROKE LENGTH: 74"
EOT @5079'

PUMP SPEED, SPM: 6 SPM

LOGS: DIGL/SP/GRICAL

TopofFill@5164'

PBTD @5635'
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Duchesne Co, Utah
API #43-013-30744; Lease #U-16535 MR



Monument Butte Federal #4A-35R
Spud Date: 3/4/96
Put on Prduction: 4/11/96 Initial Production: 106 BOPD,

GL: 5564' KB: 557T Wellbore Diagram 96 MCFGPD, 8 BWPD

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 4/1/96 5676'-5720' Frac LDC sand as follows:
GRADE: J-55 102,700#20/40 sd in 581 bbls Boragel.

Breakdown @2401'. Treated as Follows:
WEIGHT:24# avg rate 34 bpm, avg press 3700 psi. Had

LENGTH: 303.93, to keep reducing flush to stay below
4000# max press. ISIP-3882 psi, 5-min

DEPTH LANDED: 302.73'(GL) 3350 psi. Flowback after 5 min on 16/64"
HOLE SIZE:12-1/4,, ck @2 bpm.

CEMENT DATA: 120 sxs Premium cmt, est 4 bbis to surf 4/3/96 5515'-5521' Frac A-1 sand as follows:
44,000# 20/40 (screen out w/2699 gal
into flush 7# sd off frmtn - 26,800# in
frmtn) used in 264 bb1sfluid. Breakdown

@2620 psi treated as follows: avg rate
15.8 bpm, avg press 2300 psi. ISIP-
screen out, 5-min 2897 psi. Flowback
after 5 min on 16/64" ck @1 bpm.

PRODUCTION CASING 4/5/96 5341'-5351' Frac B-2 sand as follows:

CSG SIZE: 5-1/2,, 40,800#20/40 sd in 328 bb1sBoragel.
Breakdown @1650 psi treated @avg

GRADE: J-55 rate 18.5 bpm, avg press 2200 psi. ISIP

WEIGHT: 15.5# 2950 psi, 5-min 2537 psi. Flowback after
5 min on 16/64" ck @1.5 bpm.

LENGTH: 143 jts. (6100.56')
4/8/96 5049'-5067' Frac D-1 sand as follows:

DEPTH LANDED: 6099.94' 42,700#20/40 sd in 316 bbls Boragel.

HOLE SIZE: 7-7/8" Breakdown @3010 psi. Treated @avg
rate 19.5 bpm, avg press 2500 psi. ISIP-

CEMENT DATA: 330 sk Hyfill mixed & 355 sxs thixotropic 2383 psi, 5-min 2328 psi. Flowback after
CEMENT TOP AT: Surface per CBL 5 min on 16/64" ck @1.8 bpm.

6/7/01 4570'-4586' Frac GB-6 sand as follows:
97,140# 20/40 sd in 614 bbis Viking I-25
fluid. Treated @avg rate30.5 bpm, avg
press 2330 psi. ISIP-2630 psi. Flowback

TUBING
on16/64"ck@lbpm.

4/28/03 Tubing Lenk. Update tubing and rod
SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5# details.

NO. OF JOINTS: 103 jts (3154.89') 10 jtsj-55(317.43') 53 jts M-50
(1623.39;) 19 jtsj-55 (603.85')

TUBING ANCHOR: 5712.56, 11/4/05 Paned rods: Update rod and tubing details

NO. OF JOINTS: 1 jt. (32.44')

SEATING NIPPLE: 2-7/8" (1.10')

SNLANDEDAT:5747.76' PERFORATION RECORD
NO. OF JOINTS: 2 jts. (62.72') 3/30/96 5676'-5720' 2 JSPF 80 holes
TOTAL STRING LENGTH: EOT @5812.03' 4/2/96 5515'-5521' 4 JSPF 24 holes

4570'-4586' 4/4/96 5341'-5351' 4 JSPF 40 holes
4/6/96 5049'-5056' 4 JSPF 28 holes
4/6/96 5060'-5067' 4 JSPF 28 holes

SUCKER RODS
7/22/01 4570'-4586' 4JSPF 64holes

POLISHED ROD: 1-1/2" x 22' SM

SUCKER RODS: 4-1 1/2" weight bars, 24-3/4" scrapered rods, 98-3/4" slick 5049'-5056'
rods, 104-3/4" scrapered rods . 5060'-506T
PUMP SIZE: 2-1/2" x 1-1/2" x 14.5' RHAC

STROKE LENGTH: 76" $341'-5351'
PUMP SPEED, SPM: 4 SPM

5515'-5521'

5676'-5720'

Anchor @5713'

SN @5748'

EOT@5812'

NEWFIELD Top of Fill @6020'

PBTD @6061'

Monument Butte Federal #4A-35R SHOE/TD @6100'
859 FNL & 660 FWL

NW/NW Section 35-T8S-RI6E
Duchesne Co, Utah

API #43-013-31585; Lease #U-16535

RG

Monument Butte Federal #4A-35R
Spud Date: 3/4/96
Put on Prduction: 4/11/96 Initial Production: 106 BOPD,

GL: 5564' KB: 557T Wellbore Diagram 96 MCFGPD, 8 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 4/1/96 5676'-5720' Frac LDC sand as follows:
GRADE: J-55 102,700#20/40 sd in 581 bbls Boragel.

Breakdown @2401'. Treated as Follows:
WEIGHT:24# avg rate 34 bpm, avg press 3700 psi. Had

LENGTH: 303.93, to keep reducing flush to stay below
4000# max press. ISIP-3882 psi, 5-min

DEPTH LANDED: 302.73'(GL) 3350 psi. Flowback after 5 min on 16/64"
HOLE SIZE:12-1/4,, ck @2 bpm.

CEMENT DATA: 120 sxs Premium cmt, est 4 bbis to surf 4/3/96 5515'-5521' Frac A-1 sand as follows:
44,000# 20/40 (screen out w/2699 gal
into flush 7# sd off frmtn - 26,800# in
frmtn) used in 264 bb1sfluid. Breakdown

@2620 psi treated as follows: avg rate
15.8 bpm, avg press 2300 psi. ISIP-
screen out, 5-min 2897 psi. Flowback
after 5 min on 16/64" ck @1 bpm.

PRODUCTION CASING 4/5/96 5341'-5351' Frac B-2 sand as follows:

CSG SIZE: 5-1/2,, 40,800#20/40 sd in 328 bb1sBoragel.
Breakdown @1650 psi treated @avg

GRADE: J-55 rate 18.5 bpm, avg press 2200 psi. ISIP

WEIGHT: 15.5# 2950 psi, 5-min 2537 psi. Flowback after
5 min on 16/64" ck @1.5 bpm.

LENGTH: 143 jts. (6100.56')
4/8/96 5049'-5067' Frac D-1 sand as follows:

DEPTH LANDED: 6099.94' 42,700#20/40 sd in 316 bbls Boragel.

HOLE SIZE: 7-7/8" Breakdown @3010 psi. Treated @avg
rate 19.5 bpm, avg press 2500 psi. ISIP-

CEMENT DATA: 330 sk Hyfill mixed & 355 sxs thixotropic 2383 psi, 5-min 2328 psi. Flowback after
CEMENT TOP AT: Surface per CBL 5 min on 16/64" ck @1.8 bpm.

6/7/01 4570'-4586' Frac GB-6 sand as follows:
97,140# 20/40 sd in 614 bbis Viking I-25
fluid. Treated @avg rate30.5 bpm, avg
press 2330 psi. ISIP-2630 psi. Flowback

TUBING
on16/64"ck@lbpm.

4/28/03 Tubing Lenk. Update tubing and rod
SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5# details.

NO. OF JOINTS: 103 jts (3154.89') 10 jtsj-55(317.43') 53 jts M-50
(1623.39;) 19 jtsj-55 (603.85')

TUBING ANCHOR: 5712.56, 11/4/05 Paned rods: Update rod and tubing details

NO. OF JOINTS: 1 jt. (32.44')

SEATING NIPPLE: 2-7/8" (1.10')

SNLANDEDAT:5747.76' PERFORATION RECORD
NO. OF JOINTS: 2 jts. (62.72') 3/30/96 5676'-5720' 2 JSPF 80 holes
TOTAL STRING LENGTH: EOT @5812.03' 4/2/96 5515'-5521' 4 JSPF 24 holes

4570'-4586' 4/4/96 5341'-5351' 4 JSPF 40 holes
4/6/96 5049'-5056' 4 JSPF 28 holes
4/6/96 5060'-5067' 4 JSPF 28 holes

SUCKER RODS
7/22/01 4570'-4586' 4JSPF 64holes

POLISHED ROD: 1-1/2" x 22' SM

SUCKER RODS: 4-1 1/2" weight bars, 24-3/4" scrapered rods, 98-3/4" slick 5049'-5056'
rods, 104-3/4" scrapered rods . 5060'-506T
PUMP SIZE: 2-1/2" x 1-1/2" x 14.5' RHAC

STROKE LENGTH: 76" $341'-5351'
PUMP SPEED, SPM: 4 SPM

5515'-5521'
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API #43-013-31585; Lease #U-16535

RG

Monument Butte Federal #4A-35R
Spud Date: 3/4/96
Put on Prduction: 4/11/96 Initial Production: 106 BOPD,

GL: 5564' KB: 557T Wellbore Diagram 96 MCFGPD, 8 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 4/1/96 5676'-5720' Frac LDC sand as follows:
GRADE: J-55 102,700#20/40 sd in 581 bbls Boragel.

Breakdown @2401'. Treated as Follows:
WEIGHT:24# avg rate 34 bpm, avg press 3700 psi. Had

LENGTH: 303.93, to keep reducing flush to stay below
4000# max press. ISIP-3882 psi, 5-min

DEPTH LANDED: 302.73'(GL) 3350 psi. Flowback after 5 min on 16/64"
HOLE SIZE:12-1/4,, ck @2 bpm.

CEMENT DATA: 120 sxs Premium cmt, est 4 bbis to surf 4/3/96 5515'-5521' Frac A-1 sand as follows:
44,000# 20/40 (screen out w/2699 gal
into flush 7# sd off frmtn - 26,800# in
frmtn) used in 264 bb1sfluid. Breakdown

@2620 psi treated as follows: avg rate
15.8 bpm, avg press 2300 psi. ISIP-
screen out, 5-min 2897 psi. Flowback
after 5 min on 16/64" ck @1 bpm.

PRODUCTION CASING 4/5/96 5341'-5351' Frac B-2 sand as follows:

CSG SIZE: 5-1/2,, 40,800#20/40 sd in 328 bb1sBoragel.
Breakdown @1650 psi treated @avg

GRADE: J-55 rate 18.5 bpm, avg press 2200 psi. ISIP

WEIGHT: 15.5# 2950 psi, 5-min 2537 psi. Flowback after
5 min on 16/64" ck @1.5 bpm.

LENGTH: 143 jts. (6100.56')
4/8/96 5049'-5067' Frac D-1 sand as follows:

DEPTH LANDED: 6099.94' 42,700#20/40 sd in 316 bbls Boragel.

HOLE SIZE: 7-7/8" Breakdown @3010 psi. Treated @avg
rate 19.5 bpm, avg press 2500 psi. ISIP-

CEMENT DATA: 330 sk Hyfill mixed & 355 sxs thixotropic 2383 psi, 5-min 2328 psi. Flowback after
CEMENT TOP AT: Surface per CBL 5 min on 16/64" ck @1.8 bpm.

6/7/01 4570'-4586' Frac GB-6 sand as follows:
97,140# 20/40 sd in 614 bbis Viking I-25
fluid. Treated @avg rate30.5 bpm, avg
press 2330 psi. ISIP-2630 psi. Flowback

TUBING
on16/64"ck@lbpm.

4/28/03 Tubing Lenk. Update tubing and rod
SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5# details.

NO. OF JOINTS: 103 jts (3154.89') 10 jtsj-55(317.43') 53 jts M-50
(1623.39;) 19 jtsj-55 (603.85')

TUBING ANCHOR: 5712.56, 11/4/05 Paned rods: Update rod and tubing details

NO. OF JOINTS: 1 jt. (32.44')

SEATING NIPPLE: 2-7/8" (1.10')

SNLANDEDAT:5747.76' PERFORATION RECORD
NO. OF JOINTS: 2 jts. (62.72') 3/30/96 5676'-5720' 2 JSPF 80 holes
TOTAL STRING LENGTH: EOT @5812.03' 4/2/96 5515'-5521' 4 JSPF 24 holes

4570'-4586' 4/4/96 5341'-5351' 4 JSPF 40 holes
4/6/96 5049'-5056' 4 JSPF 28 holes
4/6/96 5060'-5067' 4 JSPF 28 holes

SUCKER RODS
7/22/01 4570'-4586' 4JSPF 64holes

POLISHED ROD: 1-1/2" x 22' SM

SUCKER RODS: 4-1 1/2" weight bars, 24-3/4" scrapered rods, 98-3/4" slick 5049'-5056'
rods, 104-3/4" scrapered rods . 5060'-506T
PUMP SIZE: 2-1/2" x 1-1/2" x 14.5' RHAC

STROKE LENGTH: 76" $341'-5351'
PUMP SPEED, SPM: 4 SPM
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NEWFIELD Top of Fill @6020'

PBTD @6061'

Monument Butte Federal #4A-35R SHOE/TD @6100'
859 FNL & 660 FWL

NW/NW Section 35-T8S-RI6E
Duchesne Co, Utah

API #43-013-31585; Lease #U-16535
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Monument Butte Federal #4A-35R
Spud Date: 3/4/96
Put on Prduction: 4/11/96 Initial Production: 106 BOPD,

GL: 5564' KB: 557T Wellbore Diagram 96 MCFGPD, 8 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 4/1/96 5676'-5720' Frac LDC sand as follows:
GRADE: J-55 102,700#20/40 sd in 581 bbls Boragel.

Breakdown @2401'. Treated as Follows:
WEIGHT:24# avg rate 34 bpm, avg press 3700 psi. Had

LENGTH: 303.93, to keep reducing flush to stay below
4000# max press. ISIP-3882 psi, 5-min

DEPTH LANDED: 302.73'(GL) 3350 psi. Flowback after 5 min on 16/64"
HOLE SIZE:12-1/4,, ck @2 bpm.

CEMENT DATA: 120 sxs Premium cmt, est 4 bbis to surf 4/3/96 5515'-5521' Frac A-1 sand as follows:
44,000# 20/40 (screen out w/2699 gal
into flush 7# sd off frmtn - 26,800# in
frmtn) used in 264 bb1sfluid. Breakdown

@2620 psi treated as follows: avg rate
15.8 bpm, avg press 2300 psi. ISIP-
screen out, 5-min 2897 psi. Flowback
after 5 min on 16/64" ck @1 bpm.

PRODUCTION CASING 4/5/96 5341'-5351' Frac B-2 sand as follows:

CSG SIZE: 5-1/2,, 40,800#20/40 sd in 328 bb1sBoragel.
Breakdown @1650 psi treated @avg

GRADE: J-55 rate 18.5 bpm, avg press 2200 psi. ISIP

WEIGHT: 15.5# 2950 psi, 5-min 2537 psi. Flowback after
5 min on 16/64" ck @1.5 bpm.

LENGTH: 143 jts. (6100.56')
4/8/96 5049'-5067' Frac D-1 sand as follows:

DEPTH LANDED: 6099.94' 42,700#20/40 sd in 316 bbls Boragel.

HOLE SIZE: 7-7/8" Breakdown @3010 psi. Treated @avg
rate 19.5 bpm, avg press 2500 psi. ISIP-

CEMENT DATA: 330 sk Hyfill mixed & 355 sxs thixotropic 2383 psi, 5-min 2328 psi. Flowback after
CEMENT TOP AT: Surface per CBL 5 min on 16/64" ck @1.8 bpm.

6/7/01 4570'-4586' Frac GB-6 sand as follows:
97,140# 20/40 sd in 614 bbis Viking I-25
fluid. Treated @avg rate30.5 bpm, avg
press 2330 psi. ISIP-2630 psi. Flowback

TUBING
on16/64"ck@lbpm.

4/28/03 Tubing Lenk. Update tubing and rod
SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5# details.

NO. OF JOINTS: 103 jts (3154.89') 10 jtsj-55(317.43') 53 jts M-50
(1623.39;) 19 jtsj-55 (603.85')

TUBING ANCHOR: 5712.56, 11/4/05 Paned rods: Update rod and tubing details

NO. OF JOINTS: 1 jt. (32.44')

SEATING NIPPLE: 2-7/8" (1.10')

SNLANDEDAT:5747.76' PERFORATION RECORD
NO. OF JOINTS: 2 jts. (62.72') 3/30/96 5676'-5720' 2 JSPF 80 holes
TOTAL STRING LENGTH: EOT @5812.03' 4/2/96 5515'-5521' 4 JSPF 24 holes

4570'-4586' 4/4/96 5341'-5351' 4 JSPF 40 holes
4/6/96 5049'-5056' 4 JSPF 28 holes
4/6/96 5060'-5067' 4 JSPF 28 holes

SUCKER RODS
7/22/01 4570'-4586' 4JSPF 64holes

POLISHED ROD: 1-1/2" x 22' SM

SUCKER RODS: 4-1 1/2" weight bars, 24-3/4" scrapered rods, 98-3/4" slick 5049'-5056'
rods, 104-3/4" scrapered rods . 5060'-506T
PUMP SIZE: 2-1/2" x 1-1/2" x 14.5' RHAC

STROKE LENGTH: 76" $341'-5351'
PUMP SPEED, SPM: 4 SPM

5515'-5521'

5676'-5720'

Anchor @5713'

SN @5748'

EOT@5812'

NEWFIELD Top of Fill @6020'

PBTD @6061'

Monument Butte Federal #4A-35R SHOE/TD @6100'
859 FNL & 660 FWL

NW/NW Section 35-T8S-RI6E
Duchesne Co, Utah

API #43-013-31585; Lease #U-16535

RG



SpudDate:10/3/82 Monument Butte Fed. #5-35
Put on Production: 11/5/82
Put on Injection: 2/01/88 Initial Production: 176 BOPD,
GL: 5584' KB: 5594, Injection NM MCFD, 16 BWPD

Wellbore Diagram

SURFACE CASING
_

FRAC JOB
CSG SIZE: 8-5/8" 10/22/82 5326'-5373' Frac B2 sand as follows:

GRADE: J-55 104,000#20/40 sand in 1023 bbls frac
WEIGHT: 24# fluid. Treated @avg press of2900 psi

wlavg rate of36 BPM. ISIP 2000 pst.
DEPTH LANDED: 284' Flushed to perfs.
HOLE SIZE: 12-1/4" 10/28/82 5016'-5038' Frac D1 sand as follows:
CEMENT DATA: 210 sxs Class "G" cmt. 120,000#20/40 sand in 1023 bbis frac

fluid. Treated @avg press of2650 psi
wlavg rate of35 BPM. ISIP 1950psi.
Flushed to perfs.

- - 08-29-03 Conversion to Injection Well. Update
tubing detail

8/6/08 5 Year MIT completed and submitted.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 17#

LENGTH: 143 jts.
DEPTH LANDED: 5985'

HOLE SIZE: 7-7/8"

CEMENT DATA: 375 sxs Hilift & 250 sxs RFC.

CEMENT TOP AT: 1080' per CBL

TUBING SN@4432'
Packer@4436'

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# - EOT @4440'

NO. OF JOINTS: 143 jts. (4413.80')

SEATING NIPPLE: 2-7/8" (1.10') 4512'-4520'
4550'-4558'

SN LANDED AT: 4431.80' KB

TUBING PACKER: 4436' KB

TOTAL STRING LENGTH: EOT @4440.21' KB

5016'-5038'
PERFORATION RECORD

5190'-5199' 10/21/82 5326'-5332' 06 holes
10/21/82 5334'-5336' 02 holes
10/21/82 5364'-5373' 09 holes

$326'-5332' 10/27/82 5016'-5038' 23 holes
08/26/03 5894'-5898' 4 JSPF 16 holes

5334'-5336' 08/26/03 5190'-5199' 4 JSPF 36 holes
08/26/03 4550'-4558' 4 JSPF 32 holes

$364'-5373, 08/26/03 4512'-4520' 4 JSPF 32 holes

5894'-5898'

PBTD @5943'
NEWFIELD

Shoe @5985'
Monument Butte Fed. #5-35 TD @6020'
2042' FNL & 661' FWL
SWNW Section 35-T8S-Rl6E
Duchesne Co, Utah
API #43-013-30686; Lease #U-16535
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Monument Butte Fed. #6-35-8-16
Spud Date: 7/13/82
Put on Production: 8/18/83 Wellbore Diagram
GL: 5562'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 8/3/83 5025'-5055' Frac as follows:
102,000#20/40 sand in 672 bb1sfluid.GRADE: J-55
Treated @avg press of2320 psi w/avg

WEIGHT: 24# rate of32 BPM. ISIP 2020 psi.
LENGTH: 7 jts. (290') 1/10/91 5342'-5374' Frac as follows:

DEPTH LANDED: 280' 65,000# 20/40 sand in 1002 bbls fluid.
HOLE SIZE:12-1/4" Treated @avg press of3800 psi w/avg

rate of 17 BPM. ISIP 2440 pst
CEMENT DATA: 210 sxs Class "G" cmt. to surf

11/30/01 Tubing leak. Update rod and tubing details.

12/9/02 5506'-5514' Frac A sands as follows:
19,730#20/40 sand in 189bb1sViking I-25
fluid. Treated @avg. pressure of4595 psi
w/avg. rate of 18.2 BPM. ISIP - 7400 psi.
Calc. flush: 1442gals. Actual flush: 1302
gals.

PRODUCTION CASING 12/9/02 5196'-5210' FracCsandsasfollows:
CSG SIZE: 5-1/2" 24,541#20/40 sand in 222 bbls Viking I-25

GRADE: J-55 ñuid. Treated @avg. pressure of4090 psi
w/avg. rate of 18.2 BPM. ISIP - 2400 psi.

WEIGHT: 15.5# Calc. flush: 1442 gals. Actual flush: 1260

LENGTH: 140 jts. gals.

DEPTH LANDED: 5656.58, 12/9/02 4511'-4569' Frac GB sands as follows:
61,347#20/40 sand in 471 bbis Viking I-25

HOLE SIZE: 7-7/8" fluid. Treated @avg. pressure of2010 psi

CEMENT DATA: 250 sx Lodense & 300 sxs Gypseal w/avg. rate of26.2 BPM. ISIP - 2150 psi.
Calc. flush: 4511 gals. Actual flush: 4410

CEMENT TOP AT: 2464' per CBL gals.

03/16/04 Parted Rods. Update rod details.

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 167 jts. (5410.12')

TUBING ANCHOR: 5420.12'

NO. OF JOINTS: 1 jt. (32.31')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5455.23'

NO. OF JOINTS: 2 jts (63.27')

TOTAL STRING LENGTH: EOT @5520.00' 4511'-4515'

4561'-4569'

4550'-4554'

SUCKER RODS 5025'-5030'

5032'-5044'

POLISHED ROD: 1-1/2" x 22' SM 5052'-5054'

SUCKER RODS: 6-1 1/2" weight bars; 14-3/4" scrapered rods; 85-3/4" plain PERFORATION RECORD
rods, 113-3/4" scrapered rods

5196'-5200' 8/3/83 5052'-5054' I JSPF 3 holes
PUMP SIZE: 2-1/2" x 1-1/2" x 15' RHAC 5205'-5210, 8/3/83 5032'-5044' 1 JSPF 13 holes
STROKE LENGTH: 74" 8/3/83 5026'-5030' I JSPF 6 holes

1/7/91 5052'-5054' 3 JSPF 9 holes
PUMP SPEED, SPM: 5 SPM 1/7/91 5032'-5044' 3 JSPF 39 holes
LOGS: DIGL/SP/GR/CAL 5342'-5350' 1/7/91 5025'-5030' 3 JSPF 18 holes

1/7/91 5342'-5350' 4 JSPF 32 holes
5360'-5374' 1/7/91 5360'-5374' 4 JSPF 56 holes

Anchor @5420' 12/6/02 5506'-5514' 4 JSPF 32 holes

SN @5455, 12/6/02 5205'-5210' 4 JSPF 20 holes
5506'-5514, 12/6/02 5196'-5200' 4 JSPF 16 holes

12/6/02 4561'-4569' 4 JSPF 32 holes
EOT @5520' 12/6/02 4550'-4554' 4 JSPF 16 holes

12/6/02 4511'-4515' 4 JSPF 16 holes

NEWFIELD
PBTD @5605'

Monument Butte Fed. #6-35-8-16 SHOE@ 5657'

TD @5683'
1831' FNL & 1968' FWL

SE/NW Section 35-T8S-Rl6E

Duchesne Co, Utah

API #43-013-30751; Lease #UTU-16535

JW

Monument Butte Fed. #6-35-8-16
Spud Date: 7/13/82
Put on Production: 8/18/83 Wellbore Diagram
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61,347#20/40 sand in 471 bbis Viking I-25

HOLE SIZE: 7-7/8" fluid. Treated @avg. pressure of2010 psi

CEMENT DATA: 250 sx Lodense & 300 sxs Gypseal w/avg. rate of26.2 BPM. ISIP - 2150 psi.
Calc. flush: 4511 gals. Actual flush: 4410

CEMENT TOP AT: 2464' per CBL gals.

03/16/04 Parted Rods. Update rod details.

TUBING

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 167 jts. (5410.12')

TUBING ANCHOR: 5420.12'

NO. OF JOINTS: 1 jt. (32.31')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5455.23'

NO. OF JOINTS: 2 jts (63.27')

TOTAL STRING LENGTH: EOT @5520.00' 4511'-4515'

4561'-4569'

4550'-4554'

SUCKER RODS 5025'-5030'

5032'-5044'

POLISHED ROD: 1-1/2" x 22' SM 5052'-5054'

SUCKER RODS: 6-1 1/2" weight bars; 14-3/4" scrapered rods; 85-3/4" plain PERFORATION RECORD
rods, 113-3/4" scrapered rods

5196'-5200' 8/3/83 5052'-5054' I JSPF 3 holes
PUMP SIZE: 2-1/2" x 1-1/2" x 15' RHAC 5205'-5210, 8/3/83 5032'-5044' 1 JSPF 13 holes
STROKE LENGTH: 74" 8/3/83 5026'-5030' I JSPF 6 holes

1/7/91 5052'-5054' 3 JSPF 9 holes
PUMP SPEED, SPM: 5 SPM 1/7/91 5032'-5044' 3 JSPF 39 holes
LOGS: DIGL/SP/GR/CAL 5342'-5350' 1/7/91 5025'-5030' 3 JSPF 18 holes

1/7/91 5342'-5350' 4 JSPF 32 holes
5360'-5374' 1/7/91 5360'-5374' 4 JSPF 56 holes

Anchor @5420' 12/6/02 5506'-5514' 4 JSPF 32 holes

SN @5455, 12/6/02 5205'-5210' 4 JSPF 20 holes
5506'-5514, 12/6/02 5196'-5200' 4 JSPF 16 holes

12/6/02 4561'-4569' 4 JSPF 32 holes
EOT @5520' 12/6/02 4550'-4554' 4 JSPF 16 holes

12/6/02 4511'-4515' 4 JSPF 16 holes

NEWFIELD
PBTD @5605'

Monument Butte Fed. #6-35-8-16 SHOE@ 5657'

TD @5683'
1831' FNL & 1968' FWL

SE/NW Section 35-T8S-Rl6E

Duchesne Co, Utah

API #43-013-30751; Lease #UTU-16535

JW



Monument Butte M-35-8-16
Spud Date: 11-9-06 Initial Production: BOPD,
Put on Production: 1-5-07 Wellbore Diagram MCFD, BWPD
GL: 5563' KB: 5575'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 12-21-06 6310-6326' Frac CP5 sands as follows:
GRADE: J-55 35355#20/40 sand in 438 bbIsLightning 17

frac fluid. Treated @avg press of2050 psi
WEIGHT: 24# Cement top @78' w/avg rate of25 BPM. ISIP 2100 psi. Calc
LENGTH: 7 jts (311.67') flush: 6308 gal. Actual flush: 5796 gal.

DEPTH LANDED: 323.52' KB 12-21-06 5986-6041' Frac CP.5, & CP1 sands as follows:
50814#20/40 sand in 445 bbIs Lightning 17

HOLE SIZE:12-l/4" frac fluid. Treated @avg press of 1622psi
CEMENT DATA: 160 sxs Class "G" cmt, est 1 bbis cmt to surf. w/avg rate of25 BPM. ISIP 1880 psi. Calc

flush: 5984 gal. Actual flush: 5460 gal.

- 12-21-06 5688-5696' Frac LODC sands as follows:
29828# 20/40 sand in 388 bb1sLightning 17
frac fluid. Treated @avg press of2968 psi
w/avg rate of25 BPM. ISIP 2230 psi. Calc
flush: 5686 gal. Actual flush: 5166 gal.

PRODUCTION CASING
CSG SIZE: 5-1/2,, 12-22-07 5430-5461' Frac B2 sands as follows:

100526#20/40 sand in 722 bbls Lightning 17
GRADE: J-55 frac fluid. Treated @avg press of 1845 w/
WEIGHT: 15.5# avg rate of25 BPM. ISIP 2040 psi. Cale

flush: 5428 gal. Actual flush: 4956 gal
LENGTH: 149 jts. (6505.29')

DEPTH LANDED: 6518.54' KB 12-22-07 5290-5296' Frac C sands as follows:
19676#20/40 sand in 299 bbis Lightning 17

HOLE SIZE: 7-7/8" frac fluid. Treated @avg press of 2429 w/
CEMENT DATA: 375 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ. avg rate of25 BPM. ISIP 2380 psi. Calc

flush: 5288 gal Actual flush: 4788 gal
CEMENT TOP AT: 78'

5108-5126' 12-22-07 5108-5126' Frac D1 sands as follows:
121487#20/40 sand in 824 bbls Lightning 17

5290-5296= frac fluid. Treated @avg press of2130 w/
TUBING avg rate of25 BPM. ISIP 2380 psi. Calc

SIZE/GRADE/WT.: 2-7/8" / J-SS/ 6.5# 5430-5442'
flush: 5106 gaLActual flush: 4998 gal.

NO. OF JOINTS: 200 jts (6285.90') 5450-5461'
TUBING ANCHOR: 6297.90' KB

NO. OF JOINTS: 1 jts (31.64') 5688-5696'
SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 6332.34' KB

NO. OF JOINTS: 2 jts (63.40')

TOTAL STRINGLENGTH: EOT @6397.29' KB 5986-5994'

6026-6041'

Anchor@6298 PERFORATION RECORDSUCKERRODS
SN 6332' 6310-6326' 12-19-06 6310-6326' 4 JSPF 64 holes

POLISHED ROD: 1-1/2" x 26' SM 12-21-06 6026-6041' 4 JSPF 60 holes
12-21-06 5986-5994' 4 JSPF 32 holesSUCKER RODS: 1-8', 1-6' & 1-2' X 7/8" pony rods, 248- 7/8" scrapered rods,

4-1 ½"weight rods. 12-21-06 5688-5696' 4 JSPF 32 holes
12-21-06 5450-5461' 4 JSPF 44 holesPUMP SIZE: 2-1/2" x 1-3/4" x 20' RHAC w/SM plunger
12-21-06 5430-5442' 4 JSPF 48 holes

STROKE LENGTH: 123"
12-22-06 5290-5296' 4 JSPF 24 holes

PUMP SPEED, SPM: 4 SPM 12-22-06 5108-5126' 4 JSPF 72 holes

EOT @6397'
NEWFIELD

PBTD @6488'

SHOE @6519'
Monument Butte M-35-8-16

TD @6530'
1810' FNL & 1978' FWL

SE/NW Section 35-T8S-Rl6E

Duchesne Co, Utah

API # 43-013-33255; Lease # UTU-16535

TK

Monument Butte M-35-8-16
Spud Date: 11-9-06 Initial Production: BOPD,
Put on Production: 1-5-07 Wellbore Diagram MCFD, BWPD
GL: 5563' KB: 5575'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 12-21-06 6310-6326' Frac CP5 sands as follows:
GRADE: J-55 35355#20/40 sand in 438 bbIsLightning 17

frac fluid. Treated @avg press of2050 psi
WEIGHT: 24# Cement top @78' w/avg rate of25 BPM. ISIP 2100 psi. Calc
LENGTH: 7 jts (311.67') flush: 6308 gal. Actual flush: 5796 gal.

DEPTH LANDED: 323.52' KB 12-21-06 5986-6041' Frac CP.5, & CP1 sands as follows:
50814#20/40 sand in 445 bbIs Lightning 17

HOLE SIZE:12-l/4" frac fluid. Treated @avg press of 1622psi
CEMENT DATA: 160 sxs Class "G" cmt, est 1 bbis cmt to surf. w/avg rate of25 BPM. ISIP 1880 psi. Calc

flush: 5984 gal. Actual flush: 5460 gal.

- 12-21-06 5688-5696' Frac LODC sands as follows:
29828# 20/40 sand in 388 bb1sLightning 17
frac fluid. Treated @avg press of2968 psi
w/avg rate of25 BPM. ISIP 2230 psi. Calc
flush: 5686 gal. Actual flush: 5166 gal.

PRODUCTION CASING
CSG SIZE: 5-1/2,, 12-22-07 5430-5461' Frac B2 sands as follows:

100526#20/40 sand in 722 bbls Lightning 17
GRADE: J-55 frac fluid. Treated @avg press of 1845 w/
WEIGHT: 15.5# avg rate of25 BPM. ISIP 2040 psi. Cale

flush: 5428 gal. Actual flush: 4956 gal
LENGTH: 149 jts. (6505.29')

DEPTH LANDED: 6518.54' KB 12-22-07 5290-5296' Frac C sands as follows:
19676#20/40 sand in 299 bbis Lightning 17

HOLE SIZE: 7-7/8" frac fluid. Treated @avg press of 2429 w/
CEMENT DATA: 375 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ. avg rate of25 BPM. ISIP 2380 psi. Calc

flush: 5288 gal Actual flush: 4788 gal
CEMENT TOP AT: 78'

5108-5126' 12-22-07 5108-5126' Frac D1 sands as follows:
121487#20/40 sand in 824 bbls Lightning 17

5290-5296= frac fluid. Treated @avg press of2130 w/
TUBING avg rate of25 BPM. ISIP 2380 psi. Calc

SIZE/GRADE/WT.: 2-7/8" / J-SS/ 6.5# 5430-5442'
flush: 5106 gaLActual flush: 4998 gal.

NO. OF JOINTS: 200 jts (6285.90') 5450-5461'
TUBING ANCHOR: 6297.90' KB

NO. OF JOINTS: 1 jts (31.64') 5688-5696'
SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 6332.34' KB

NO. OF JOINTS: 2 jts (63.40')

TOTAL STRINGLENGTH: EOT @6397.29' KB 5986-5994'

6026-6041'

Anchor@6298 PERFORATION RECORDSUCKERRODS
SN 6332' 6310-6326' 12-19-06 6310-6326' 4 JSPF 64 holes

POLISHED ROD: 1-1/2" x 26' SM 12-21-06 6026-6041' 4 JSPF 60 holes
12-21-06 5986-5994' 4 JSPF 32 holesSUCKER RODS: 1-8', 1-6' & 1-2' X 7/8" pony rods, 248- 7/8" scrapered rods,

4-1 ½"weight rods. 12-21-06 5688-5696' 4 JSPF 32 holes
12-21-06 5450-5461' 4 JSPF 44 holesPUMP SIZE: 2-1/2" x 1-3/4" x 20' RHAC w/SM plunger
12-21-06 5430-5442' 4 JSPF 48 holes

STROKE LENGTH: 123"
12-22-06 5290-5296' 4 JSPF 24 holes

PUMP SPEED, SPM: 4 SPM 12-22-06 5108-5126' 4 JSPF 72 holes

EOT @6397'
NEWFIELD

PBTD @6488'

SHOE @6519'
Monument Butte M-35-8-16

TD @6530'
1810' FNL & 1978' FWL

SE/NW Section 35-T8S-Rl6E

Duchesne Co, Utah

API # 43-013-33255; Lease # UTU-16535

TK

Monument Butte M-35-8-16
Spud Date: 11-9-06 Initial Production: BOPD,
Put on Production: 1-5-07 Wellbore Diagram MCFD, BWPD
GL: 5563' KB: 5575'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 12-21-06 6310-6326' Frac CP5 sands as follows:
GRADE: J-55 35355#20/40 sand in 438 bbIsLightning 17

frac fluid. Treated @avg press of2050 psi
WEIGHT: 24# Cement top @78' w/avg rate of25 BPM. ISIP 2100 psi. Calc
LENGTH: 7 jts (311.67') flush: 6308 gal. Actual flush: 5796 gal.

DEPTH LANDED: 323.52' KB 12-21-06 5986-6041' Frac CP.5, & CP1 sands as follows:
50814#20/40 sand in 445 bbIs Lightning 17

HOLE SIZE:12-l/4" frac fluid. Treated @avg press of 1622psi
CEMENT DATA: 160 sxs Class "G" cmt, est 1 bbis cmt to surf. w/avg rate of25 BPM. ISIP 1880 psi. Calc

flush: 5984 gal. Actual flush: 5460 gal.

- 12-21-06 5688-5696' Frac LODC sands as follows:
29828# 20/40 sand in 388 bb1sLightning 17
frac fluid. Treated @avg press of2968 psi
w/avg rate of25 BPM. ISIP 2230 psi. Calc
flush: 5686 gal. Actual flush: 5166 gal.

PRODUCTION CASING
CSG SIZE: 5-1/2,, 12-22-07 5430-5461' Frac B2 sands as follows:

100526#20/40 sand in 722 bbls Lightning 17
GRADE: J-55 frac fluid. Treated @avg press of 1845 w/
WEIGHT: 15.5# avg rate of25 BPM. ISIP 2040 psi. Cale

flush: 5428 gal. Actual flush: 4956 gal
LENGTH: 149 jts. (6505.29')

DEPTH LANDED: 6518.54' KB 12-22-07 5290-5296' Frac C sands as follows:
19676#20/40 sand in 299 bbis Lightning 17

HOLE SIZE: 7-7/8" frac fluid. Treated @avg press of 2429 w/
CEMENT DATA: 375 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ. avg rate of25 BPM. ISIP 2380 psi. Calc

flush: 5288 gal Actual flush: 4788 gal
CEMENT TOP AT: 78'

5108-5126' 12-22-07 5108-5126' Frac D1 sands as follows:
121487#20/40 sand in 824 bbls Lightning 17

5290-5296= frac fluid. Treated @avg press of2130 w/
TUBING avg rate of25 BPM. ISIP 2380 psi. Calc

SIZE/GRADE/WT.: 2-7/8" / J-SS/ 6.5# 5430-5442'
flush: 5106 gaLActual flush: 4998 gal.

NO. OF JOINTS: 200 jts (6285.90') 5450-5461'
TUBING ANCHOR: 6297.90' KB

NO. OF JOINTS: 1 jts (31.64') 5688-5696'
SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 6332.34' KB

NO. OF JOINTS: 2 jts (63.40')

TOTAL STRINGLENGTH: EOT @6397.29' KB 5986-5994'

6026-6041'

Anchor@6298 PERFORATION RECORDSUCKERRODS
SN 6332' 6310-6326' 12-19-06 6310-6326' 4 JSPF 64 holes

POLISHED ROD: 1-1/2" x 26' SM 12-21-06 6026-6041' 4 JSPF 60 holes
12-21-06 5986-5994' 4 JSPF 32 holesSUCKER RODS: 1-8', 1-6' & 1-2' X 7/8" pony rods, 248- 7/8" scrapered rods,

4-1 ½"weight rods. 12-21-06 5688-5696' 4 JSPF 32 holes
12-21-06 5450-5461' 4 JSPF 44 holesPUMP SIZE: 2-1/2" x 1-3/4" x 20' RHAC w/SM plunger
12-21-06 5430-5442' 4 JSPF 48 holes

STROKE LENGTH: 123"
12-22-06 5290-5296' 4 JSPF 24 holes

PUMP SPEED, SPM: 4 SPM 12-22-06 5108-5126' 4 JSPF 72 holes

EOT @6397'
NEWFIELD

PBTD @6488'

SHOE @6519'
Monument Butte M-35-8-16

TD @6530'
1810' FNL & 1978' FWL

SE/NW Section 35-T8S-Rl6E

Duchesne Co, Utah

API # 43-013-33255; Lease # UTU-16535

TK

Monument Butte M-35-8-16
Spud Date: 11-9-06 Initial Production: BOPD,
Put on Production: 1-5-07 Wellbore Diagram MCFD, BWPD
GL: 5563' KB: 5575'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 12-21-06 6310-6326' Frac CP5 sands as follows:
GRADE: J-55 35355#20/40 sand in 438 bbIsLightning 17

frac fluid. Treated @avg press of2050 psi
WEIGHT: 24# Cement top @78' w/avg rate of25 BPM. ISIP 2100 psi. Calc
LENGTH: 7 jts (311.67') flush: 6308 gal. Actual flush: 5796 gal.

DEPTH LANDED: 323.52' KB 12-21-06 5986-6041' Frac CP.5, & CP1 sands as follows:
50814#20/40 sand in 445 bbIs Lightning 17

HOLE SIZE:12-l/4" frac fluid. Treated @avg press of 1622psi
CEMENT DATA: 160 sxs Class "G" cmt, est 1 bbis cmt to surf. w/avg rate of25 BPM. ISIP 1880 psi. Calc

flush: 5984 gal. Actual flush: 5460 gal.

- 12-21-06 5688-5696' Frac LODC sands as follows:
29828# 20/40 sand in 388 bb1sLightning 17
frac fluid. Treated @avg press of2968 psi
w/avg rate of25 BPM. ISIP 2230 psi. Calc
flush: 5686 gal. Actual flush: 5166 gal.

PRODUCTION CASING
CSG SIZE: 5-1/2,, 12-22-07 5430-5461' Frac B2 sands as follows:

100526#20/40 sand in 722 bbls Lightning 17
GRADE: J-55 frac fluid. Treated @avg press of 1845 w/
WEIGHT: 15.5# avg rate of25 BPM. ISIP 2040 psi. Cale

flush: 5428 gal. Actual flush: 4956 gal
LENGTH: 149 jts. (6505.29')

DEPTH LANDED: 6518.54' KB 12-22-07 5290-5296' Frac C sands as follows:
19676#20/40 sand in 299 bbis Lightning 17

HOLE SIZE: 7-7/8" frac fluid. Treated @avg press of 2429 w/
CEMENT DATA: 375 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ. avg rate of25 BPM. ISIP 2380 psi. Calc

flush: 5288 gal Actual flush: 4788 gal
CEMENT TOP AT: 78'

5108-5126' 12-22-07 5108-5126' Frac D1 sands as follows:
121487#20/40 sand in 824 bbls Lightning 17

5290-5296= frac fluid. Treated @avg press of2130 w/
TUBING avg rate of25 BPM. ISIP 2380 psi. Calc

SIZE/GRADE/WT.: 2-7/8" / J-SS/ 6.5# 5430-5442'
flush: 5106 gaLActual flush: 4998 gal.

NO. OF JOINTS: 200 jts (6285.90') 5450-5461'
TUBING ANCHOR: 6297.90' KB

NO. OF JOINTS: 1 jts (31.64') 5688-5696'
SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 6332.34' KB

NO. OF JOINTS: 2 jts (63.40')

TOTAL STRINGLENGTH: EOT @6397.29' KB 5986-5994'

6026-6041'

Anchor@6298 PERFORATION RECORDSUCKERRODS
SN 6332' 6310-6326' 12-19-06 6310-6326' 4 JSPF 64 holes

POLISHED ROD: 1-1/2" x 26' SM 12-21-06 6026-6041' 4 JSPF 60 holes
12-21-06 5986-5994' 4 JSPF 32 holesSUCKER RODS: 1-8', 1-6' & 1-2' X 7/8" pony rods, 248- 7/8" scrapered rods,

4-1 ½"weight rods. 12-21-06 5688-5696' 4 JSPF 32 holes
12-21-06 5450-5461' 4 JSPF 44 holesPUMP SIZE: 2-1/2" x 1-3/4" x 20' RHAC w/SM plunger
12-21-06 5430-5442' 4 JSPF 48 holes

STROKE LENGTH: 123"
12-22-06 5290-5296' 4 JSPF 24 holes

PUMP SPEED, SPM: 4 SPM 12-22-06 5108-5126' 4 JSPF 72 holes

EOT @6397'
NEWFIELD

PBTD @6488'

SHOE @6519'
Monument Butte M-35-8-16

TD @6530'
1810' FNL & 1978' FWL

SE/NW Section 35-T8S-Rl6E

Duchesne Co, Utah

API # 43-013-33255; Lease # UTU-16535

TK



SpudDate:6/18/1982 À/ÍOnument Butte Fed. 4-35-8-16
Put on Production: 8/11/1982
Put on Injection: 2/05/89 Initial Production: 191 BOPD,

Injection Wellbore NM MCFD, 2 BWPDGL: 5565' KB: 5577'
Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 7/27/82 5328'-5348' Frac zone as follows:
GRADE: J-55 84,500#20/40 sand in 845 bbls gelled frac

fluid. Treated @avg press of2100 psi wlavg
WEIGHT: 24# rate of30 BPM. ISIP 2000 psi. Calc flush:
LENGTH: 6 jts. 5328 gaL Actual flush: 5328 gal.

DEPTH LANDED: 236' KB 8/01/82 4992'-5026' Frac zone as follows:
104,000#20/40 sand in 1142 bbis gelled frac

HOLE SIZE:12-1/4" fluid. Treated @avg press of2000 psi w/avg

CEMENT DATA: Cement to surface. rate of30 BPM. ISIP 2500 psi. Calc flush:
4992 gal. Actual flush: 4992 gal.

2/14/85 4519'-4535' Frac zone as follows:
46,800#20/40 sand in 488 bbis gelled frac
fluid. Treated @avg press of2800 psi w/avg
rate of30 BPM. ISIP 2830 psi. Cale flush;
4519 gal. Actual flush: 3450 gal.

PRODUCTION CASING 2/2/89 Converttoinjector.

CSG SIZE: 5-1/2" 6/18/08 5 Year MIT completed and submitted.

GRADE: J-55

WEIGHT: 17#

LENGTH: 141 jts.
DEPTH LANDED: 5643' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 265 sxs Lite & 280 sxs 50/50 POZ.

CEMENT TOP AT: ? per CBL

TUBlNG
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 140 jts
SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4412' KB

PACKER AT: 4413' KB

TOTAL STRING LENGTH EOT @4420' KB

PERFORATION RECORD

Packer @6092' 7/25/82 5328'-5348' 1 JSPF 20 holes
7/31/82 5005'-5026' 1 JSPF 21 holes
7/31/82 4992'-5005' 1 JSPF 14 holes

4519'-4535, 2/14/85 4519'-4535' 4 JSPF 64 holes
2/02/89 4992'-5026' 3 JSPF 102 holes
2/02/89 4980'-4992' 4 JSPF 48 holes

4980'-5026'

5328'-5348'

NEWFIELD PBTD @6322'

. . . .

TD @6397'

Monument Butte Fed. 4-35
1836' FSL & l883' FWL
NESW Section 35-T8S-R17E
Duchesne Co, Utah
API #43-013-30605; Lease #U-16535

CR

SpudDate:6/18/1982 À/ÍOnument Butte Fed. 4-35-8-16
Put on Production: 8/11/1982
Put on Injection: 2/05/89 Initial Production: 191 BOPD,

Injection Wellbore NM MCFD, 2 BWPDGL: 5565' KB: 5577'
Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 7/27/82 5328'-5348' Frac zone as follows:
GRADE: J-55 84,500#20/40 sand in 845 bbls gelled frac

fluid. Treated @avg press of2100 psi wlavg
WEIGHT: 24# rate of30 BPM. ISIP 2000 psi. Calc flush:
LENGTH: 6 jts. 5328 gaL Actual flush: 5328 gal.

DEPTH LANDED: 236' KB 8/01/82 4992'-5026' Frac zone as follows:
104,000#20/40 sand in 1142 bbis gelled frac

HOLE SIZE:12-1/4" fluid. Treated @avg press of2000 psi w/avg

CEMENT DATA: Cement to surface. rate of30 BPM. ISIP 2500 psi. Calc flush:
4992 gal. Actual flush: 4992 gal.

2/14/85 4519'-4535' Frac zone as follows:
46,800#20/40 sand in 488 bbis gelled frac
fluid. Treated @avg press of2800 psi w/avg
rate of30 BPM. ISIP 2830 psi. Cale flush;
4519 gal. Actual flush: 3450 gal.

PRODUCTION CASING 2/2/89 Converttoinjector.

CSG SIZE: 5-1/2" 6/18/08 5 Year MIT completed and submitted.

GRADE: J-55

WEIGHT: 17#

LENGTH: 141 jts.
DEPTH LANDED: 5643' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 265 sxs Lite & 280 sxs 50/50 POZ.

CEMENT TOP AT: ? per CBL

TUBlNG
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 140 jts
SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4412' KB

PACKER AT: 4413' KB

TOTAL STRING LENGTH EOT @4420' KB

PERFORATION RECORD

Packer @6092' 7/25/82 5328'-5348' 1 JSPF 20 holes
7/31/82 5005'-5026' 1 JSPF 21 holes
7/31/82 4992'-5005' 1 JSPF 14 holes

4519'-4535, 2/14/85 4519'-4535' 4 JSPF 64 holes
2/02/89 4992'-5026' 3 JSPF 102 holes
2/02/89 4980'-4992' 4 JSPF 48 holes

4980'-5026'

5328'-5348'

NEWFIELD PBTD @6322'

. . . .

TD @6397'

Monument Butte Fed. 4-35
1836' FSL & l883' FWL
NESW Section 35-T8S-R17E
Duchesne Co, Utah
API #43-013-30605; Lease #U-16535

CR

SpudDate:6/18/1982 À/ÍOnument Butte Fed. 4-35-8-16
Put on Production: 8/11/1982
Put on Injection: 2/05/89 Initial Production: 191 BOPD,

Injection Wellbore NM MCFD, 2 BWPDGL: 5565' KB: 5577'
Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 7/27/82 5328'-5348' Frac zone as follows:
GRADE: J-55 84,500#20/40 sand in 845 bbls gelled frac

fluid. Treated @avg press of2100 psi wlavg
WEIGHT: 24# rate of30 BPM. ISIP 2000 psi. Calc flush:
LENGTH: 6 jts. 5328 gaL Actual flush: 5328 gal.

DEPTH LANDED: 236' KB 8/01/82 4992'-5026' Frac zone as follows:
104,000#20/40 sand in 1142 bbis gelled frac

HOLE SIZE:12-1/4" fluid. Treated @avg press of2000 psi w/avg

CEMENT DATA: Cement to surface. rate of30 BPM. ISIP 2500 psi. Calc flush:
4992 gal. Actual flush: 4992 gal.

2/14/85 4519'-4535' Frac zone as follows:
46,800#20/40 sand in 488 bbis gelled frac
fluid. Treated @avg press of2800 psi w/avg
rate of30 BPM. ISIP 2830 psi. Cale flush;
4519 gal. Actual flush: 3450 gal.

PRODUCTION CASING 2/2/89 Converttoinjector.

CSG SIZE: 5-1/2" 6/18/08 5 Year MIT completed and submitted.

GRADE: J-55

WEIGHT: 17#

LENGTH: 141 jts.
DEPTH LANDED: 5643' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 265 sxs Lite & 280 sxs 50/50 POZ.

CEMENT TOP AT: ? per CBL

TUBlNG
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 140 jts
SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4412' KB

PACKER AT: 4413' KB

TOTAL STRING LENGTH EOT @4420' KB

PERFORATION RECORD

Packer @6092' 7/25/82 5328'-5348' 1 JSPF 20 holes
7/31/82 5005'-5026' 1 JSPF 21 holes
7/31/82 4992'-5005' 1 JSPF 14 holes

4519'-4535, 2/14/85 4519'-4535' 4 JSPF 64 holes
2/02/89 4992'-5026' 3 JSPF 102 holes
2/02/89 4980'-4992' 4 JSPF 48 holes

4980'-5026'

5328'-5348'

NEWFIELD PBTD @6322'

. . . .

TD @6397'

Monument Butte Fed. 4-35
1836' FSL & l883' FWL
NESW Section 35-T8S-R17E
Duchesne Co, Utah
API #43-013-30605; Lease #U-16535

CR

SpudDate:6/18/1982 À/ÍOnument Butte Fed. 4-35-8-16
Put on Production: 8/11/1982
Put on Injection: 2/05/89 Initial Production: 191 BOPD,

Injection Wellbore NM MCFD, 2 BWPDGL: 5565' KB: 5577'
Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 7/27/82 5328'-5348' Frac zone as follows:
GRADE: J-55 84,500#20/40 sand in 845 bbls gelled frac

fluid. Treated @avg press of2100 psi wlavg
WEIGHT: 24# rate of30 BPM. ISIP 2000 psi. Calc flush:
LENGTH: 6 jts. 5328 gaL Actual flush: 5328 gal.

DEPTH LANDED: 236' KB 8/01/82 4992'-5026' Frac zone as follows:
104,000#20/40 sand in 1142 bbis gelled frac

HOLE SIZE:12-1/4" fluid. Treated @avg press of2000 psi w/avg

CEMENT DATA: Cement to surface. rate of30 BPM. ISIP 2500 psi. Calc flush:
4992 gal. Actual flush: 4992 gal.

2/14/85 4519'-4535' Frac zone as follows:
46,800#20/40 sand in 488 bbis gelled frac
fluid. Treated @avg press of2800 psi w/avg
rate of30 BPM. ISIP 2830 psi. Cale flush;
4519 gal. Actual flush: 3450 gal.

PRODUCTION CASING 2/2/89 Converttoinjector.

CSG SIZE: 5-1/2" 6/18/08 5 Year MIT completed and submitted.

GRADE: J-55

WEIGHT: 17#

LENGTH: 141 jts.
DEPTH LANDED: 5643' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 265 sxs Lite & 280 sxs 50/50 POZ.

CEMENT TOP AT: ? per CBL

TUBlNG
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 140 jts
SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4412' KB

PACKER AT: 4413' KB

TOTAL STRING LENGTH EOT @4420' KB

PERFORATION RECORD

Packer @6092' 7/25/82 5328'-5348' 1 JSPF 20 holes
7/31/82 5005'-5026' 1 JSPF 21 holes
7/31/82 4992'-5005' 1 JSPF 14 holes

4519'-4535, 2/14/85 4519'-4535' 4 JSPF 64 holes
2/02/89 4992'-5026' 3 JSPF 102 holes
2/02/89 4980'-4992' 4 JSPF 48 holes

4980'-5026'

5328'-5348'

NEWFIELD PBTD @6322'

. . . .

TD @6397'

Monument Butte Fed. 4-35
1836' FSL & l883' FWL
NESW Section 35-T8S-R17E
Duchesne Co, Utah
API #43-013-30605; Lease #U-16535

CR



Monument Butte Fed. #10-35-8-16
Spud Date: 8/29/1983 Initial Production: 161 BOPD,
Put on Production: 10/4/1983 Injectio i Wellbore NM MCFD, NM BWPD
GL: 5534' KB: 5545' Di:) Jam

FRAC JOB

9/28/83 4959'-4992' Frac D-1 zone as follows:
SURFACE CASING

164,000#20/40 sand in 1166bbls fluid
CSG SIZE: 8-5/8,, Treated @avg press of2100 psi w/avg

rate of31 BPM. ISIP 2400 psi.GRADE:1-55 Ì
/ 2/06/91 5270'-5311' Frac B-2 zone as follows:

WEIGHT: 24# -

51,221#20/40 sand in 1023bbIs fluid.
DEPTH LANDED: 298' Treated @avg press of 3800 psi w/avg
HOLE SIZE:12-l/4" rate of 17 BPM. ISIP 1800 psi.

CEMENT DATA: 210 sxs Class "G" cmt. to surface. 1/16/02 Pump change. Update rod and tubing details.

6/30/03 Pump change. Update rod and tubing details.

1/6/04 Zone Clean Up. Update rod and tubing detail.

2/13/04 Pump Change. Update tubing details.

6/16/08 Well converted to an injection well.
PRODUCTION CASING 6/27/08 MIT completed and submitted.
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

DEPTH LANDED: 5739'

HOLE SIZE: 7-7/8"

CEMENT DATA: 150 sxs Hifill & 350 sxs Thixotropic.

CEMENT TOP AT: 1488' per CBL

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 151 Jts(4887.33')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4898.33' KB

TOTAL STRING LENGTH: EOT @4906.78'

Packer @4903'

EOT @4907'

PERFORATION RECORD

9/28/83 4959'-4992' 4 JSPF 132 holes
2/06/91 5270'-5276' 4 JSPF 24 holes
2/06/91 5297'-5311' 4 JSPF 56 holes

4959'-4992'

5270'-5276'

5297'-5311'

NEWFIELD Top of fill @5386'

PBTD @5696'

Monument Butte Fed. #10-35-8-16 \
SHOE@5739'

1825' FSL & 2137' FEL TD @5750'

NW/SE Section 35-T8S-Rl6E

Duchesne Co, Utah

API #43-013-30801; Lease #UTU-16535

CR

Monument Butte Fed. #10-35-8-16
Spud Date: 8/29/1983 Initial Production: 161 BOPD,
Put on Production: 10/4/1983 Injectio i Wellbore NM MCFD, NM BWPD
GL: 5534' KB: 5545' Di:) Jam

FRAC JOB

9/28/83 4959'-4992' Frac D-1 zone as follows:
SURFACE CASING

164,000#20/40 sand in 1166bbls fluid
CSG SIZE: 8-5/8,, Treated @avg press of2100 psi w/avg

rate of31 BPM. ISIP 2400 psi.GRADE:1-55 Ì
/ 2/06/91 5270'-5311' Frac B-2 zone as follows:

WEIGHT: 24# -

51,221#20/40 sand in 1023bbIs fluid.
DEPTH LANDED: 298' Treated @avg press of 3800 psi w/avg
HOLE SIZE:12-l/4" rate of 17 BPM. ISIP 1800 psi.

CEMENT DATA: 210 sxs Class "G" cmt. to surface. 1/16/02 Pump change. Update rod and tubing details.

6/30/03 Pump change. Update rod and tubing details.

1/6/04 Zone Clean Up. Update rod and tubing detail.

2/13/04 Pump Change. Update tubing details.

6/16/08 Well converted to an injection well.
PRODUCTION CASING 6/27/08 MIT completed and submitted.
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

DEPTH LANDED: 5739'

HOLE SIZE: 7-7/8"

CEMENT DATA: 150 sxs Hifill & 350 sxs Thixotropic.

CEMENT TOP AT: 1488' per CBL

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 151 Jts(4887.33')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4898.33' KB

TOTAL STRING LENGTH: EOT @4906.78'

Packer @4903'

EOT @4907'

PERFORATION RECORD

9/28/83 4959'-4992' 4 JSPF 132 holes
2/06/91 5270'-5276' 4 JSPF 24 holes
2/06/91 5297'-5311' 4 JSPF 56 holes

4959'-4992'

5270'-5276'

5297'-5311'

NEWFIELD Top of fill @5386'

PBTD @5696'

Monument Butte Fed. #10-35-8-16 \
SHOE@5739'

1825' FSL & 2137' FEL TD @5750'

NW/SE Section 35-T8S-Rl6E

Duchesne Co, Utah

API #43-013-30801; Lease #UTU-16535

CR

Monument Butte Fed. #10-35-8-16
Spud Date: 8/29/1983 Initial Production: 161 BOPD,
Put on Production: 10/4/1983 Injectio i Wellbore NM MCFD, NM BWPD
GL: 5534' KB: 5545' Di:) Jam

FRAC JOB

9/28/83 4959'-4992' Frac D-1 zone as follows:
SURFACE CASING

164,000#20/40 sand in 1166bbls fluid
CSG SIZE: 8-5/8,, Treated @avg press of2100 psi w/avg

rate of31 BPM. ISIP 2400 psi.GRADE:1-55 Ì
/ 2/06/91 5270'-5311' Frac B-2 zone as follows:

WEIGHT: 24# -

51,221#20/40 sand in 1023bbIs fluid.
DEPTH LANDED: 298' Treated @avg press of 3800 psi w/avg
HOLE SIZE:12-l/4" rate of 17 BPM. ISIP 1800 psi.

CEMENT DATA: 210 sxs Class "G" cmt. to surface. 1/16/02 Pump change. Update rod and tubing details.

6/30/03 Pump change. Update rod and tubing details.

1/6/04 Zone Clean Up. Update rod and tubing detail.

2/13/04 Pump Change. Update tubing details.

6/16/08 Well converted to an injection well.
PRODUCTION CASING 6/27/08 MIT completed and submitted.
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

DEPTH LANDED: 5739'

HOLE SIZE: 7-7/8"

CEMENT DATA: 150 sxs Hifill & 350 sxs Thixotropic.

CEMENT TOP AT: 1488' per CBL

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 151 Jts(4887.33')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4898.33' KB

TOTAL STRING LENGTH: EOT @4906.78'

Packer @4903'

EOT @4907'

PERFORATION RECORD

9/28/83 4959'-4992' 4 JSPF 132 holes
2/06/91 5270'-5276' 4 JSPF 24 holes
2/06/91 5297'-5311' 4 JSPF 56 holes

4959'-4992'

5270'-5276'

5297'-5311'

NEWFIELD Top of fill @5386'

PBTD @5696'

Monument Butte Fed. #10-35-8-16 \
SHOE@5739'

1825' FSL & 2137' FEL TD @5750'

NW/SE Section 35-T8S-Rl6E

Duchesne Co, Utah

API #43-013-30801; Lease #UTU-16535

CR

Monument Butte Fed. #10-35-8-16
Spud Date: 8/29/1983 Initial Production: 161 BOPD,
Put on Production: 10/4/1983 Injectio i Wellbore NM MCFD, NM BWPD
GL: 5534' KB: 5545' Di:) Jam

FRAC JOB

9/28/83 4959'-4992' Frac D-1 zone as follows:
SURFACE CASING

164,000#20/40 sand in 1166bbls fluid
CSG SIZE: 8-5/8,, Treated @avg press of2100 psi w/avg

rate of31 BPM. ISIP 2400 psi.GRADE:1-55 Ì
/ 2/06/91 5270'-5311' Frac B-2 zone as follows:

WEIGHT: 24# -

51,221#20/40 sand in 1023bbIs fluid.
DEPTH LANDED: 298' Treated @avg press of 3800 psi w/avg
HOLE SIZE:12-l/4" rate of 17 BPM. ISIP 1800 psi.

CEMENT DATA: 210 sxs Class "G" cmt. to surface. 1/16/02 Pump change. Update rod and tubing details.

6/30/03 Pump change. Update rod and tubing details.

1/6/04 Zone Clean Up. Update rod and tubing detail.

2/13/04 Pump Change. Update tubing details.

6/16/08 Well converted to an injection well.
PRODUCTION CASING 6/27/08 MIT completed and submitted.
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

DEPTH LANDED: 5739'

HOLE SIZE: 7-7/8"

CEMENT DATA: 150 sxs Hifill & 350 sxs Thixotropic.

CEMENT TOP AT: 1488' per CBL

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 151 Jts(4887.33')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4898.33' KB

TOTAL STRING LENGTH: EOT @4906.78'

Packer @4903'

EOT @4907'

PERFORATION RECORD

9/28/83 4959'-4992' 4 JSPF 132 holes
2/06/91 5270'-5276' 4 JSPF 24 holes
2/06/91 5297'-5311' 4 JSPF 56 holes

4959'-4992'

5270'-5276'

5297'-5311'

NEWFIELD Top of fill @5386'

PBTD @5696'

Monument Butte Fed. #10-35-8-16 \
SHOE@5739'

1825' FSL & 2137' FEL TD @5750'

NW/SE Section 35-T8S-Rl6E

Duchesne Co, Utah

API #43-013-30801; Lease #UTU-16535

CR



SpudDate:3/28/84 Monument Butte Fed. #13-35
Put on Production: 5/08/84
Put on Injection: 1/13/89 Initial Production: 64 BOPD,
GL: 5586' KB: 5602, Injection 119 MCFG, NM BWPD

Wellbore Diagram
SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 5/14/84 4966'-4982' Frac Dl sandas follows:
GRADE: J-SS 80,900#20/40 sand in 620 bbIs. of gelled

water. Avg. treating pressure 1800 psi @30
WEIGHT: 24# BPM. ISIP- 1690 psi. Flush to top perf.
LENGTH: 7 jts 271' KB

HOLE SIZE:12-1/4"

CEMENT DATA: 210 sxs Class "G" cmt, cmt to surface.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT:17#

LENGTH: 133 jts 5539.92'

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sxs Gypseal & 150 sxs Lodense.

CEMENT TOP AT: 2650' per CBL

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 151jts (4888')

2 7/8" x 2 3/8" CROSS-OVER

ARROWSET PACKER: 4905' KB

TOTAL STRING LENGTH: EOT @4912' KB

PERFORATION RECORD

4/14/84 4966'-4970' 2 SPF 08 holes

4/14/84 4974'-4982' 2 SPF 16 holes

1/31/98 4964'-4984' 2 SPF 40 holes

Packer @4912'

2 y y 2 4964'-4984'

5026'-5030'

5130'-5142'

5420'-5426'

EOT @4912'
NEWFIELD PBTD @5495'

TD @6400'

Monument Butte Fed. #13-35
592' FWL & 640' FSL
SW SW Section 35-T8S-Rl6E
Duchesne Co, Utah
API #43-013-30745; Lease #ML-16535

BDH l

SpudDate:3/28/84 Monument Butte Fed. #13-35
Put on Production: 5/08/84
Put on Injection: 1/13/89 Initial Production: 64 BOPD,

GL: 5586' KB: 5602, Injection 119 MCFG, NM BWPD

Wellbore Diagram
SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 5/14/84 4966'-4982' Frac Dl sandas follows:
GRADE: J-SS 80,900#20/40 sand in 620 bbIs. of gelled

water. Avg. treating pressure 1800 psi @30
WEIGHT: 24# BPM. ISIP- 1690 psi. Flush to top perf.
LENGTH: 7 jts 271' KB

HOLE SIZE:12-1/4"

CEMENT DATA: 210 sxs Class "G" cmt, cmt to surface.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT:17#

LENGTH: 133 jts 5539.92'

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sxs Gypseal & 150 sxs Lodense.

CEMENT TOP AT: 2650' per CBL

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 151jts (4888')

2 7/8" x 2 3/8" CROSS-OVER

ARROWSET PACKER: 4905' KB

TOTAL STRING LENGTH: EOT @4912' KB

PERFORATION RECORD

4/14/84 4966'-4970' 2 SPF 08 holes

4/14/84 4974'-4982' 2 SPF 16 holes

1/31/98 4964'-4984' 2 SPF 40 holes

Packer @4912'

2 y y 2 4964'-4984'

5026'-5030'

5130'-5142'

5420'-5426'

EOT @4912'
NEWFIELD PBTD @5495'

TD @6400'

Monument Butte Fed. #13-35
592' FWL & 640' FSL
SW SW Section 35-T8S-Rl6E
Duchesne Co, Utah
API #43-013-30745; Lease #ML-16535

BDH l

SpudDate:3/28/84 Monument Butte Fed. #13-35
Put on Production: 5/08/84
Put on Injection: 1/13/89 Initial Production: 64 BOPD,

GL: 5586' KB: 5602, Injection 119 MCFG, NM BWPD

Wellbore Diagram
SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 5/14/84 4966'-4982' Frac Dl sandas follows:
GRADE: J-SS 80,900#20/40 sand in 620 bbIs. of gelled

water. Avg. treating pressure 1800 psi @30
WEIGHT: 24# BPM. ISIP- 1690 psi. Flush to top perf.
LENGTH: 7 jts 271' KB

HOLE SIZE:12-1/4"

CEMENT DATA: 210 sxs Class "G" cmt, cmt to surface.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT:17#

LENGTH: 133 jts 5539.92'

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sxs Gypseal & 150 sxs Lodense.

CEMENT TOP AT: 2650' per CBL

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 151jts (4888')

2 7/8" x 2 3/8" CROSS-OVER

ARROWSET PACKER: 4905' KB

TOTAL STRING LENGTH: EOT @4912' KB

PERFORATION RECORD

4/14/84 4966'-4970' 2 SPF 08 holes

4/14/84 4974'-4982' 2 SPF 16 holes

1/31/98 4964'-4984' 2 SPF 40 holes

Packer @4912'

2 y y 2 4964'-4984'

5026'-5030'

5130'-5142'

5420'-5426'

EOT @4912'
NEWFIELD PBTD @5495'

TD @6400'

Monument Butte Fed. #13-35
592' FWL & 640' FSL
SW SW Section 35-T8S-Rl6E
Duchesne Co, Utah
API #43-013-30745; Lease #ML-16535

BDH l

SpudDate:3/28/84 Monument Butte Fed. #13-35
Put on Production: 5/08/84
Put on Injection: 1/13/89 Initial Production: 64 BOPD,

GL: 5586' KB: 5602, Injection 119 MCFG, NM BWPD

Wellbore Diagram
SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 5/14/84 4966'-4982' Frac Dl sandas follows:
GRADE: J-SS 80,900#20/40 sand in 620 bbIs. of gelled

water. Avg. treating pressure 1800 psi @30
WEIGHT: 24# BPM. ISIP- 1690 psi. Flush to top perf.
LENGTH: 7 jts 271' KB

HOLE SIZE:12-1/4"

CEMENT DATA: 210 sxs Class "G" cmt, cmt to surface.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT:17#

LENGTH: 133 jts 5539.92'

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sxs Gypseal & 150 sxs Lodense.

CEMENT TOP AT: 2650' per CBL

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 151jts (4888')

2 7/8" x 2 3/8" CROSS-OVER

ARROWSET PACKER: 4905' KB

TOTAL STRING LENGTH: EOT @4912' KB

PERFORATION RECORD

4/14/84 4966'-4970' 2 SPF 08 holes

4/14/84 4974'-4982' 2 SPF 16 holes

1/31/98 4964'-4984' 2 SPF 40 holes

Packer @4912'

2 y y 2 4964'-4984'

5026'-5030'

5130'-5142'

5420'-5426'

EOT @4912'
NEWFIELD PBTD @5495'

TD @6400'

Monument Butte Fed. #13-35
592' FWL & 640' FSL
SW SW Section 35-T8S-Rl6E
Duchesne Co, Utah
API #43-013-30745; Lease #ML-16535

BDH l



Monument Butte Q-35-8-16
Spud Date: 5-18-08 Initial Production: BOPD,Put on Production: 6-23-08 Wellbore Diagram MCFD, BWPD
GL: 5591' KB: 5603'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 6-17-08 5938-5950' Frac CP.5 sds as follows:
GRADE: J-55 19,945#20/40 sand in 339 bbis of Lightning 17 fluid. Treated w/ ave

Cement top @190' pressure of2264 psi @ave rate of23.3 BPM. ISIP 1981 psi. Actual flush:WEIGHT: 24# - 5418 gals.
LENGTH: 7jts 6-17-08 5558-5584' Frac Al sds as follows:
DEPTH LANDED: 312.15, 160,780# 20/40 sand in 1113 bbis of Lightning 17 fluid. Treated w/ ave

pressure of l421 psi @ave rate of26.2 BPM. ISIP 2010 psi. Actual flush:HOLE SIZE:12-1/4" 5040 gals.
CEMENT DATA: To surface with 160 sx Class 'g' cmt

6-17-08 5060-5084' Frac D1 sds as follows:
40,231# 20/40 sand in 412 bbis of Lightning 17 fluid. Treated w/ ave

- - pressure of 1962 psi @ave rate of23.3 BPM. ISIP 2408 psi. Actual flush:
4540 gals.

6-17-08 4592-4604' Frac GB6 sds as follows:
46,614# 20/40 sand in 434 bbis of Lightning 17 fluid. Treated w/ ave

PRODUCTION CASING pressure of2016 psi @ave rate of23.2 BPM. ISIP 2278 psi. Actual flush:
CSG SIZE: 5-1/2" 4498 gals.

GRADE: J-55

WEIGHT: 15.5#

LENGTH:147jts

DEPTH LANDED: 6515'

HOLE SIZE: 7-7/8"

CEMENT DATA: 350 sx Premlite II and 450 sx 50/50 Poz

CEMENT TOP AT: 190'

TUBING

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 188 jts
TUBING ANCHOR: 5920.84'kb

NO. OF JOINTS: ljt (31.30')

SEATING NIPPLE: 1.10'

SN LANDED AT: 5594.94'

NO. OF JOINTS: 2jts (62.92')
TOTAL STRING LENGTH: EOT @6019.41'

PERFORATION RECORDSUCKER RODS
4592-4604' 4592-4604' 4 JSPF 48 holes

5060-5084' 4 JSPF 96 holesPOLISHED ROD: 1-1/2" x 26'
5558-5584' 4 JSPF 104 holes

SUCKER RODS: 1-2', 6'x7/8" pony rods, 233-7/8" guided rods (Sper), 4-1 ½" 5938-5950' 4 JSPF 48 holesweight bars.

PUMP SIZE: 1-1/2" x 2 1/2"x 16 x 20' RHAC rod pump 5060-5084'

STROKE LENGTH: 5558-5584'
PUMP SPEED, SPM: 5

Anchor@ 5921'

i 5938-5950'

SN @5595' I

EOT @6019'

NEWFIELD
PBTD@648T

Monument Butte Q-35-8-16
TD @6541'

1821' FSL & 764' FWL

NE/SW Section 35-T8S-R16E

Duchesne Co, Utah

API # 43-013-33752; Lease #

Monument Butte Q-35-8-16
Spud Date: 5-18-08 Initial Production: BOPD,Put on Production: 6-23-08 Wellbore Diagram MCFD, BWPD
GL: 5591' KB: 5603'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 6-17-08 5938-5950' Frac CP.5 sds as follows:
GRADE: J-55 19,945#20/40 sand in 339 bbis of Lightning 17 fluid. Treated w/ ave

Cement top @190' pressure of2264 psi @ave rate of23.3 BPM. ISIP 1981 psi. Actual flush:WEIGHT: 24# - 5418 gals.
LENGTH: 7jts 6-17-08 5558-5584' Frac Al sds as follows:
DEPTH LANDED: 312.15, 160,780# 20/40 sand in 1113 bbis of Lightning 17 fluid. Treated w/ ave

pressure of l421 psi @ave rate of26.2 BPM. ISIP 2010 psi. Actual flush:HOLE SIZE:12-1/4" 5040 gals.
CEMENT DATA: To surface with 160 sx Class 'g' cmt

6-17-08 5060-5084' Frac D1 sds as follows:
40,231# 20/40 sand in 412 bbis of Lightning 17 fluid. Treated w/ ave

- - pressure of 1962 psi @ave rate of23.3 BPM. ISIP 2408 psi. Actual flush:
4540 gals.

6-17-08 4592-4604' Frac GB6 sds as follows:
46,614# 20/40 sand in 434 bbis of Lightning 17 fluid. Treated w/ ave

PRODUCTION CASING pressure of2016 psi @ave rate of23.2 BPM. ISIP 2278 psi. Actual flush:
CSG SIZE: 5-1/2" 4498 gals.

GRADE: J-55

WEIGHT: 15.5#

LENGTH:147jts

DEPTH LANDED: 6515'

HOLE SIZE: 7-7/8"

CEMENT DATA: 350 sx Premlite II and 450 sx 50/50 Poz

CEMENT TOP AT: 190'

TUBING

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 188 jts
TUBING ANCHOR: 5920.84'kb

NO. OF JOINTS: ljt (31.30')

SEATING NIPPLE: 1.10'

SN LANDED AT: 5594.94'

NO. OF JOINTS: 2jts (62.92')
TOTAL STRING LENGTH: EOT @6019.41'

PERFORATION RECORDSUCKER RODS
4592-4604' 4592-4604' 4 JSPF 48 holes

5060-5084' 4 JSPF 96 holesPOLISHED ROD: 1-1/2" x 26'
5558-5584' 4 JSPF 104 holes

SUCKER RODS: 1-2', 6'x7/8" pony rods, 233-7/8" guided rods (Sper), 4-1 ½" 5938-5950' 4 JSPF 48 holesweight bars.

PUMP SIZE: 1-1/2" x 2 1/2"x 16 x 20' RHAC rod pump 5060-5084'

STROKE LENGTH: 5558-5584'
PUMP SPEED, SPM: 5

Anchor@ 5921'

i 5938-5950'

SN @5595' I

EOT @6019'

NEWFIELD
PBTD@648T

Monument Butte Q-35-8-16
TD @6541'

1821' FSL & 764' FWL

NE/SW Section 35-T8S-R16E

Duchesne Co, Utah

API # 43-013-33752; Lease #

Monument Butte Q-35-8-16
Spud Date: 5-18-08 Initial Production: BOPD,Put on Production: 6-23-08 Wellbore Diagram MCFD, BWPD
GL: 5591' KB: 5603'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 6-17-08 5938-5950' Frac CP.5 sds as follows:
GRADE: J-55 19,945#20/40 sand in 339 bbis of Lightning 17 fluid. Treated w/ ave

Cement top @190' pressure of2264 psi @ave rate of23.3 BPM. ISIP 1981 psi. Actual flush:WEIGHT: 24# - 5418 gals.
LENGTH: 7jts 6-17-08 5558-5584' Frac Al sds as follows:
DEPTH LANDED: 312.15, 160,780# 20/40 sand in 1113 bbis of Lightning 17 fluid. Treated w/ ave

pressure of l421 psi @ave rate of26.2 BPM. ISIP 2010 psi. Actual flush:HOLE SIZE:12-1/4" 5040 gals.
CEMENT DATA: To surface with 160 sx Class 'g' cmt

6-17-08 5060-5084' Frac D1 sds as follows:
40,231# 20/40 sand in 412 bbis of Lightning 17 fluid. Treated w/ ave

- - pressure of 1962 psi @ave rate of23.3 BPM. ISIP 2408 psi. Actual flush:
4540 gals.

6-17-08 4592-4604' Frac GB6 sds as follows:
46,614# 20/40 sand in 434 bbis of Lightning 17 fluid. Treated w/ ave

PRODUCTION CASING pressure of2016 psi @ave rate of23.2 BPM. ISIP 2278 psi. Actual flush:
CSG SIZE: 5-1/2" 4498 gals.

GRADE: J-55

WEIGHT: 15.5#

LENGTH:147jts

DEPTH LANDED: 6515'

HOLE SIZE: 7-7/8"

CEMENT DATA: 350 sx Premlite II and 450 sx 50/50 Poz

CEMENT TOP AT: 190'

TUBING

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 188 jts
TUBING ANCHOR: 5920.84'kb

NO. OF JOINTS: ljt (31.30')

SEATING NIPPLE: 1.10'

SN LANDED AT: 5594.94'

NO. OF JOINTS: 2jts (62.92')
TOTAL STRING LENGTH: EOT @6019.41'

PERFORATION RECORDSUCKER RODS
4592-4604' 4592-4604' 4 JSPF 48 holes

5060-5084' 4 JSPF 96 holesPOLISHED ROD: 1-1/2" x 26'
5558-5584' 4 JSPF 104 holes

SUCKER RODS: 1-2', 6'x7/8" pony rods, 233-7/8" guided rods (Sper), 4-1 ½" 5938-5950' 4 JSPF 48 holesweight bars.

PUMP SIZE: 1-1/2" x 2 1/2"x 16 x 20' RHAC rod pump 5060-5084'

STROKE LENGTH: 5558-5584'
PUMP SPEED, SPM: 5

Anchor@ 5921'

i 5938-5950'

SN @5595' I

EOT @6019'

NEWFIELD
PBTD@648T

Monument Butte Q-35-8-16
TD @6541'

1821' FSL & 764' FWL

NE/SW Section 35-T8S-R16E

Duchesne Co, Utah

API # 43-013-33752; Lease #



Monument Butte Fed. #14-35-8-16
Spud Date: 10/26/83 Initial Production: 43 BOPD,
Put on Production: 3/27/84 Wellbore Diagram

70 MCFD, 0 BWPDGL: 5524' KB: 5537'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 11/10/83 5408'-5429' Frac Al sand as follows:
GRADE: J-55 146,440#20/40 sand in 980 bbis frac

fluid. Treated @avg press of2500 psi
WEIGHT: 24# w/avg rate of41.5 BPM. ISIP 1820 psi.
DEPTH LANDED: 292, Calc. flush: 5408 gal., Actual flush:

5400 gal. 3/24/84
HOLE SIZE:12-1/4" 4914'-4940' Frac DI sand as follows:
CEMENT DATA: 210 sxs Class "G" cmt. 83,500#20/40 sand in 619 bbis frac

fluid. Treated @avg press of2100 psi
w/avg rate of30 BPM, ISIP 1900psi.

/ \ Calc. flush: 4914 gal., Actual flush:
4800 gal. 8/28/90

- 5251'-5286' Frac B2 sand as follows:
13,000#20/40 sand + 17,000# 16/30
sand in 642 bbls frac fluid. Treated @
avg press of3350 psi, ISIP 1710 psi.
Calc. flush: 1336 gal., Actual flush:

PRODUCTION CASING 1335 gal. 8/30/90
CSG SIZE: 5-1/2,, 5088'-5100' Frac C-sd as follows:

34,000#20/40 sand in 680 bb1sfrac fluid.
GRADE: J-55 Treated @avg press of3450 psi, ISIP
WEIGHT: 17# 2220 psi. Calc. flush: 1284 gal., Actual

flush: 1281 gal.
DEPTH LANDED: 5771' 8/31/90 4914'-4989' Frac DI & D2 as follows:

24,000#20/40 sand + 45,000# 16/30HOLE SIZE: 7-7/8"
sand in 497 bb1sfrac fluid. Treated @

CEMENT DATA: Ž50sxs Lodense & 275 sxs Thixotropic, avg press of3400 psi, ISIP 2000 psi.
CEMENT TOP AT: 1510' per CBL Calc flalsh: 1235 gal., Actual flus

/24/01
4436'-4454' Frac GB-6 sand as follows:

101,440# 20/40 sand in 426 bbis Viking
1-25fluid. Treated @avg press of2560
psi w/avg rate of 32 BPM. ISIP 2530 psi.

TUBING Calc. flush: 4436 gal., Actual flush:

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#
4326 gal.

NO. OF JOINTS: 163 jts (5360.83')
05/29/08 pump change. Updated tubing and rod detail

TUBING ANCHOR: 5373.83'

NO. OF JOINTS: 2 jts (61.56')

SEATING NIPPLE: 2-7/8" (L 10')

SN LANDED AT: 5438.63' KB

NO. OF JO1NTS: 1 jts (30.97')

TOTAL STRING LENGTH: EOT @5471.15' w/ 13' KB

: 4436'-4454'

4914'-4924' PERFORATION RECORDSUCKER RODS
4935'-4940' 11/09/83 5419'-5429' 1 SPF 10 holes

POLISHED ROD: 1-1/2" x 22' polished rod 11/09/83 5408'-5414' I SPF 06 holes

SUCKER RODS:2-3/4x2-'l-3/4x8' pony rods, 101-3/4" scrapered rods, 91-
¯ | 4982'-4989' 3/21/84 4935'-4940' 1 SPF 11 holes

3/4" plain rods, 20-3/4" scrapered rods, 4-1 ½" weight rods 3/21/84 4914'-4924' I SPF 06 holes

PUMP SIZE: CDI 2-1/2" x 1-1/2" x 15 1/2' RHAC pump 5088'-5100' 8/25/90 5278'-5286' 4 SPF 32 holes
8/25/90 5251'-5260' 4 SPF 36 holesSTROKE LENGTH: 72" : 5251'-5260' 8/25/90 5088'-5100' 4 SPF 48 holes

PUMP SPEED, SPM: 4 SPM 8/25/90 4982'-4989' 4 SPF 28 holes
LOGS: DIGL/SP/GR/CAL : 5278'-5286'

8/25/90 4935'-4940' 4 SPF 20 holes
8/25/90 4914'-4924' 4 SPF 40 holesAnchor @5373'
5/25/01 4436'-4454' 4 SPF 72 holes

5408'-5414'

I
5419'-5429'

SN @5438'
NEWFIELD EOT@5471'

/ \ P
5@ 26'

Monument Butte Fed. #14-35-8-16 To @5800'

511' FSL & 2134' FWL
SESW Section 35-T8S-Rl6E
Duchesne Co, Utah
API #43-013-30812; Lease #U-16535

EL

Monument Butte Fed. #14-35-8-16
Spud Date: 10/26/83 Initial Production: 43 BOPD,
Put on Production: 3/27/84 Wellbore Diagram

70 MCFD, 0 BWPDGL: 5524' KB: 5537'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 11/10/83 5408'-5429' Frac Al sand as follows:
GRADE: J-55 146,440#20/40 sand in 980 bbis frac

fluid. Treated @avg press of2500 psi
WEIGHT: 24# w/avg rate of41.5 BPM. ISIP 1820 psi.
DEPTH LANDED: 292, Calc. flush: 5408 gal., Actual flush:

5400 gal. 3/24/84
HOLE SIZE:12-1/4" 4914'-4940' Frac DI sand as follows:
CEMENT DATA: 210 sxs Class "G" cmt. 83,500#20/40 sand in 619 bbis frac

fluid. Treated @avg press of2100 psi
w/avg rate of30 BPM, ISIP 1900psi.

/ \ Calc. flush: 4914 gal., Actual flush:
4800 gal. 8/28/90

- 5251'-5286' Frac B2 sand as follows:
13,000#20/40 sand + 17,000# 16/30
sand in 642 bbls frac fluid. Treated @
avg press of3350 psi, ISIP 1710 psi.
Calc. flush: 1336 gal., Actual flush:

PRODUCTION CASING 1335 gal. 8/30/90
CSG SIZE: 5-1/2,, 5088'-5100' Frac C-sd as follows:

34,000#20/40 sand in 680 bb1sfrac fluid.
GRADE: J-55 Treated @avg press of3450 psi, ISIP
WEIGHT: 17# 2220 psi. Calc. flush: 1284 gal., Actual

flush: 1281 gal.
DEPTH LANDED: 5771' 8/31/90 4914'-4989' Frac DI & D2 as follows:

24,000#20/40 sand + 45,000# 16/30HOLE SIZE: 7-7/8"
sand in 497 bb1sfrac fluid. Treated @

CEMENT DATA: Ž50sxs Lodense & 275 sxs Thixotropic, avg press of3400 psi, ISIP 2000 psi.
CEMENT TOP AT: 1510' per CBL Calc flalsh: 1235 gal., Actual flus

/24/01
4436'-4454' Frac GB-6 sand as follows:

101,440# 20/40 sand in 426 bbis Viking
1-25fluid. Treated @avg press of2560
psi w/avg rate of 32 BPM. ISIP 2530 psi.

TUBING Calc. flush: 4436 gal., Actual flush:

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#
4326 gal.

NO. OF JOINTS: 163 jts (5360.83')
05/29/08 pump change. Updated tubing and rod detail

TUBING ANCHOR: 5373.83'

NO. OF JOINTS: 2 jts (61.56')

SEATING NIPPLE: 2-7/8" (L 10')

SN LANDED AT: 5438.63' KB

NO. OF JO1NTS: 1 jts (30.97')

TOTAL STRING LENGTH: EOT @5471.15' w/ 13' KB

: 4436'-4454'

4914'-4924' PERFORATION RECORDSUCKER RODS
4935'-4940' 11/09/83 5419'-5429' 1 SPF 10 holes

POLISHED ROD: 1-1/2" x 22' polished rod 11/09/83 5408'-5414' I SPF 06 holes

SUCKER RODS:2-3/4x2-'l-3/4x8' pony rods, 101-3/4" scrapered rods, 91-
¯ | 4982'-4989' 3/21/84 4935'-4940' 1 SPF 11 holes

3/4" plain rods, 20-3/4" scrapered rods, 4-1 ½" weight rods 3/21/84 4914'-4924' I SPF 06 holes

PUMP SIZE: CDI 2-1/2" x 1-1/2" x 15 1/2' RHAC pump 5088'-5100' 8/25/90 5278'-5286' 4 SPF 32 holes
8/25/90 5251'-5260' 4 SPF 36 holesSTROKE LENGTH: 72" : 5251'-5260' 8/25/90 5088'-5100' 4 SPF 48 holes

PUMP SPEED, SPM: 4 SPM 8/25/90 4982'-4989' 4 SPF 28 holes
LOGS: DIGL/SP/GR/CAL : 5278'-5286'

8/25/90 4935'-4940' 4 SPF 20 holes
8/25/90 4914'-4924' 4 SPF 40 holesAnchor @5373'
5/25/01 4436'-4454' 4 SPF 72 holes

5408'-5414'

I
5419'-5429'

SN @5438'
NEWFIELD EOT@5471'

/ \ P
5@ 26'

Monument Butte Fed. #14-35-8-16 To @5800'

511' FSL & 2134' FWL
SESW Section 35-T8S-Rl6E
Duchesne Co, Utah
API #43-013-30812; Lease #U-16535

EL

Monument Butte Fed. #14-35-8-16
Spud Date: 10/26/83 Initial Production: 43 BOPD,
Put on Production: 3/27/84 Wellbore Diagram

70 MCFD, 0 BWPDGL: 5524' KB: 5537'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 11/10/83 5408'-5429' Frac Al sand as follows:
GRADE: J-55 146,440#20/40 sand in 980 bbis frac

fluid. Treated @avg press of2500 psi
WEIGHT: 24# w/avg rate of41.5 BPM. ISIP 1820 psi.
DEPTH LANDED: 292, Calc. flush: 5408 gal., Actual flush:

5400 gal. 3/24/84
HOLE SIZE:12-1/4" 4914'-4940' Frac DI sand as follows:
CEMENT DATA: 210 sxs Class "G" cmt. 83,500#20/40 sand in 619 bbis frac

fluid. Treated @avg press of2100 psi
w/avg rate of30 BPM, ISIP 1900psi.

/ \ Calc. flush: 4914 gal., Actual flush:
4800 gal. 8/28/90

- 5251'-5286' Frac B2 sand as follows:
13,000#20/40 sand + 17,000# 16/30
sand in 642 bbls frac fluid. Treated @
avg press of3350 psi, ISIP 1710 psi.
Calc. flush: 1336 gal., Actual flush:

PRODUCTION CASING 1335 gal. 8/30/90
CSG SIZE: 5-1/2,, 5088'-5100' Frac C-sd as follows:

34,000#20/40 sand in 680 bb1sfrac fluid.
GRADE: J-55 Treated @avg press of3450 psi, ISIP
WEIGHT: 17# 2220 psi. Calc. flush: 1284 gal., Actual

flush: 1281 gal.
DEPTH LANDED: 5771' 8/31/90 4914'-4989' Frac DI & D2 as follows:

24,000#20/40 sand + 45,000# 16/30HOLE SIZE: 7-7/8"
sand in 497 bb1sfrac fluid. Treated @

CEMENT DATA: Ž50sxs Lodense & 275 sxs Thixotropic, avg press of3400 psi, ISIP 2000 psi.
CEMENT TOP AT: 1510' per CBL Calc flalsh: 1235 gal., Actual flus

/24/01
4436'-4454' Frac GB-6 sand as follows:

101,440# 20/40 sand in 426 bbis Viking
1-25fluid. Treated @avg press of2560
psi w/avg rate of 32 BPM. ISIP 2530 psi.

TUBING Calc. flush: 4436 gal., Actual flush:

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#
4326 gal.

NO. OF JOINTS: 163 jts (5360.83')
05/29/08 pump change. Updated tubing and rod detail

TUBING ANCHOR: 5373.83'

NO. OF JOINTS: 2 jts (61.56')

SEATING NIPPLE: 2-7/8" (L 10')

SN LANDED AT: 5438.63' KB

NO. OF JO1NTS: 1 jts (30.97')

TOTAL STRING LENGTH: EOT @5471.15' w/ 13' KB

: 4436'-4454'

4914'-4924' PERFORATION RECORDSUCKER RODS
4935'-4940' 11/09/83 5419'-5429' 1 SPF 10 holes

POLISHED ROD: 1-1/2" x 22' polished rod 11/09/83 5408'-5414' I SPF 06 holes

SUCKER RODS:2-3/4x2-'l-3/4x8' pony rods, 101-3/4" scrapered rods, 91-
¯ | 4982'-4989' 3/21/84 4935'-4940' 1 SPF 11 holes

3/4" plain rods, 20-3/4" scrapered rods, 4-1 ½" weight rods 3/21/84 4914'-4924' I SPF 06 holes

PUMP SIZE: CDI 2-1/2" x 1-1/2" x 15 1/2' RHAC pump 5088'-5100' 8/25/90 5278'-5286' 4 SPF 32 holes
8/25/90 5251'-5260' 4 SPF 36 holesSTROKE LENGTH: 72" : 5251'-5260' 8/25/90 5088'-5100' 4 SPF 48 holes

PUMP SPEED, SPM: 4 SPM 8/25/90 4982'-4989' 4 SPF 28 holes
LOGS: DIGL/SP/GR/CAL : 5278'-5286'

8/25/90 4935'-4940' 4 SPF 20 holes
8/25/90 4914'-4924' 4 SPF 40 holesAnchor @5373'
5/25/01 4436'-4454' 4 SPF 72 holes

5408'-5414'

I
5419'-5429'

SN @5438'
NEWFIELD EOT@5471'

/ \ P
5@ 26'

Monument Butte Fed. #14-35-8-16 To @5800'

511' FSL & 2134' FWL
SESW Section 35-T8S-Rl6E
Duchesne Co, Utah
API #43-013-30812; Lease #U-16535

EL

Monument Butte Fed. #14-35-8-16
Spud Date: 10/26/83 Initial Production: 43 BOPD,
Put on Production: 3/27/84 Wellbore Diagram

70 MCFD, 0 BWPDGL: 5524' KB: 5537'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 11/10/83 5408'-5429' Frac Al sand as follows:
GRADE: J-55 146,440#20/40 sand in 980 bbis frac

fluid. Treated @avg press of2500 psi
WEIGHT: 24# w/avg rate of41.5 BPM. ISIP 1820 psi.
DEPTH LANDED: 292, Calc. flush: 5408 gal., Actual flush:

5400 gal. 3/24/84
HOLE SIZE:12-1/4" 4914'-4940' Frac DI sand as follows:
CEMENT DATA: 210 sxs Class "G" cmt. 83,500#20/40 sand in 619 bbis frac

fluid. Treated @avg press of2100 psi
w/avg rate of30 BPM, ISIP 1900psi.

/ \ Calc. flush: 4914 gal., Actual flush:
4800 gal. 8/28/90

- 5251'-5286' Frac B2 sand as follows:
13,000#20/40 sand + 17,000# 16/30
sand in 642 bbls frac fluid. Treated @
avg press of3350 psi, ISIP 1710 psi.
Calc. flush: 1336 gal., Actual flush:

PRODUCTION CASING 1335 gal. 8/30/90
CSG SIZE: 5-1/2,, 5088'-5100' Frac C-sd as follows:

34,000#20/40 sand in 680 bb1sfrac fluid.
GRADE: J-55 Treated @avg press of3450 psi, ISIP
WEIGHT: 17# 2220 psi. Calc. flush: 1284 gal., Actual

flush: 1281 gal.
DEPTH LANDED: 5771' 8/31/90 4914'-4989' Frac DI & D2 as follows:

24,000#20/40 sand + 45,000# 16/30HOLE SIZE: 7-7/8"
sand in 497 bb1sfrac fluid. Treated @

CEMENT DATA: Ž50sxs Lodense & 275 sxs Thixotropic, avg press of3400 psi, ISIP 2000 psi.
CEMENT TOP AT: 1510' per CBL Calc flalsh: 1235 gal., Actual flus

/24/01
4436'-4454' Frac GB-6 sand as follows:

101,440# 20/40 sand in 426 bbis Viking
1-25fluid. Treated @avg press of2560
psi w/avg rate of 32 BPM. ISIP 2530 psi.

TUBING Calc. flush: 4436 gal., Actual flush:

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#
4326 gal.

NO. OF JOINTS: 163 jts (5360.83')
05/29/08 pump change. Updated tubing and rod detail

TUBING ANCHOR: 5373.83'

NO. OF JOINTS: 2 jts (61.56')

SEATING NIPPLE: 2-7/8" (L 10')

SN LANDED AT: 5438.63' KB

NO. OF JO1NTS: 1 jts (30.97')

TOTAL STRING LENGTH: EOT @5471.15' w/ 13' KB

: 4436'-4454'

4914'-4924' PERFORATION RECORDSUCKER RODS
4935'-4940' 11/09/83 5419'-5429' 1 SPF 10 holes

POLISHED ROD: 1-1/2" x 22' polished rod 11/09/83 5408'-5414' I SPF 06 holes

SUCKER RODS:2-3/4x2-'l-3/4x8' pony rods, 101-3/4" scrapered rods, 91-
¯ | 4982'-4989' 3/21/84 4935'-4940' 1 SPF 11 holes

3/4" plain rods, 20-3/4" scrapered rods, 4-1 ½" weight rods 3/21/84 4914'-4924' I SPF 06 holes

PUMP SIZE: CDI 2-1/2" x 1-1/2" x 15 1/2' RHAC pump 5088'-5100' 8/25/90 5278'-5286' 4 SPF 32 holes
8/25/90 5251'-5260' 4 SPF 36 holesSTROKE LENGTH: 72" : 5251'-5260' 8/25/90 5088'-5100' 4 SPF 48 holes

PUMP SPEED, SPM: 4 SPM 8/25/90 4982'-4989' 4 SPF 28 holes
LOGS: DIGL/SP/GR/CAL : 5278'-5286'

8/25/90 4935'-4940' 4 SPF 20 holes
8/25/90 4914'-4924' 4 SPF 40 holesAnchor @5373'
5/25/01 4436'-4454' 4 SPF 72 holes

5408'-5414'

I
5419'-5429'

SN @5438'
NEWFIELD EOT@5471'

/ \ P
5@ 26'

Monument Butte Fed. #14-35-8-16 To @5800'

511' FSL & 2134' FWL
SESW Section 35-T8S-Rl6E
Duchesne Co, Utah
API #43-013-30812; Lease #U-16535

EL



Monument Butte 4-2-9-16
Spud Date: 8/29/02 Initial Production: 44 BOPD,
Put on Production: 1/16/03 WellboreDiagram 103 MCFD, 14 BWPD
GL:5576 ' KB:5586 '

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 1/10/03 5241'-5450' Frac B2, A3 sands as follows:
GRADE: J-55 79,500# 20/40 sand in 600 bbis Viking I-25

fluid. Treated @avg press of 1875 psi w/avg
WEIGHT: 24# rate of24.6 BPM. ISIP 1840 psi. Calc
LENGTH: 7 jts. (303.6') flush: 5241 gal. Actual flush: 5030 gal.

DEPTH LANDED: 311.6' KB 1/10/03 4909'-4934' Frac DI sand as follows:
41,000# 20/40 sand in 429 bbis Viking I-25

HOLE SIZE:12 1/4" fluid. Treated @avg press of 1829 psi wlavg
CEMENT DATA: 145 sxs Class "G" mixed cmt, est 4 bb1scmt to surf. rate of 24.3 BPM. ISIP 2130 psi. Calc

flush:4909 gal. Actual flush: 4698 gal.

1/10/03 4313'-4720' Frac GB 2,4,6/ PB11 sands as follows:
- - 100,680#20/40 sand in 670 bb1sViking I-25

fluid. Treated @avg press of2043 psi wlavg
rate of24.3 BPM. ISIP 2230 psi. Calc flush:
4313 gal. Actual flush: 4311 gal.

PRODUCTION CASING
CSG SIZE: 5-1/2" 06/13/03 Pump Change

03/13/06 Pump Change. Update rod and tubingGRADE: J-55
details.

WEIGHT: 15.5# 2 4313'-4318' 7/1/08 pump change. Updated rod and tubing
LENGTH: 144 jts. (6217.59') detail.

DEPTH LANDED: 6217.59' KB 4322'-4325'

HOLE SIZE: 7-7/8"
4414'-4417'

CEMENT DATA: 300 sxs Prem. Lite II mixed & 550 sxs 50/50 POZ
mixed.

4451'-4455'
CEMENT TOP AT: 580'

4712'-4720'

TUBING
SIZE/GRADE/WT,: 2-7/8" / J-55 / 6.5# 4909'-4911'

NO. OF JOINTS: 171jts (5371.06')
TUBING ANCHOR: 5383.06' KB 4924'-4934'

NO. OF JOINTS: 2 jts (62.88')

SEATINGNIPPLE:2-7/8"(1.10') 5241'-5248'

SN LANDED AT: 5448.69' KB Anchor @5383'

NO. OF JOINTS: 2 jts (62.78') 5406'-5411'
TOTAL STRING LENGTH: EOT @5513.02' w/12'KB

5427'-5429'

SN @544
5442'-5450'

PERFORATION RECORDSUCKER RODS
1/9/03 5442'-5450' 4 JSPF 32 holes

POLISHED ROD: 1-1/2" x 22' polished rod 1/9/03 5427'-5429' 4 JSPF 8 holes

SUCKER RODS: 1-2', 1-8' X3/4" pony rods, 100-3/4" scrapered rods, 81-3/4" EOT @5513' 1/9/03 5406'-5411' 4 JSPF 20 holes
plain rods, 30-3/4" scrapered rods, 6-1 ½" weight rods 1/9/03 5241'-5248' 4 JSPF 28 holes

PUMP SIZE: CDI 2-1/2" x 1-1/2" x 15' RHAC pump w/sm plunger 1/10/03 4924'-4934' 4 ISPF 40 holes

STROKE LENGTH: 74"
1/10/03 4909'4911' 4 JSPF 8 holes
1/10/03 4712'-4720' 4 JSPF 32 holes

PUMP SPEED, SPM: 5 SPM 1/10/03 4451'-4455' 4 JSPF 16 holes
1/10/03 4414'-4417' 4 JSPF 12 holes
1/10/03 4322'-4325' 4 JSPF 12 holes
1/10/03 4313'-4318' 4 JSPF 20 holes

NEWFIELD TopofFil1@6148'

PBTD @6162'

Monument Butte 4-2-9-16 | \ SHOE @6216'
587' FNL & 640' FWL TD @6221'

NWNW Section 2-T9S-Rl6E
Duchesne Co, Utah

API #43-013-32315; Lease #ML-21839

EL

Monument Butte 4-2-9-16
Spud Date: 8/29/02 Initial Production: 44 BOPD,
Put on Production: 1/16/03 WellboreDiagram 103 MCFD, 14 BWPD
GL:5576 ' KB:5586 '

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 1/10/03 5241'-5450' Frac B2, A3 sands as follows:
GRADE: J-55 79,500# 20/40 sand in 600 bbis Viking I-25

fluid. Treated @avg press of 1875 psi w/avg
WEIGHT: 24# rate of24.6 BPM. ISIP 1840 psi. Calc
LENGTH: 7 jts. (303.6') flush: 5241 gal. Actual flush: 5030 gal.

DEPTH LANDED: 311.6' KB 1/10/03 4909'-4934' Frac DI sand as follows:
41,000# 20/40 sand in 429 bbis Viking I-25

HOLE SIZE:12 1/4" fluid. Treated @avg press of 1829 psi wlavg
CEMENT DATA: 145 sxs Class "G" mixed cmt, est 4 bb1scmt to surf. rate of 24.3 BPM. ISIP 2130 psi. Calc

flush:4909 gal. Actual flush: 4698 gal.

1/10/03 4313'-4720' Frac GB 2,4,6/ PB11 sands as follows:
- - 100,680#20/40 sand in 670 bb1sViking I-25

fluid. Treated @avg press of2043 psi wlavg
rate of24.3 BPM. ISIP 2230 psi. Calc flush:
4313 gal. Actual flush: 4311 gal.

PRODUCTION CASING
CSG SIZE: 5-1/2" 06/13/03 Pump Change

03/13/06 Pump Change. Update rod and tubingGRADE: J-55
details.

WEIGHT: 15.5# 2 4313'-4318' 7/1/08 pump change. Updated rod and tubing
LENGTH: 144 jts. (6217.59') detail.

DEPTH LANDED: 6217.59' KB 4322'-4325'

HOLE SIZE: 7-7/8"
4414'-4417'

CEMENT DATA: 300 sxs Prem. Lite II mixed & 550 sxs 50/50 POZ
mixed.

4451'-4455'
CEMENT TOP AT: 580'

4712'-4720'

TUBING

SIZE/GRADE/WT,: 2-7/8" / J-55 / 6.5# 4909'-4911'

NO. OF JOINTS: 171jts (5371.06')
TUBING ANCHOR: 5383.06' KB 4924'-4934'

NO. OF JOINTS: 2 jts (62.88')

SEATINGNIPPLE:2-7/8"(1.10') 5241'-5248'

SN LANDED AT: 5448.69' KB Anchor @5383'

NO. OF JOINTS: 2 jts (62.78') 5406'-5411'
TOTAL STRING LENGTH: EOT @5513.02' w/12'KB

5427'-5429'

SN @544
5442'-5450'

PERFORATION RECORDSUCKER RODS
1/9/03 5442'-5450' 4 JSPF 32 holes

POLISHED ROD: 1-1/2" x 22' polished rod 1/9/03 5427'-5429' 4 JSPF 8 holes

SUCKER RODS: 1-2', 1-8' X3/4" pony rods, 100-3/4" scrapered rods, 81-3/4" EOT @5513' 1/9/03 5406'-5411' 4 JSPF 20 holes
plain rods, 30-3/4" scrapered rods, 6-1 ½" weight rods 1/9/03 5241'-5248' 4 JSPF 28 holes

PUMP SIZE: CDI 2-1/2" x 1-1/2" x 15' RHAC pump w/sm plunger 1/10/03 4924'-4934' 4 ISPF 40 holes

STROKE LENGTH: 74"
1/10/03 4909'4911' 4 JSPF 8 holes
1/10/03 4712'-4720' 4 JSPF 32 holes

PUMP SPEED, SPM: 5 SPM 1/10/03 4451'-4455' 4 JSPF 16 holes
1/10/03 4414'-4417' 4 JSPF 12 holes
1/10/03 4322'-4325' 4 JSPF 12 holes
1/10/03 4313'-4318' 4 JSPF 20 holes

NEWFIELD TopofFil1@6148'

PBTD @6162'

Monument Butte 4-2-9-16 | \ SHOE @6216'
587' FNL & 640' FWL TD @6221'

NWNW Section 2-T9S-Rl6E
Duchesne Co, Utah

API #43-013-32315; Lease #ML-21839

EL

Monument Butte 4-2-9-16
Spud Date: 8/29/02 Initial Production: 44 BOPD,
Put on Production: 1/16/03 WellboreDiagram 103 MCFD, 14 BWPD
GL:5576 ' KB:5586 '

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 1/10/03 5241'-5450' Frac B2, A3 sands as follows:
GRADE: J-55 79,500# 20/40 sand in 600 bbis Viking I-25

fluid. Treated @avg press of 1875 psi w/avg
WEIGHT: 24# rate of24.6 BPM. ISIP 1840 psi. Calc
LENGTH: 7 jts. (303.6') flush: 5241 gal. Actual flush: 5030 gal.

DEPTH LANDED: 311.6' KB 1/10/03 4909'-4934' Frac DI sand as follows:
41,000# 20/40 sand in 429 bbis Viking I-25

HOLE SIZE:12 1/4" fluid. Treated @avg press of 1829 psi wlavg
CEMENT DATA: 145 sxs Class "G" mixed cmt, est 4 bb1scmt to surf. rate of 24.3 BPM. ISIP 2130 psi. Calc

flush:4909 gal. Actual flush: 4698 gal.

1/10/03 4313'-4720' Frac GB 2,4,6/ PB11 sands as follows:
- - 100,680#20/40 sand in 670 bb1sViking I-25

fluid. Treated @avg press of2043 psi wlavg
rate of24.3 BPM. ISIP 2230 psi. Calc flush:
4313 gal. Actual flush: 4311 gal.

PRODUCTION CASING
CSG SIZE: 5-1/2" 06/13/03 Pump Change

03/13/06 Pump Change. Update rod and tubingGRADE: J-55
details.

WEIGHT: 15.5# 2 4313'-4318' 7/1/08 pump change. Updated rod and tubing
LENGTH: 144 jts. (6217.59') detail.

DEPTH LANDED: 6217.59' KB 4322'-4325'

HOLE SIZE: 7-7/8"
4414'-4417'

CEMENT DATA: 300 sxs Prem. Lite II mixed & 550 sxs 50/50 POZ
mixed.

4451'-4455'
CEMENT TOP AT: 580'

4712'-4720'

TUBING

SIZE/GRADE/WT,: 2-7/8" / J-55 / 6.5# 4909'-4911'

NO. OF JOINTS: 171jts (5371.06')
TUBING ANCHOR: 5383.06' KB 4924'-4934'

NO. OF JOINTS: 2 jts (62.88')

SEATINGNIPPLE:2-7/8"(1.10') 5241'-5248'

SN LANDED AT: 5448.69' KB Anchor @5383'

NO. OF JOINTS: 2 jts (62.78') 5406'-5411'
TOTAL STRING LENGTH: EOT @5513.02' w/12'KB

5427'-5429'

SN @544
5442'-5450'

PERFORATION RECORDSUCKER RODS
1/9/03 5442'-5450' 4 JSPF 32 holes

POLISHED ROD: 1-1/2" x 22' polished rod 1/9/03 5427'-5429' 4 JSPF 8 holes

SUCKER RODS: 1-2', 1-8' X3/4" pony rods, 100-3/4" scrapered rods, 81-3/4" EOT @5513' 1/9/03 5406'-5411' 4 JSPF 20 holes
plain rods, 30-3/4" scrapered rods, 6-1 ½" weight rods 1/9/03 5241'-5248' 4 JSPF 28 holes

PUMP SIZE: CDI 2-1/2" x 1-1/2" x 15' RHAC pump w/sm plunger 1/10/03 4924'-4934' 4 ISPF 40 holes

STROKE LENGTH: 74"
1/10/03 4909'4911' 4 JSPF 8 holes
1/10/03 4712'-4720' 4 JSPF 32 holes

PUMP SPEED, SPM: 5 SPM 1/10/03 4451'-4455' 4 JSPF 16 holes
1/10/03 4414'-4417' 4 JSPF 12 holes
1/10/03 4322'-4325' 4 JSPF 12 holes
1/10/03 4313'-4318' 4 JSPF 20 holes

NEWFIELD TopofFil1@6148'

PBTD @6162'

Monument Butte 4-2-9-16 | \ SHOE @6216'
587' FNL & 640' FWL TD @6221'

NWNW Section 2-T9S-Rl6E
Duchesne Co, Utah

API #43-013-32315; Lease #ML-21839

EL

Monument Butte 4-2-9-16
Spud Date: 8/29/02 Initial Production: 44 BOPD,
Put on Production: 1/16/03 WellboreDiagram 103 MCFD, 14 BWPD
GL:5576 ' KB:5586 '

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 1/10/03 5241'-5450' Frac B2, A3 sands as follows:
GRADE: J-55 79,500# 20/40 sand in 600 bbis Viking I-25

fluid. Treated @avg press of 1875 psi w/avg
WEIGHT: 24# rate of24.6 BPM. ISIP 1840 psi. Calc
LENGTH: 7 jts. (303.6') flush: 5241 gal. Actual flush: 5030 gal.

DEPTH LANDED: 311.6' KB 1/10/03 4909'-4934' Frac DI sand as follows:
41,000# 20/40 sand in 429 bbis Viking I-25

HOLE SIZE:12 1/4" fluid. Treated @avg press of 1829 psi wlavg
CEMENT DATA: 145 sxs Class "G" mixed cmt, est 4 bb1scmt to surf. rate of 24.3 BPM. ISIP 2130 psi. Calc

flush:4909 gal. Actual flush: 4698 gal.

1/10/03 4313'-4720' Frac GB 2,4,6/ PB11 sands as follows:
- - 100,680#20/40 sand in 670 bb1sViking I-25

fluid. Treated @avg press of2043 psi wlavg
rate of24.3 BPM. ISIP 2230 psi. Calc flush:
4313 gal. Actual flush: 4311 gal.

PRODUCTION CASING
CSG SIZE: 5-1/2" 06/13/03 Pump Change

03/13/06 Pump Change. Update rod and tubingGRADE: J-55
details.

WEIGHT: 15.5# 2 4313'-4318' 7/1/08 pump change. Updated rod and tubing
LENGTH: 144 jts. (6217.59') detail.

DEPTH LANDED: 6217.59' KB 4322'-4325'

HOLE SIZE: 7-7/8"
4414'-4417'

CEMENT DATA: 300 sxs Prem. Lite II mixed & 550 sxs 50/50 POZ
mixed.

4451'-4455'
CEMENT TOP AT: 580'

4712'-4720'

TUBING

SIZE/GRADE/WT,: 2-7/8" / J-55 / 6.5# 4909'-4911'

NO. OF JOINTS: 171jts (5371.06')
TUBING ANCHOR: 5383.06' KB 4924'-4934'

NO. OF JOINTS: 2 jts (62.88')

SEATINGNIPPLE:2-7/8"(1.10') 5241'-5248'

SN LANDED AT: 5448.69' KB Anchor @5383'

NO. OF JOINTS: 2 jts (62.78') 5406'-5411'
TOTAL STRING LENGTH: EOT @5513.02' w/12'KB

5427'-5429'

SN @544
5442'-5450'

PERFORATION RECORDSUCKER RODS
1/9/03 5442'-5450' 4 JSPF 32 holes

POLISHED ROD: 1-1/2" x 22' polished rod 1/9/03 5427'-5429' 4 JSPF 8 holes

SUCKER RODS: 1-2', 1-8' X3/4" pony rods, 100-3/4" scrapered rods, 81-3/4" EOT @5513' 1/9/03 5406'-5411' 4 JSPF 20 holes
plain rods, 30-3/4" scrapered rods, 6-1 ½" weight rods 1/9/03 5241'-5248' 4 JSPF 28 holes

PUMP SIZE: CDI 2-1/2" x 1-1/2" x 15' RHAC pump w/sm plunger 1/10/03 4924'-4934' 4 ISPF 40 holes

STROKE LENGTH: 74"
1/10/03 4909'4911' 4 JSPF 8 holes
1/10/03 4712'-4720' 4 JSPF 32 holes

PUMP SPEED, SPM: 5 SPM 1/10/03 4451'-4455' 4 JSPF 16 holes
1/10/03 4414'-4417' 4 JSPF 12 holes
1/10/03 4322'-4325' 4 JSPF 12 holes
1/10/03 4313'-4318' 4 JSPF 20 holes

NEWFIELD TopofFil1@6148'

PBTD @6162'

Monument Butte 4-2-9-16 | \ SHOE @6216'
587' FNL & 640' FWL TD @6221'

NWNW Section 2-T9S-Rl6E
Duchesne Co, Utah

API #43-013-32315; Lease #ML-21839

EL



tonDP 1/c
o

3/4/1984 Monument Butte Fed. #8-34-8-16
Put on Injection: 3/25/1994 Initial Production: 35 BOPD,
Convert to Producer: 4/18/01 Injection Wellbore 139 MCFD, 0 BWPD
GL: 561T KB: 5627' Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" / J-55 / 24# 4/05/84 5024'-5043' Frac D1 sand as follows:

LENGTH: 6 jts. (279') 89,500#20/40 sand in 655 bbls frac fluid.
DEPTH LANDED: 302' Treated @avg press of2100 psi w/avg

rate of31 BPM. ISIP 2160 psi. Flushed
HOLE SIZE:12-l/4" to perfs.
CEMENT DATA: 210 sxs Class "G" cmt 10/09/90 ReperfD1 zone.

10/13/90 Acidize D1 w/ 100 gal 15% HCl + 60% N2.

4/19/94 Put on Injection.

4/18/01 Convert to producer.
- - 12/18/02 5911'-6273' Frac BS and CP sands as follows:

197,938#20/40 sand in 1005 bbls Viking 1-25
fluid. Treated @avg. pressure of3330 psi
w/avg. rate of 15.2BPM. ISIP - 2200 psi.
Calc. flush: 1562 gals. Actual flush: 1437

PRODUCTION CASING gals.
CSG SIZE: 5-1/2"/ J-55 / 17# 12/20/02 5444'-5634' Frac A and LODC sands as follows:
LENGTH: 161 jts. (6388') 2 | 4432'-4436'

943,076r20/4d0 sanad Srle2bbre f3kin50I-25

DEPTH LANDED: 6369' w/avg. rate of 15.0 ISIP - 3700 psi. Calc.
HOLE SIZE: 7-7/8" flush: 1451 gals. Actual flush: 42 gals.

CEMENT DATA: 150 sxs HiFill & 325 sxs Gypseal. 4570'-4577, 12/21/02 5190'-5344' F0rac B an0dC sandLasfoHob
s iking I-25

CEMENT TOP AT: 3284' per CBL fluid. Treated @avg. pressure of3830 psi w/
5024'-5038' squeezed avg. rate of15.0 BPM. ISIP - 2750 psi. Calc.
5040'-5043' squeezed flush: 1365 gals. Actual flush: 1283 gais.

12/22/02 4432'-4577' Frac GB sands as follows:
5190'-5193' 26,820#20/40 sand in 121 bbls Viking I-25

5203'-5207, fluid. Treated @avg. pressure of 2550 psi
w/avg. rate of24.5 BPM. ISIP - 3300 psi.TUBING Calc.flush: 4432 gals. Actualflush: 3570

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 5 2 5258'-5261' gals.

NO. OF JOINTS: 188 jts (6109.56') 5 i 5279'-5284' 5/18/04 Stuck Pump. Update rod detail.

TUBING ANCHOR: 6123.56'
L 5340'-5344'

6/24/04 Stuck Pump. Update rod detail.

NO. OF JOINTS: 1 jt (30.90')

SEATING NIPPLE: 2-7/8" (1.10')
PERFORATION RECORD

SN LANDED AT: 6157.11' KB -- 5444'-5450'

NO. OF JOINTS: 2 jts (66.39') 3/31/84 6219'-6236' 1 JSPF 17 holes
5502'-5521' 4/04/84 5040'-5043' 1 JSPF 04 holes

TOTAL STRING LENGTH: EOT @6225.05'
4/04/84 5024'-5038' l JSPF 14 holes

5596'-5603' 10/09/90 5040'-5043' 3 JSPF 12 holes
5629'-5634' 10/09/90 5024'-5038' 3 JSPF 42 holes

12/18/02 6267'-6273' 4 JSPF 24 holes

SUCKER RODS 12/18/02 6246'-6252' 4 JSPF 24 holes
12/18/02 6219'-6236' SJSPF 85 holes reperf

12/18/02 6088'-6094' 4 JSPF 24 holes
POLISHED ROD: 1-1/2" x 22' SM

12/18/02 6031'-6034' 4 ISPF 28 holes
SUCKER RODS: 6-1 1/2" weight bars; 25-3/4" scrapered rods; 125-3/4" 5911'-5919' 12/18/02 6024'-6028' 4 JSPF 28 holes
plain rods, 89-7/8" scrapered rods

5947'-5962' 12/18/02 6011'-6015' 4 JSPF 16 holes
PUMP SIZE: 2-1/2" x 1-1/2" x 16' x 17' RHAC 12/18/02 5996'-5999' 4 JSPF 12 holes
STROKE LENGTH: 84" 5996'-5999'

12/18/02 5947'-5962' 4 JSPF 92 holes
PUMP SPEED, SPM: 6 SPM 6011'-6015' 12/18/02 5911'-5919' 4 JSPF 92 holes

LOGS: DIGL/SP/GR/CAL 6024'-6028' 12/18/02 5629'-5634' 4 JSPF 20 holes
6031'-6034' 12/18/02 5596'-5603' 4 JSPF 28 holes

12/18/02 5502'-5521' 4 JSPF 76 holes
6088'-6094' 12/18/02 5444'-5450' 4 JSPF 24 holes

12/18/02 5340'-5344' 4 JSPF 16 holes
Anchor @6124'

12/18/02 5279'-5284' 4 JSPF 32 holes
SN @615T

12/18/02 5258'-5261' 4 JSPF 32 holes
EOT @6225' 6219'-6236' reperf 12/18/02 5203'-5207' 4 JSPF 16 holes

6246'-6252' 12/18/02 5190'-5193' 4 JSPF 12holes
6267'-6273' 12/18/02 4570'-4577' 4 JSPF 28 holes

Top of fill @6345, 12/18/02 4432'-4436' 4 JSPF 16holes

NEWFIELD PsToesaso'

Monument Butte Fed. #8-34-8-16 / \ SHOE @6389'
2059' FNL & 701' FEL
SENE Section 34-T8S-Rl6E TD @6400'

Duchesne Co, Utah
API #43-013-30843; Lease #U-16535

KR

tonDP 1/c
o

3/4/1984 Monument Butte Fed. #8-34-8-16
Put on Injection: 3/25/1994 Initial Production: 35 BOPD,
Convert to Producer: 4/18/01 Injection Wellbore 139 MCFD, 0 BWPD
GL: 561T KB: 5627' Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" / J-55 / 24# 4/05/84 5024'-5043' Frac D1 sand as follows:

LENGTH: 6 jts. (279') 89,500#20/40 sand in 655 bbls frac fluid.
DEPTH LANDED: 302' Treated @avg press of2100 psi w/avg

rate of31 BPM. ISIP 2160 psi. Flushed
HOLE SIZE:12-l/4" to perfs.
CEMENT DATA: 210 sxs Class "G" cmt 10/09/90 ReperfD1 zone.

10/13/90 Acidize D1 w/ 100 gal 15% HCl + 60% N2.

4/19/94 Put on Injection.

4/18/01 Convert to producer.
- - 12/18/02 5911'-6273' Frac BS and CP sands as follows:

197,938#20/40 sand in 1005 bbls Viking 1-25
fluid. Treated @avg. pressure of3330 psi
w/avg. rate of 15.2BPM. ISIP - 2200 psi.
Calc. flush: 1562 gals. Actual flush: 1437

PRODUCTION CASING gals.
CSG SIZE: 5-1/2"/ J-55 / 17# 12/20/02 5444'-5634' Frac A and LODC sands as follows:
LENGTH: 161 jts. (6388') 2 | 4432'-4436'

943,076r20/4d0 sanad Srle2bbre f3kin50I-25

DEPTH LANDED: 6369' w/avg. rate of 15.0 ISIP - 3700 psi. Calc.
HOLE SIZE: 7-7/8" flush: 1451 gals. Actual flush: 42 gals.

CEMENT DATA: 150 sxs HiFill & 325 sxs Gypseal. 4570'-4577, 12/21/02 5190'-5344' F0rac B an0dC sandLasfoHob
s iking I-25

CEMENT TOP AT: 3284' per CBL fluid. Treated @avg. pressure of3830 psi w/
5024'-5038' squeezed avg. rate of15.0 BPM. ISIP - 2750 psi. Calc.
5040'-5043' squeezed flush: 1365 gals. Actual flush: 1283 gais.

12/22/02 4432'-4577' Frac GB sands as follows:
5190'-5193' 26,820#20/40 sand in 121 bbls Viking I-25

5203'-5207, fluid. Treated @avg. pressure of 2550 psi
w/avg. rate of24.5 BPM. ISIP - 3300 psi.TUBING Calc.flush: 4432 gals. Actualflush: 3570

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 5 2 5258'-5261' gals.

NO. OF JOINTS: 188 jts (6109.56') 5 i 5279'-5284' 5/18/04 Stuck Pump. Update rod detail.

TUBING ANCHOR: 6123.56'
L 5340'-5344'

6/24/04 Stuck Pump. Update rod detail.

NO. OF JOINTS: 1 jt (30.90')

SEATING NIPPLE: 2-7/8" (1.10')
PERFORATION RECORD

SN LANDED AT: 6157.11' KB -- 5444'-5450'

NO. OF JOINTS: 2 jts (66.39') 3/31/84 6219'-6236' 1 JSPF 17 holes
5502'-5521' 4/04/84 5040'-5043' 1 JSPF 04 holes

TOTAL STRING LENGTH: EOT @6225.05'
4/04/84 5024'-5038' l JSPF 14 holes

5596'-5603' 10/09/90 5040'-5043' 3 JSPF 12 holes
5629'-5634' 10/09/90 5024'-5038' 3 JSPF 42 holes

12/18/02 6267'-6273' 4 JSPF 24 holes

SUCKER RODS 12/18/02 6246'-6252' 4 JSPF 24 holes
12/18/02 6219'-6236' SJSPF 85 holes reperf

12/18/02 6088'-6094' 4 JSPF 24 holes
POLISHED ROD: 1-1/2" x 22' SM

12/18/02 6031'-6034' 4 ISPF 28 holes
SUCKER RODS: 6-1 1/2" weight bars; 25-3/4" scrapered rods; 125-3/4" 5911'-5919' 12/18/02 6024'-6028' 4 JSPF 28 holes
plain rods, 89-7/8" scrapered rods

5947'-5962' 12/18/02 6011'-6015' 4 JSPF 16 holes
PUMP SIZE: 2-1/2" x 1-1/2" x 16' x 17' RHAC 12/18/02 5996'-5999' 4 JSPF 12 holes
STROKE LENGTH: 84" 5996'-5999'

12/18/02 5947'-5962' 4 JSPF 92 holes
PUMP SPEED, SPM: 6 SPM 6011'-6015' 12/18/02 5911'-5919' 4 JSPF 92 holes

LOGS: DIGL/SP/GR/CAL 6024'-6028' 12/18/02 5629'-5634' 4 JSPF 20 holes
6031'-6034' 12/18/02 5596'-5603' 4 JSPF 28 holes

12/18/02 5502'-5521' 4 JSPF 76 holes
6088'-6094' 12/18/02 5444'-5450' 4 JSPF 24 holes

12/18/02 5340'-5344' 4 JSPF 16 holes
Anchor @6124'

12/18/02 5279'-5284' 4 JSPF 32 holes
SN @615T

12/18/02 5258'-5261' 4 JSPF 32 holes
EOT @6225' 6219'-6236' reperf 12/18/02 5203'-5207' 4 JSPF 16 holes

6246'-6252' 12/18/02 5190'-5193' 4 JSPF 12holes
6267'-6273' 12/18/02 4570'-4577' 4 JSPF 28 holes

Top of fill @6345, 12/18/02 4432'-4436' 4 JSPF 16holes

NEWFIELD PsToesaso'

Monument Butte Fed. #8-34-8-16 / \ SHOE @6389'
2059' FNL & 701' FEL
SENE Section 34-T8S-Rl6E TD @6400'

Duchesne Co, Utah
API #43-013-30843; Lease #U-16535

KR

tonDP 1/c
o

3/4/1984 Monument Butte Fed. #8-34-8-16
Put on Injection: 3/25/1994 Initial Production: 35 BOPD,
Convert to Producer: 4/18/01 Injection Wellbore 139 MCFD, 0 BWPD
GL: 561T KB: 5627' Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" / J-55 / 24# 4/05/84 5024'-5043' Frac D1 sand as follows:

LENGTH: 6 jts. (279') 89,500#20/40 sand in 655 bbls frac fluid.
DEPTH LANDED: 302' Treated @avg press of2100 psi w/avg

rate of31 BPM. ISIP 2160 psi. Flushed
HOLE SIZE:12-l/4" to perfs.
CEMENT DATA: 210 sxs Class "G" cmt 10/09/90 ReperfD1 zone.

10/13/90 Acidize D1 w/ 100 gal 15% HCl + 60% N2.

4/19/94 Put on Injection.

4/18/01 Convert to producer.
- - 12/18/02 5911'-6273' Frac BS and CP sands as follows:

197,938#20/40 sand in 1005 bbls Viking 1-25
fluid. Treated @avg. pressure of3330 psi
w/avg. rate of 15.2BPM. ISIP - 2200 psi.
Calc. flush: 1562 gals. Actual flush: 1437

PRODUCTION CASING gals.
CSG SIZE: 5-1/2"/ J-55 / 17# 12/20/02 5444'-5634' Frac A and LODC sands as follows:
LENGTH: 161 jts. (6388') 2 | 4432'-4436'

943,076r20/4d0 sanad Srle2bbre f3kin50I-25

DEPTH LANDED: 6369' w/avg. rate of 15.0 ISIP - 3700 psi. Calc.
HOLE SIZE: 7-7/8" flush: 1451 gals. Actual flush: 42 gals.

CEMENT DATA: 150 sxs HiFill & 325 sxs Gypseal. 4570'-4577, 12/21/02 5190'-5344' F0rac B an0dC sandLasfoHob
s iking I-25

CEMENT TOP AT: 3284' per CBL fluid. Treated @avg. pressure of3830 psi w/
5024'-5038' squeezed avg. rate of15.0 BPM. ISIP - 2750 psi. Calc.
5040'-5043' squeezed flush: 1365 gals. Actual flush: 1283 gais.

12/22/02 4432'-4577' Frac GB sands as follows:
5190'-5193' 26,820#20/40 sand in 121 bbls Viking I-25

5203'-5207, fluid. Treated @avg. pressure of 2550 psi
w/avg. rate of24.5 BPM. ISIP - 3300 psi.TUBING Calc.flush: 4432 gals. Actualflush: 3570

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 5 2 5258'-5261' gals.

NO. OF JOINTS: 188 jts (6109.56') 5 i 5279'-5284' 5/18/04 Stuck Pump. Update rod detail.

TUBING ANCHOR: 6123.56'
L 5340'-5344'

6/24/04 Stuck Pump. Update rod detail.

NO. OF JOINTS: 1 jt (30.90')

SEATING NIPPLE: 2-7/8" (1.10')
PERFORATION RECORD

SN LANDED AT: 6157.11' KB -- 5444'-5450'

NO. OF JOINTS: 2 jts (66.39') 3/31/84 6219'-6236' 1 JSPF 17 holes
5502'-5521' 4/04/84 5040'-5043' 1 JSPF 04 holes

TOTAL STRING LENGTH: EOT @6225.05'
4/04/84 5024'-5038' l JSPF 14 holes

5596'-5603' 10/09/90 5040'-5043' 3 JSPF 12 holes
5629'-5634' 10/09/90 5024'-5038' 3 JSPF 42 holes

12/18/02 6267'-6273' 4 JSPF 24 holes

SUCKER RODS 12/18/02 6246'-6252' 4 JSPF 24 holes
12/18/02 6219'-6236' SJSPF 85 holes reperf

12/18/02 6088'-6094' 4 JSPF 24 holes
POLISHED ROD: 1-1/2" x 22' SM

12/18/02 6031'-6034' 4 ISPF 28 holes
SUCKER RODS: 6-1 1/2" weight bars; 25-3/4" scrapered rods; 125-3/4" 5911'-5919' 12/18/02 6024'-6028' 4 JSPF 28 holes
plain rods, 89-7/8" scrapered rods

5947'-5962' 12/18/02 6011'-6015' 4 JSPF 16 holes
PUMP SIZE: 2-1/2" x 1-1/2" x 16' x 17' RHAC 12/18/02 5996'-5999' 4 JSPF 12 holes
STROKE LENGTH: 84" 5996'-5999'

12/18/02 5947'-5962' 4 JSPF 92 holes
PUMP SPEED, SPM: 6 SPM 6011'-6015' 12/18/02 5911'-5919' 4 JSPF 92 holes

LOGS: DIGL/SP/GR/CAL 6024'-6028' 12/18/02 5629'-5634' 4 JSPF 20 holes
6031'-6034' 12/18/02 5596'-5603' 4 JSPF 28 holes

12/18/02 5502'-5521' 4 JSPF 76 holes
6088'-6094' 12/18/02 5444'-5450' 4 JSPF 24 holes

12/18/02 5340'-5344' 4 JSPF 16 holes
Anchor @6124'

12/18/02 5279'-5284' 4 JSPF 32 holes
SN @615T

12/18/02 5258'-5261' 4 JSPF 32 holes
EOT @6225' 6219'-6236' reperf 12/18/02 5203'-5207' 4 JSPF 16 holes

6246'-6252' 12/18/02 5190'-5193' 4 JSPF 12holes
6267'-6273' 12/18/02 4570'-4577' 4 JSPF 28 holes

Top of fill @6345, 12/18/02 4432'-4436' 4 JSPF 16holes
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rate of31 BPM. ISIP 2160 psi. Flushed
HOLE SIZE:12-l/4" to perfs.
CEMENT DATA: 210 sxs Class "G" cmt 10/09/90 ReperfD1 zone.

10/13/90 Acidize D1 w/ 100 gal 15% HCl + 60% N2.

4/19/94 Put on Injection.

4/18/01 Convert to producer.
- - 12/18/02 5911'-6273' Frac BS and CP sands as follows:

197,938#20/40 sand in 1005 bbls Viking 1-25
fluid. Treated @avg. pressure of3330 psi
w/avg. rate of 15.2BPM. ISIP - 2200 psi.
Calc. flush: 1562 gals. Actual flush: 1437

PRODUCTION CASING gals.
CSG SIZE: 5-1/2"/ J-55 / 17# 12/20/02 5444'-5634' Frac A and LODC sands as follows:
LENGTH: 161 jts. (6388') 2 | 4432'-4436'

943,076r20/4d0 sanad Srle2bbre f3kin50I-25

DEPTH LANDED: 6369' w/avg. rate of 15.0 ISIP - 3700 psi. Calc.
HOLE SIZE: 7-7/8" flush: 1451 gals. Actual flush: 42 gals.

CEMENT DATA: 150 sxs HiFill & 325 sxs Gypseal. 4570'-4577, 12/21/02 5190'-5344' F0rac B an0dC sandLasfoHob
s iking I-25

CEMENT TOP AT: 3284' per CBL fluid. Treated @avg. pressure of3830 psi w/
5024'-5038' squeezed avg. rate of15.0 BPM. ISIP - 2750 psi. Calc.
5040'-5043' squeezed flush: 1365 gals. Actual flush: 1283 gais.

12/22/02 4432'-4577' Frac GB sands as follows:
5190'-5193' 26,820#20/40 sand in 121 bbls Viking I-25
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SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 5 2 5258'-5261' gals.

NO. OF JOINTS: 188 jts (6109.56') 5 i 5279'-5284' 5/18/04 Stuck Pump. Update rod detail.

TUBING ANCHOR: 6123.56'
L 5340'-5344'
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NO. OF JOINTS: 1 jt (30.90')
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SUCKER RODS: 6-1 1/2" weight bars; 25-3/4" scrapered rods; 125-3/4" 5911'-5919' 12/18/02 6024'-6028' 4 JSPF 28 holes
plain rods, 89-7/8" scrapered rods

5947'-5962' 12/18/02 6011'-6015' 4 JSPF 16 holes
PUMP SIZE: 2-1/2" x 1-1/2" x 16' x 17' RHAC 12/18/02 5996'-5999' 4 JSPF 12 holes
STROKE LENGTH: 84" 5996'-5999'
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PUMP SPEED, SPM: 6 SPM 6011'-6015' 12/18/02 5911'-5919' 4 JSPF 92 holes

LOGS: DIGL/SP/GR/CAL 6024'-6028' 12/18/02 5629'-5634' 4 JSPF 20 holes
6031'-6034' 12/18/02 5596'-5603' 4 JSPF 28 holes
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12/18/02 5340'-5344' 4 JSPF 16 holes
Anchor @6124'
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SN @615T
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SpudDate:12/02/93 ÌVÍOnument Butte Fed. #9-34-8-16
Put on Production: 1/08/94 Initial Production: 174 BOPD,Put on Injection: 1/11/01 Injection 60 MCFD, 11 BWPDGL: 5134' KB: 5124'

Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE 8-5/8" / J-55 /24# 12/22/93 5854'-5912' Frac zone as follows:
LENGTH: 307' 31,000#20/40 sand + 80,000# 16/30

HOLE SIZE:12-l/4"
sand in 1206bbls frac fluid. Treated @
avg press of2500 psi w/avg rate of40

CEMENT DATA: 316 sxs Class "G" cmt. BPM. ISIP 2190 psi. Calc. flush: 5854
gal, Actual flush: 5670 gal.

12/29/93 5334'-5360' Frac zone as follows:
43,000#20/40 sand + 58,000# 16/30
sand in 1266 bbis frac fluid. Treated @
avg press of 2800 psi w/avg rate of 30
BPM. ISIP 2850 psi. Calc. flush: 5334
gal, Actual flush; 5175 gal.

1/04/94 4992'-5008' Frac zone as follows:
65,000# 16/30 sand in 860 bbis frac fluid.
Treated @avg press of2400 psi wlavg
rate of31BPM. ISIP 2345 psi. Calc.

PRODUCTION CASING flush: 4992 gal, Actual flush: 4875 gal.
CSG SIZE: 5-1/2" / J-55 / 17# 8/8/03 Recompletion. Ready for MIT.
LENGTH: 6502.70' 7/9/08 5 Year MIT completed and submitted.
HOLE SIZE: 7-7/8"

CEMENT DATA: 102 sxs Hilift & 407 sxs 50/50 POZ.

CEMENT TOP AT: 3378' per CBL

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

SN @4360'
NO. OF JOINTS: 134 jts (4350.27')

Packer @4364
SEATING NIPPLE: 2-7/8" (L 10')
SN LANDED AT: 4360.27' KB - EOT @4369'
TUBING PACKER: 4364.37'

TOTALSTRINGLENGTH: EOT@4368.58'

4454'-4464'

4992'-4997'

5000'-5008'
PERFORATION RECORD

5287'-5294'
12/21/93 5902'-5912' 4 JSPF 40 holes
12/21/93 5854'-5868' 4 JSPF 64 holes

5334'-5350' 12/28/93 5355'-5360' 4 JSPF 20 holes
$355'-5360' 12/28/93 5334'-5350' 4 JSPF 24 holes

1/04/94 5000'-5008' 4 JSPF 32 holes
1/04/94 4992'-4997' 4 JSPF 20 holes

5648'-5658'
8/6/03 5648'-5658' 4 JSPF 40 holes
8/6/03 5287'-5294' 4 JSPF 28 holes
8/6/03 4454'-4464' 4 JSPF 40 holes

5854'-5868'

5902'-5912'

NEWFIELD * .. PBTD@6379'

Monument Federal. #9-34-8-16 SHOEITD @6503'

1980' FSL & 660' FEL
NESE Section 34-T8S-R16E

Duchesne Co, Utah
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TUBING

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#
SN @4360'

NO. OF JOINTS: 134 jts (4350.27')
Packer @4364

SEATING NIPPLE: 2-7/8" (L 10')
SN LANDED AT: 4360.27' KB - EOT @4369'
TUBING PACKER: 4364.37'

TOTALSTRINGLENGTH: EOT@4368.58'

4454'-4464'

4992'-4997'

5000'-5008'
PERFORATION RECORD

5287'-5294'
12/21/93 5902'-5912' 4 JSPF 40 holes
12/21/93 5854'-5868' 4 JSPF 64 holes

5334'-5350' 12/28/93 5355'-5360' 4 JSPF 20 holes
$355'-5360' 12/28/93 5334'-5350' 4 JSPF 24 holes

1/04/94 5000'-5008' 4 JSPF 32 holes
1/04/94 4992'-4997' 4 JSPF 20 holes

5648'-5658'
8/6/03 5648'-5658' 4 JSPF 40 holes
8/6/03 5287'-5294' 4 JSPF 28 holes
8/6/03 4454'-4464' 4 JSPF 40 holes

5854'-5868'

5902'-5912'

NEWFIELD * .. PBTD@6379'

Monument Federal. #9-34-8-16 SHOEITD @6503'

1980' FSL & 660' FEL
NESE Section 34-T8S-R16E

Duchesne Co, Utah
API #43-013-31407; Lease #U-16535

CR

SpudDate:12/02/93 ÌVÍOnument Butte Fed. #9-34-8-16
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avg press of2500 psi w/avg rate of40
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Treated @avg press of2400 psi wlavg
rate of31BPM. ISIP 2345 psi. Calc.

PRODUCTION CASING flush: 4992 gal, Actual flush: 4875 gal.
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SpudDate:10/5/97 ÌVÍOnument Butte Federal #16-34-8-16
Put on Production: 11/15/97

Initial Production: 65 BOPDGL: 5605.7' KB: 5617.7'
Wellbore Diagram 85 MCFPD, 46 BWPD

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 11/5/97 5488'-5527' Frac A sand as follows:

97,300# 20/40 sand in 509 bbls Boragel.GRADE: J-55
Breakdown @3396 psi. Treated @avg

WEIGHT: 24# press of 1800 psi w/avg rate of26.3 BPM.
ISIP-2336 psi, 5 min 2104 psi. FlowbackLENGTH: 7 jts. (299')
on 12/64" ck for 3-1/2 hrs & died.

DEPTHLANDED: 298'

HOLE SIZE: 12-1/4" 11/7/97 5294'-5300' Frac B sand as follows:
CEMENT DATA:120 sxs Premium cement, est 5 bb1sto surface 88,400#20/40 sand in 482 bbIsBoragel.

Breakdown @3450 psi. Treated @avg
press of 2550 psi wlavg rate of 24 BPM.
ISIP-2383, 5 min 2315. Flowback on
12/64" ck for 3-1/2 hrs & died.

11/9/97 5130'-5155' Frac C sand as follows:
97,300#20/40 sand in 498 bbls Boragel.
Breakdown @2719 psi. Treated @avg

PRODUCT lON CASING press of 2200 psi w/avg rate of 24.3 BPM.

CSG SIZE: 5-1/2" ISIP-2586 psi, 5 min 2536 psi. Flowback
on 12/64" ck for 3-1/2 hrs & died.

GRADE: J-55
11/12/97 4962'-4979' Frac D sand as follows:

WEIGHT: 15.5# 88,300#20/40 sand in 474 bbIs Boragel.

LENGTH: 140 jts. (6006') Breakdown @2844 psi. Treated @avg
press of2000 psi w/avg rate of24 BPM.

DEPTH LANDED: 5999' ISIP-2534 psi, 5 min 2460 psi. Flowback

HOLE SIZE: 7-7/8" on 12/64" ck for 4 hrs & died.

CEMENT DATA: 420 sk Hibond mixed & 390 sxs Thixotropic 8/23/01 Rod job. Updated rod and tubing details.

CEMENT TOP AT: 02/27/06 Pu Change. Update rod and tubing

TUBING
SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5#

NO. OF JOINTS: 174 jts. (5434.49')

TUBING ANCHOR: 5446.49'

NO. OF JOINTS: 3 jts. (5449.29')

SEATING NIPPLE: 2-7/8"

SN LANDED AT: 5543.39'

NO. OF JOINTS: 2 jts. (5448.49')

TOTAL STRING LENGTH: 5611.58'

4962'- 79'

5130'-3T
SUCKER RODS 5150'-55'

POLISHED ROD: 1 1/2" X 22' polish 5294'- 5300'
SUCKERRODS:4-1 1/2" wt rods; 4-3/4" scrapered; 120-3/4" plain; 93-3/4"
scrapered; 1-6'x3/4" pony rod PERFORATION RECORD
PUMP SIZE: 2-1/2 x 1-1/2" x 16' RHAC Anchor @5446' 11/5/97 5488'- 5496' 4 JSPF 32 holes

11/5/97 5504'- 5512' 4 JSPF 32 holesSTROKE LENGTH: 74"
11/5/97 5519'- 5527' 4 JSPF 32 holes

PUMP SPEED, SPM: 5 SPM 11/6/97 5294'- 5300' 4 JSPF 24 holes
$488'-96' 11/8/97 5130'-5137' 4 JSPF 28 holes

11/8/97 5150'- 5155 4 JSPF 20 holes
5504'- 12' 11/11/97 4962'- 4979' 4 JSPF 68 holes
5519'- 27'
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Multi-Chem Group, LLC
Multi-Chem Analytical Laboratory
349 PR4473 multi-che
Sonora, TX 76950

Water Analysis Report

Production Company: NEWFIELD PRODUCTION Sample ID: WA-12681
Well Name: MON BUTTE 12-35-8-16

Sample Point: Treater
Sample Date: 7 /18/2008

Sales Rep: Randy Huber
Lab Tech: Richard Perez

Test Date: 7/24/2008 Cations mg/L Anions mg/L
Calcium (Ca): 80.00 Chloride (CI): 6010.00

Temperature (°F): 170 Magnesium (Mg): 1025.00 Sulfate (SO4): 7.00
Sample Pressure (psig): 0 Barium (Ba): 21.70 Dissolved CO2: 0.01
Specific Gravity (g/cm'): 1.0080 Strontium (Sr): - Bicarbonate (HCO3): 1342.00
pH: 7.8 Sodium (Na): 2349.00 Carbonate (CO3)- -

Turbidity (NTU): - Potassium (K): - H2S: 7.00
Iron (Fe): 1.40 Phosphate (PO4 '
Manganese (Mn): 0.01 Silica (SiO2

Calculated T.D.S. (mg/L) 10843 I- hium (Li): - Fluoride (F): -

Molar Conductivity ( Sc 16429 Aluminum (AI): - Nitrate (NOs): -

Re tivi m 6087 Ammonia NHa : - Lead (Pb): -

Zinc (Zn): -

Bromine (Br): -

Boron (B): -

F psi Sat index Scale Sat Index Scale Sat Index Scale Sat index Scale Sat Index Scale psi
170 0 8.45 11.47 0.00 -1945 40 0.00 -1665 30 - - 0.38 -7 70 0.49
80 0 4.80 9.38 0.00 9.93 0.00 -2908 10 - - 2.95 5.86 0.24
foo o é os il os óoo ii 18 öoo -nini o - Ì9 Š43 Ò30

))g 0 7 0 Ti92 Ò00 Ò00 -iÀ 0 Ì ÒÌ2 ÒŠŠ
140 0 7.87 12.14 0.00 11.76 0.00 -2150.10 - - 0.72 -2.34 0.37
160 0 8.34 11.81 0.00 11.35 0.00 -1825.00 - - 0.47 -5.79 0.42
180 0 8.48 11.04 0.00 10.59 0.00 -1510.80 - 0.32 -9.72 0.46

0 8.37 10.03 0.00 9.64 0.00 -1223.20 - - 0.22 -14.20 0.46
220 2.51 8.00 9.05 0.00 8.75 0.00 -982.48 - - 0.15 -19.65 0.47
i40 i0.3 7.56 7.98 Ò.00 Ÿ.7Ÿ 0.00 -765.4 0.10 -25.57 0.47
260 20.76 7.07 7.02 0.00 6.90 0.00 -584.68 - - 0.08 -32.30 0.48
280 Ši.Š4 59 6 20 Ò00 0 00 -ÀšŸ40 - - Ò06 -59 50 Ò49
300 52.34 Š.Ï6 5.55 Ò.00 5.59 0.00 -319.92 Ò.04 -Ä84 Ò.49

Conclusions: Notes:
Gilcium Œrbonate scale is indicated at all temperaturesfrom 80°Fto 300°F

Gypsum ScalingIndex is negative from 80°Fto 300°F

QalciumSilfate St:alingIndex is negative from 80°Fto 300°F

Srontium Silfate scalingwas not evaluated
BariumSalfate NOUNQlJSON

Multi-Chem Production Chemicals Friday, July 25, 2008
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Re tivi m 6087 Ammonia NHa : - Lead (Pb): -

Zinc (Zn): -

Bromine (Br): -

Boron (B): -

F psi Sat index Scale Sat Index Scale Sat Index Scale Sat index Scale Sat Index Scale psi
170 0 8.45 11.47 0.00 -1945 40 0.00 -1665 30 - - 0.38 -7 70 0.49
80 0 4.80 9.38 0.00 9.93 0.00 -2908 10 - - 2.95 5.86 0.24
foo o é os il os óoo ii 18 öoo -nini o - Ì9 Š43 Ò30

))g 0 7 0 Ti92 Ò00 Ò00 -iÀ 0 Ì ÒÌ2 ÒŠŠ
140 0 7.87 12.14 0.00 11.76 0.00 -2150.10 - - 0.72 -2.34 0.37
160 0 8.34 11.81 0.00 11.35 0.00 -1825.00 - - 0.47 -5.79 0.42
180 0 8.48 11.04 0.00 10.59 0.00 -1510.80 - 0.32 -9.72 0.46

0 8.37 10.03 0.00 9.64 0.00 -1223.20 - - 0.22 -14.20 0.46
220 2.51 8.00 9.05 0.00 8.75 0.00 -982.48 - - 0.15 -19.65 0.47
i40 i0.3 7.56 7.98 Ò.00 Ÿ.7Ÿ 0.00 -765.4 0.10 -25.57 0.47
260 20.76 7.07 7.02 0.00 6.90 0.00 -584.68 - - 0.08 -32.30 0.48
280 Ši.Š4 59 6 20 Ò00 0 00 -ÀšŸ40 - - Ò06 -59 50 Ò49
300 52.34 Š.Ï6 5.55 Ò.00 5.59 0.00 -319.92 Ò.04 -Ä84 Ò.49

Conclusions: Notes:
Gilcium Œrbonate scale is indicated at all temperaturesfrom 80°Fto 300°F

Gypsum ScalingIndex is negative from 80°Fto 300°F

QalciumSilfate St:alingIndex is negative from 80°Fto 300°F

Srontium Silfate scalingwas not evaluated
BariumSalfate NOUNQlJSON
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West Coast Region
5125 Boylan Street

Bakersfield, CA 83308
(661) 325-4138

Lab Team Leader - Sheila Hernandez
(432) 495-7240

Water Analysis Report by Baker Petrolite
Company: NEWFIELD EXPLORATION Sales RDT: 31706

Region: WESTERN REGION Account Manager: RANDY HUBER (435) 823-0023

Area: MYTON, UT Sample #: 409372

Lease/Platform: MONUMENT BUTTE FEDERAL Analysis ID #: 78567

Entity (or well #): INJECTION SYSTEM Analysis Cost: $80.00
Formation: UNKNOWN

Sample Point: TRIPLEX SUCTION

Summary Analysis of Sample 409372 @75 °F

Sampling Date: 01/21/08 Anions mg/l meqll Cations mg/I meqll
Analysis Date: 01/25/08 Chloride: 1529.0 43.13 Sodium: 1199 52.17
Analyst: STACEY SMITH Bicarbonate: 577.0 9.46 Magnesium: 18.0 1.48

Carbonate: 34.0 1.13 Calcium: 34.0 1.7TDS (mgli or g/m3): 3497
Sulfate: 92.0 1.92 Strontium: 2 0 0:05Density (g/cm3,tonnelm3): 1.002
Phosphate: Barium: 5.0 0.07Anion/Cation Ratio: 1.0000003
Borate: Iron: 0.1 0.
Silicate: Potassium: 6.5 0.17

Aluminum:
Carbon Dioxide: Hydrogen Sulfide: Chromium:
Oxygen: Copper:pH at timeof sampling:
Comments: Lead:

pH at timeof analysis: 8.48 Manganese: 0.050 0.
pH used in Calculation: 8.48 Nickel:

Conditions Values Calculated at the Given Conditions - Amounts of Scale in Ibl1000 bbi

Gauge Calcite Gypsum Anhydrite Celestite Barite CO2
Temp Press. CaCO3 CaSO4*24 0 CaSO 4 SrSO4 BaSO 4 Press

°F psi Index Amount Index Amount Index Amount Index Amount index Amount psi
80 0 1.00 17.46 -2.30 0.00 -2.37 0.00 -1.78 0.00 1.71 2.79 0.03
100 0 1.02 18.86 -2.31 0.00 -2.31 0.00 -1.76 0.00 1.57 2.79 0.05
120 0 1.05 20.26 -2.30 0.00 -2.23 0.00 -1.73 0.00 1.46 2.79 0.08
140 0 1.08 21.66 -2.29 0.00 -2.12 0.00 -1.69 0.00 1.37 2.79 0.12

Note 1: When assessing the severity of the scale problem, both the saturation index (SI) and amount of scale must be considered.
Note 2: Precipitation of each scale is considered separately. Total scale willbe less thanthe sum of the amounts of the five scales.
Note 3: The reported CO2 pressure is actually the calculated CO2 fugacity. It is usually nearly the same as the CO2 partial
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Scale Predictions from Baker Petrolite
Analysis of Sample 409372 @75 °F for NEWFIELD EXPLORATION, 01/25/08
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Attachment "G"

Monument Butte Federal #12-35-8-16
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac

(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psilft) Pmax
5057 5067 5062 1800 0.79 1767
4519 4552 4536 2340 0.95 2311

Minimum 1767

Calculation of Maximum Surface Injection Pressure
Pmax = (Frac Grad -(0.433*1.015)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psilft and
specific gravity of the injected water is 1.015.

Frac Gradient = (ISIP +(0.433*Top Perf.))/Top Perf.

Please note: These are existing perforations; additional perforations may be added during the actual
conversion

Attachment "G"
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LOMAX EXPLORATION

Federal #12-35
NW/SW Section 35, T8S, Rl6E

Duchesne County, Utah

DAILY COMPLETION REPORT

7/10/83 Present Operation - Prep to NU BOP's. (1 day)
REMARKSI Move in rig up service unit.
CUM COST: $154,206

7/12/83 Present Operation - Prepare to frac. (2 days)
REMARKS: RU BOP & floor. PU bit & csg scraper. TIH,
picking tbg off of rack. Tag PBTD @ 5626'. Displace hole w/
5% KCL. Press test esg to 3500 psi, ok. TOH. RU O.W.P. Ran
GR-CBL from 5626 to 3500. RIH. Perf 5000' to 5022' w/1 SPF.
(23 holes) RD O.W.P. Press well to 2400 psi. Formation broke
ISIP 900 psi. SDFN. Tbg on location 175 jts.
CUM COST: $156,976

7/13/83 Present Operation - shut-in after frac. (3 days)
REMARKS: RU Nowsco. Frac as below:

10,000 gal pad
2500 gal 1 PPG 20/40 sand amo
3500 " 2 " " '"'°

5500"4" " ""
6000 " 6 " " "°°

7100"8" " *°°

Flush to perfs.
Shut well in over night.
CUM COST: $176,436

7/14/83 Present operation - Swabbing. ( 4 days)
REMARKS: SIP 0. TIH. Tagged sd @ 5340'. Pulled EOT up to
4895'. SN @ 4863'. RU to swab. IFL @ 200', FFL @ 3600'. Made
34 swab runs. Rec 188 BLW, 20 BNO. Final swab rate 25 BPH.
Final oil cut 40%, trace of sd. SDFN.
CUM COST: $180,745

7/15/83 Present Operation - Swabbing. (5 days)
REMARKS: SITP 275 psi. SICP 100 psi. RU to swab. IFL @ 1900'.
Made 8 swab runs. Rec 54 bbl fluid, 45% oil. FFL @ 4200'.
Sand line parted. TOH to rec swab. TIH. Tagged ad @ 5155'.
Pulled up and set EOT @ 4895'. SN 4863'. RU to swab. IFL @
1300'. Made 17 swab runs. Rec 89 bbl fluid. ffl @ 2000'.
Final oil cut, 45%, trace of sd. Total fluid rec 133 bbl. 86
BLO, 47 BNO. Final swab rate 20 BPH. $DFN.
CUM COST:
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LOMAX EXPLORATION
Federal #12-35
NW/SW Section 35, T8S, Rl6E
Duchesne County, Utah
DAILY COMPLETION REPORT 2

7/16/83 Present Operation - RU to circ. (6 days)
REMARKS: SITP 300 psi. SICP 250 psi. RU to swab. IFL @ 500'.
FFL @ 4300'. Made 40 swab runs. Recovered 197 bbl total fluid.
Recovered 99 BLW, 98 BNO. Final oil cut 80%, trace of sand.
Swab rate 20 BPH. SDFN.
CUM COST; $187,364

7/17/83 Present Operation - SI FOR BHPBU. (7 days)
REMARKS: SITP 500 psi. SICP 200 psi. Bled off press. RU
circ eqip. Circ oil to tank. TIH. Tag sand @ 5052'. Circ
sd from 5052' to 5252'. (230'of rathole). TOH. TIH w/bull
plug, 1 jt 2 7/8" tbg, perf sub, SN, 4 jts tbg, anchor, 151 jt
tbg. Set anchor @ 4900' w/8000# tension. SN @ 5033'. EOT @
5071'. Hook up well head. RU to swab. IFL @ 1000'. Made 4
runs. Rec 36 bbl. FFL @ 1900'. Ran 5000 psi press recorder
w/72 hr clock to 5000' for press build up on bottom @ 1630
hrs 7/16/83.
CUM COST; $189,474

7/18/83 Present Operation - WO facilities. (8 days)
REMARKS: TOH w/BPH bomb. EOT @ 5070'. SN @ 5033'. anchor @
4900'. Total of 156 jts. Tbg in hole. TIH w/l½" Axelson
pump, 4 wt rods, 195 3/4 class D rods, 1-8', 1-6', 1-4', 2-2'
pony rods, 1½"x22' polish rod. Tested pump to 500 psi. Ok.
RDMOSU.
CUM COST:
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RESOURCES INC.

DAILYCOMPLETION REPORT
WELL NAME: MBF 12-35-8-16 Report Date: 5/17/01 Day: 01

Operation: Re-completion Rig: Ross #11

WELL STATUS
Surf Csg: 8 5/8 @ 303' Production Csg: 5 1/2" 17# g 5677' Csg PBTD: 5635'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkrl_EOT@: 0 BPISand PBTD: 5172'

PERFORATION RECORD
Zone Perfs SPFl#shots Perfs SPFI#shots

D1 sds exj 4998-5022' 4/96
D2 sds eat 5057-5067' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 16-May-01 SITP: SICP: 0
MIRU Ross #11. Pump 100 BW dn scg @225*F. Returns after 90 bbls. RD pumping unit. Unseat rod pump. Flush tbg

& rods WI 60 BW @225*F. TOH WI rod string--LD pump. ND wellhead. Release TA @4961'. NU BOP. PU & TlH WI
3 jts tbg--tagfill@5172' (9' new fill,still 105' rathole)'. TOH & talley production tbg. LD BHA. SIFN WI est 160 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 0 Starting oil rec to date: 0
Fluid lost/recovered today: 160 Oil lost/recovered today:
Ending fluid to be recovered: 160 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: Ross rig $2,290
Company: BOP $130
Procedure or Equipment detail: Water & trucking $400

HO trk $500
Trucking $1,500

Pump repair $950
TA repair $300

Tbg $300
Csg scraper $275

IPC Supervision $200

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: 15 min: DAILYCOST: $6,845
Completion Supervisor: Gary Dietz TOTAL WELL COST:
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Ending fluid to be recovered: 160 Cum oil recovered: 0
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STIMULATION DETAIL COSTS
Base Fluid used: Job Type: Ross rig $2,290
Company: BOP $130
Procedure or Equipment detail: Water & trucking $400

HO trk $500
Trucking $1,500

Pump repair $950
TA repair $300

Tbg $300
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DAILYCOMPLETION REPORT
WELL NAME: MBF 12-35-8-16 Report Date: 5/18/01 Day: 02

Operation: Re-completion Rig: Ross #11

WELL STATUS
Surf Csg: 8 5/8 @ 303' Production Csg: 5 1/2" 17# g 5677' Csg PBTD: 5635'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkrl_EOT@: 0 BPISand PBTD: 5172'

RSand PBTD: 4600'
PERFORATION RECORD

Zone Perfs SPF/#shots Zone Perfs SPFl#shots
GB6 sds _new

4519-4552' 4/132
D1 sds ex2 4998-5022' 4/96
D2 sds B 5057-5067' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 17-May-01 SITP: SICP: 0

TlH W/ 4 3/4" bit, 5 1/2" csg scraper & 158 jts tbg to 5172'. RU HO trk & flush tbg WI 40 BW @225*F. Returned 20
bbls. TOH WI tbg. LD bit & scraper. TlH W/ 5 1/2" "TS" RBP & tbg. Set plug @4600'. Fill hole W/ 20 BW. Press test
plug to 3000 psi. TOH WI tbg & RH. RU Schlumberger and perf GB6 sds @4519-52' WI 4 JSPF. RD WLT. SIFN W/
est 200 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 160 Starting oil rec to date: 0
Fluid lost/recovered today: 40 Oil lost/recovered today:
Ending fluid to be recovered: 200 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: Ross rig $1,865
Company: BOP $130
Procedure or Equipment detail: HO trk $250

RBP rental $850
Schlumberger-GB sds $3,179

IPC Supervision $200

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: 15 min: DAILYCOST: $6,474
Completion Supervisor: Gary Dietz TOTAL WELL COST:

DAILYCOMPLETION REPORT
WELL NAME: MBF 12-35-8-16 Report Date: 5/18/01 Day: 02

Operation: Re-completion Rig: Ross #11

WELL STATUS
Surf Csg: 8 5/8 @ 303' Production Csg: 5 1/2" 17# g 5677' Csg PBTD: 5635'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkrl_EOT@: 0 BPISand PBTD: 5172'

RSand PBTD: 4600'
PERFORATION RECORD

Zone Perfs SPF/#shots Zone Perfs SPFl#shots
GB6 sds _new

4519-4552' 4/132
D1 sds ex2 4998-5022' 4/96
D2 sds B 5057-5067' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 17-May-01 SITP: SICP: 0

TlH W/ 4 3/4" bit, 5 1/2" csg scraper & 158 jts tbg to 5172'. RU HO trk & flush tbg WI 40 BW @225*F. Returned 20
bbls. TOH WI tbg. LD bit & scraper. TlH W/ 5 1/2" "TS" RBP & tbg. Set plug @4600'. Fill hole W/ 20 BW. Press test
plug to 3000 psi. TOH WI tbg & RH. RU Schlumberger and perf GB6 sds @4519-52' WI 4 JSPF. RD WLT. SIFN W/
est 200 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 160 Starting oil rec to date: 0
Fluid lost/recovered today: 40 Oil lost/recovered today:
Ending fluid to be recovered: 200 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: Ross rig $1,865
Company: BOP $130
Procedure or Equipment detail: HO trk $250

RBP rental $850
Schlumberger-GB sds $3,179

IPC Supervision $200

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: 15 min: DAILYCOST: $6,474
Completion Supervisor: Gary Dietz TOTAL WELL COST:

DAILYCOMPLETION REPORT
WELL NAME: MBF 12-35-8-16 Report Date: 5/18/01 Day: 02

Operation: Re-completion Rig: Ross #11

WELL STATUS
Surf Csg: 8 5/8 @ 303' Production Csg: 5 1/2" 17# g 5677' Csg PBTD: 5635'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkrl_EOT@: 0 BPISand PBTD: 5172'

RSand PBTD: 4600'
PERFORATION RECORD

Zone Perfs SPF/#shots Zone Perfs SPFl#shots
GB6 sds _new

4519-4552' 4/132
D1 sds ex2 4998-5022' 4/96
D2 sds B 5057-5067' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 17-May-01 SITP: SICP: 0

TlH W/ 4 3/4" bit, 5 1/2" csg scraper & 158 jts tbg to 5172'. RU HO trk & flush tbg WI 40 BW @225*F. Returned 20
bbls. TOH WI tbg. LD bit & scraper. TlH W/ 5 1/2" "TS" RBP & tbg. Set plug @4600'. Fill hole W/ 20 BW. Press test
plug to 3000 psi. TOH WI tbg & RH. RU Schlumberger and perf GB6 sds @4519-52' WI 4 JSPF. RD WLT. SIFN W/
est 200 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 160 Starting oil rec to date: 0
Fluid lost/recovered today: 40 Oil lost/recovered today:
Ending fluid to be recovered: 200 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: Ross rig $1,865
Company: BOP $130
Procedure or Equipment detail: HO trk $250

RBP rental $850
Schlumberger-GB sds $3,179

IPC Supervision $200

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: 15 min: DAILYCOST: $6,474
Completion Supervisor: Gary Dietz TOTAL WELL COST:

DAILYCOMPLETION REPORT
WELL NAME: MBF 12-35-8-16 Report Date: 5/18/01 Day: 02

Operation: Re-completion Rig: Ross #11

WELL STATUS
Surf Csg: 8 5/8 @ 303' Production Csg: 5 1/2" 17# g 5677' Csg PBTD: 5635'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkrl_EOT@: 0 BPISand PBTD: 5172'

RSand PBTD: 4600'
PERFORATION RECORD

Zone Perfs SPF/#shots Zone Perfs SPFl#shots
GB6 sds _new

4519-4552' 4/132
D1 sds ex2 4998-5022' 4/96
D2 sds B 5057-5067' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 17-May-01 SITP: SICP: 0

TlH W/ 4 3/4" bit, 5 1/2" csg scraper & 158 jts tbg to 5172'. RU HO trk & flush tbg WI 40 BW @225*F. Returned 20
bbls. TOH WI tbg. LD bit & scraper. TlH W/ 5 1/2" "TS" RBP & tbg. Set plug @4600'. Fill hole W/ 20 BW. Press test
plug to 3000 psi. TOH WI tbg & RH. RU Schlumberger and perf GB6 sds @4519-52' WI 4 JSPF. RD WLT. SIFN W/
est 200 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 160 Starting oil rec to date: 0
Fluid lost/recovered today: 40 Oil lost/recovered today:
Ending fluid to be recovered: 200 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: Ross rig $1,865
Company: BOP $130
Procedure or Equipment detail: HO trk $250

RBP rental $850
Schlumberger-GB sds $3,179

IPC Supervision $200

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: 15 min: DAILYCOST: $6,474
Completion Supervisor: Gary Dietz TOTAL WELL COST:



RESOURCES INC.

DAILYCOMPLETION REPORT
WELL NAME: MBF 12-35-8-16 Report Date: 5/19/01 Day: 03

Operation: Re-completion Rig: Ross #11

WELL STATUS
Surf Csg: 8 5/8 @ 303' Production Csg: 5 1/2" 17# g 5677' Csg PBTD: 5635'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkrl_EOT@: 0 BP/Sand PBTD: 5172'

BPISand PBTD: 4600'
PERFORATION RECORD

Zone Perfs SPF/#shots Zone Perfs SPF/#shots
GB6 sds _new

4519-4552' 4/132
D1 sds em 4998-5022' 4/96
D2 sds ex2 5057-5067' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 18-May-01 SITP: SICP: 0

RBP @4600'. GB6 perfs @4519-52'. NU isolation tool.RU BJ Services and frac GB sds W/ 146,000#20/40 sand in
910 bbis Viking I-25 fluid. Perfs broke dn @2216 psi. Treated @ave press of 2100 psi W/ ave rate of 29.8 BPM. ISIP-
2430 psi. RD BJ. Start immediate flowback of GB frac on 12/64 choke @ 1 BPM. Zone flowed 7 hrs & died. Rec 363
BTF (est 40% of frac load). ND isolation tool.SIFN W/ est 747 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 200 Starting oil rec to date: 0
Fluid lost/recovered today: 547 Oil lost/recovered today:
Ending fluid to be recovered: 747 Cum oil recovered: 0
IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Ross rig $1,813
Company: BJ Services BOP $130
Procedure or Equipment detail: GB6 sands BJ Services--GB sds $39,425

8500 gals of pad Frac water $1,200
7500 gals WI 1-5 ppg of 20/40 sand Fuel gas (+/-45 mcf) $270
15000 gals WI 5-8 ppg of 20/40 sand Frac tks (3 X 3 days) $360
2910 gals WI 8 ppg of 20/40 sand Fuel gas RU $100
Flush Wl4326 gals of slick water IPC Supervision $200

Max TP: 2737 Max Rate: 30 BPM Total fluid pmpd: 910 bbis
Avg TP: 2100 Avg Rate: 29.8 BPM Total Prop pmpd: 146,000#

ISIP: 2430 5 min: 10 min: 15 min: DAILY COST: $43,498
Completion Supervisor: Gary Dietz TOTAL WELL COST:

RESOURCES INC.

DAILYCOMPLETION REPORT
WELL NAME: MBF 12-35-8-16 Report Date: 5/19/01 Day: 03

Operation: Re-completion Rig: Ross #11

WELL STATUS
Surf Csg: 8 5/8 @ 303' Production Csg: 5 1/2" 17# g 5677' Csg PBTD: 5635'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkrl_EOT@: 0 BP/Sand PBTD: 5172'

BPISand PBTD: 4600'
PERFORATION RECORD

Zone Perfs SPF/#shots Zone Perfs SPF/#shots
GB6 sds _new

4519-4552' 4/132
D1 sds em 4998-5022' 4/96
D2 sds ex2 5057-5067' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 18-May-01 SITP: SICP: 0

RBP @4600'. GB6 perfs @4519-52'. NU isolation tool.RU BJ Services and frac GB sds W/ 146,000#20/40 sand in
910 bbis Viking I-25 fluid. Perfs broke dn @2216 psi. Treated @ave press of 2100 psi W/ ave rate of 29.8 BPM. ISIP-
2430 psi. RD BJ. Start immediate flowback of GB frac on 12/64 choke @ 1 BPM. Zone flowed 7 hrs & died. Rec 363
BTF (est 40% of frac load). ND isolation tool.SIFN W/ est 747 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 200 Starting oil rec to date: 0
Fluid lost/recovered today: 547 Oil lost/recovered today:
Ending fluid to be recovered: 747 Cum oil recovered: 0
IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Ross rig $1,813
Company: BJ Services BOP $130
Procedure or Equipment detail: GB6 sands BJ Services--GB sds $39,425

8500 gals of pad Frac water $1,200
7500 gals WI 1-5 ppg of 20/40 sand Fuel gas (+/-45 mcf) $270
15000 gals WI 5-8 ppg of 20/40 sand Frac tks (3 X 3 days) $360
2910 gals WI 8 ppg of 20/40 sand Fuel gas RU $100
Flush Wl4326 gals of slick water IPC Supervision $200

Max TP: 2737 Max Rate: 30 BPM Total fluid pmpd: 910 bbis
Avg TP: 2100 Avg Rate: 29.8 BPM Total Prop pmpd: 146,000#

ISIP: 2430 5 min: 10 min: 15 min: DAILY COST: $43,498
Completion Supervisor: Gary Dietz TOTAL WELL COST:

RESOURCES INC.

DAILYCOMPLETION REPORT
WELL NAME: MBF 12-35-8-16 Report Date: 5/19/01 Day: 03

Operation: Re-completion Rig: Ross #11

WELL STATUS
Surf Csg: 8 5/8 @ 303' Production Csg: 5 1/2" 17# g 5677' Csg PBTD: 5635'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkrl_EOT@: 0 BP/Sand PBTD: 5172'

BPISand PBTD: 4600'
PERFORATION RECORD

Zone Perfs SPF/#shots Zone Perfs SPF/#shots
GB6 sds _new

4519-4552' 4/132
D1 sds em 4998-5022' 4/96
D2 sds ex2 5057-5067' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 18-May-01 SITP: SICP: 0

RBP @4600'. GB6 perfs @4519-52'. NU isolation tool.RU BJ Services and frac GB sds W/ 146,000#20/40 sand in
910 bbis Viking I-25 fluid. Perfs broke dn @2216 psi. Treated @ave press of 2100 psi W/ ave rate of 29.8 BPM. ISIP-
2430 psi. RD BJ. Start immediate flowback of GB frac on 12/64 choke @ 1 BPM. Zone flowed 7 hrs & died. Rec 363
BTF (est 40% of frac load). ND isolation tool.SIFN W/ est 747 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 200 Starting oil rec to date: 0
Fluid lost/recovered today: 547 Oil lost/recovered today:
Ending fluid to be recovered: 747 Cum oil recovered: 0
IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Ross rig $1,813
Company: BJ Services BOP $130
Procedure or Equipment detail: GB6 sands BJ Services--GB sds $39,425

8500 gals of pad Frac water $1,200
7500 gals WI 1-5 ppg of 20/40 sand Fuel gas (+/-45 mcf) $270
15000 gals WI 5-8 ppg of 20/40 sand Frac tks (3 X 3 days) $360
2910 gals WI 8 ppg of 20/40 sand Fuel gas RU $100
Flush Wl4326 gals of slick water IPC Supervision $200

Max TP: 2737 Max Rate: 30 BPM Total fluid pmpd: 910 bbis
Avg TP: 2100 Avg Rate: 29.8 BPM Total Prop pmpd: 146,000#

ISIP: 2430 5 min: 10 min: 15 min: DAILY COST: $43,498
Completion Supervisor: Gary Dietz TOTAL WELL COST:

RESOURCES INC.

DAILYCOMPLETION REPORT
WELL NAME: MBF 12-35-8-16 Report Date: 5/19/01 Day: 03

Operation: Re-completion Rig: Ross #11

WELL STATUS
Surf Csg: 8 5/8 @ 303' Production Csg: 5 1/2" 17# g 5677' Csg PBTD: 5635'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkrl_EOT@: 0 BP/Sand PBTD: 5172'

BPISand PBTD: 4600'
PERFORATION RECORD

Zone Perfs SPF/#shots Zone Perfs SPF/#shots
GB6 sds _new

4519-4552' 4/132
D1 sds em 4998-5022' 4/96
D2 sds ex2 5057-5067' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 18-May-01 SITP: SICP: 0

RBP @4600'. GB6 perfs @4519-52'. NU isolation tool.RU BJ Services and frac GB sds W/ 146,000#20/40 sand in
910 bbis Viking I-25 fluid. Perfs broke dn @2216 psi. Treated @ave press of 2100 psi W/ ave rate of 29.8 BPM. ISIP-
2430 psi. RD BJ. Start immediate flowback of GB frac on 12/64 choke @ 1 BPM. Zone flowed 7 hrs & died. Rec 363
BTF (est 40% of frac load). ND isolation tool.SIFN W/ est 747 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 200 Starting oil rec to date: 0
Fluid lost/recovered today: 547 Oil lost/recovered today:
Ending fluid to be recovered: 747 Cum oil recovered: 0
IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Ross rig $1,813
Company: BJ Services BOP $130
Procedure or Equipment detail: GB6 sands BJ Services--GB sds $39,425

8500 gals of pad Frac water $1,200
7500 gals WI 1-5 ppg of 20/40 sand Fuel gas (+/-45 mcf) $270
15000 gals WI 5-8 ppg of 20/40 sand Frac tks (3 X 3 days) $360
2910 gals WI 8 ppg of 20/40 sand Fuel gas RU $100
Flush Wl4326 gals of slick water IPC Supervision $200

Max TP: 2737 Max Rate: 30 BPM Total fluid pmpd: 910 bbis
Avg TP: 2100 Avg Rate: 29.8 BPM Total Prop pmpd: 146,000#

ISIP: 2430 5 min: 10 min: 15 min: DAILY COST: $43,498
Completion Supervisor: Gary Dietz TOTAL WELL COST:



RESOURCES INC.

DAILYCOMPLETION REPORT
WELL NAME: MBF 12-35-8-16 Report Date: 5/20/01 Day: 04

Operation: Re-completion Rig: Ross #11

WELL STATUS
Surf Csg: 8 5/8 @ 303' Production Csg: 5 1/2" 17# g 5677' Csg PBTD: 5635'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkrl_EOT@: 3896' BPISand PBTD: 5172'

RSand PBTD: 4600'
PERFORATION RECORD

Zone Perfs SPFl#shots Zone Perfs SPFl#shots
GB6 sds n_ew_4519-4552' 4/132
D1 sds ex2 4998-5022' 4/96
D2 sds .exist

5057-5067' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 18-May-01 SITP: SICP: 250

Bleed well off. Rec est 7 BTF. TIH WI RH & tbg. Tbg displaced 10 BW on TlH. Tag sd @ 4535'. C/O sd to RBP @
4600'. Pull EOT to 4576'. RU swab equipment. IFL @ sfc. Unable to swab below 1800'. RU HO trk & flush tbg WI 40
BW @ 250*F (returned 25 BW). Unable to swab below 1850'. HO tbg WI add'l 40 BW @ 250*F (Returned 22 BW).
Pump wire cup dn hole to 3000'. On second attempt cup became stuck-sandline parted. RD swab equipment. Rec 18
BW swabbing. TOH WI tbg. Pulled wet for 12 bb\s. Recover sinker bars & cups fl RH. TlH W/ RH & thickinternally
coated tbg to 3896'. SIFN WI est 747 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 747 Starting oil rec to date: 0
Fluid lost/recovered today: 0 Oil lost/recovered today:
Ending fluid to be recovered: 747 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: Ross rig $2,345
Company: BOP $130
Procedure or Equipment detail: Water truck $300

HO trk $350
IPC Supervision $200

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: 15 min: DAILYCOST: $3,325
Completion Supervisor: Gary Dietz TOTAL WELL COST:

RESOURCES INC.

DAILYCOMPLETION REPORT
WELL NAME: MBF 12-35-8-16 Report Date: 5/20/01 Day: 04

Operation: Re-completion Rig: Ross #11

WELL STATUS
Surf Csg: 8 5/8 @ 303' Production Csg: 5 1/2" 17# g 5677' Csg PBTD: 5635'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkrl_EOT@: 3896' BPISand PBTD: 5172'

RSand PBTD: 4600'
PERFORATION RECORD

Zone Perfs SPFl#shots Zone Perfs SPFl#shots
GB6 sds n_ew_4519-4552' 4/132
D1 sds ex2 4998-5022' 4/96
D2 sds .exist

5057-5067' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 18-May-01 SITP: SICP: 250

Bleed well off. Rec est 7 BTF. TIH WI RH & tbg. Tbg displaced 10 BW on TlH. Tag sd @ 4535'. C/O sd to RBP @
4600'. Pull EOT to 4576'. RU swab equipment. IFL @ sfc. Unable to swab below 1800'. RU HO trk & flush tbg WI 40
BW @ 250*F (returned 25 BW). Unable to swab below 1850'. HO tbg WI add'l 40 BW @ 250*F (Returned 22 BW).
Pump wire cup dn hole to 3000'. On second attempt cup became stuck-sandline parted. RD swab equipment. Rec 18
BW swabbing. TOH WI tbg. Pulled wet for 12 bb\s. Recover sinker bars & cups fl RH. TlH W/ RH & thickinternally
coated tbg to 3896'. SIFN WI est 747 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 747 Starting oil rec to date: 0
Fluid lost/recovered today: 0 Oil lost/recovered today:
Ending fluid to be recovered: 747 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: Ross rig $2,345
Company: BOP $130
Procedure or Equipment detail: Water truck $300

HO trk $350
IPC Supervision $200

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: 15 min: DAILYCOST: $3,325
Completion Supervisor: Gary Dietz TOTAL WELL COST:

RESOURCES INC.

DAILYCOMPLETION REPORT
WELL NAME: MBF 12-35-8-16 Report Date: 5/20/01 Day: 04

Operation: Re-completion Rig: Ross #11

WELL STATUS
Surf Csg: 8 5/8 @ 303' Production Csg: 5 1/2" 17# g 5677' Csg PBTD: 5635'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkrl_EOT@: 3896' BPISand PBTD: 5172'

RSand PBTD: 4600'
PERFORATION RECORD

Zone Perfs SPFl#shots Zone Perfs SPFl#shots
GB6 sds n_ew_4519-4552' 4/132
D1 sds ex2 4998-5022' 4/96
D2 sds .exist

5057-5067' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 18-May-01 SITP: SICP: 250

Bleed well off. Rec est 7 BTF. TIH WI RH & tbg. Tbg displaced 10 BW on TlH. Tag sd @ 4535'. C/O sd to RBP @
4600'. Pull EOT to 4576'. RU swab equipment. IFL @ sfc. Unable to swab below 1800'. RU HO trk & flush tbg WI 40
BW @ 250*F (returned 25 BW). Unable to swab below 1850'. HO tbg WI add'l 40 BW @ 250*F (Returned 22 BW).
Pump wire cup dn hole to 3000'. On second attempt cup became stuck-sandline parted. RD swab equipment. Rec 18
BW swabbing. TOH WI tbg. Pulled wet for 12 bb\s. Recover sinker bars & cups fl RH. TlH W/ RH & thickinternally
coated tbg to 3896'. SIFN WI est 747 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 747 Starting oil rec to date: 0
Fluid lost/recovered today: 0 Oil lost/recovered today:
Ending fluid to be recovered: 747 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: Ross rig $2,345
Company: BOP $130
Procedure or Equipment detail: Water truck $300

HO trk $350
IPC Supervision $200

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: 15 min: DAILYCOST: $3,325
Completion Supervisor: Gary Dietz TOTAL WELL COST:

RESOURCES INC.

DAILYCOMPLETION REPORT
WELL NAME: MBF 12-35-8-16 Report Date: 5/20/01 Day: 04

Operation: Re-completion Rig: Ross #11

WELL STATUS
Surf Csg: 8 5/8 @ 303' Production Csg: 5 1/2" 17# g 5677' Csg PBTD: 5635'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkrl_EOT@: 3896' BPISand PBTD: 5172'

RSand PBTD: 4600'
PERFORATION RECORD

Zone Perfs SPFl#shots Zone Perfs SPFl#shots
GB6 sds n_ew_4519-4552' 4/132
D1 sds ex2 4998-5022' 4/96
D2 sds .exist

5057-5067' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 18-May-01 SITP: SICP: 250

Bleed well off. Rec est 7 BTF. TIH WI RH & tbg. Tbg displaced 10 BW on TlH. Tag sd @ 4535'. C/O sd to RBP @
4600'. Pull EOT to 4576'. RU swab equipment. IFL @ sfc. Unable to swab below 1800'. RU HO trk & flush tbg WI 40
BW @ 250*F (returned 25 BW). Unable to swab below 1850'. HO tbg WI add'l 40 BW @ 250*F (Returned 22 BW).
Pump wire cup dn hole to 3000'. On second attempt cup became stuck-sandline parted. RD swab equipment. Rec 18
BW swabbing. TOH WI tbg. Pulled wet for 12 bb\s. Recover sinker bars & cups fl RH. TlH W/ RH & thickinternally
coated tbg to 3896'. SIFN WI est 747 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 747 Starting oil rec to date: 0
Fluid lost/recovered today: 0 Oil lost/recovered today:
Ending fluid to be recovered: 747 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: Ross rig $2,345
Company: BOP $130
Procedure or Equipment detail: Water truck $300

HO trk $350
IPC Supervision $200

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: 15 min: DAILYCOST: $3,325
Completion Supervisor: Gary Dietz TOTAL WELL COST:



RESOURCES INC.

DAILYCOMPLETION REPORT
WELL NAME: MBF 12-35-8-16 Report Date: 5/22/01 Day: 05

Operation: Re-completion Rig: Ross #11

WELL STATUS
Surf Csg: 8 5/8 @ 303' Production Csg: 5 1/2" 17# g 5677' Csg PBTD: 5635'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkrl y @: 3495 BPISand PBTD: 5172'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFl#shots

GB6 sds _new

4519-4552' 4/132
D1 sds 4998-5022' 4/96
D2 sds exist 5057-5067' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 21-May-01 SITP: SICP: 250

RU HO trkto tbg. Circulate well W/ 20 BW @250*F, then 40 BC (cold) followed Wl 90 BW @200*F. Recovered all
fluid in production tank. RU swab equipment. Made 2 runs throughtbg W/ no problems. TlH WI tbg fl 3896' to 4544'.
Resume swabbing. IFL @sfc. Made 23 runs rec 221 BTF. FOC @ 10%. FFL @2600'. No sand in last 3 samples. TlH
WI tbg. Tag fill @ 4765'. Fill hole W/ 60 BW. C/O sd to RBP @ 4600'. Circ hole clean. Release plug (WI some
difficulties). TOH W/ tbg & plug to 3495'. SIFN W/ est 586 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 747 Starting oil rec to date: 0
Fluid lost/recovered today: 161 Oil_losurecovered today: 40 BC
Ending fluid to be recovered: 586 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

COSTS
PRODUCTION TBG DETAIL ROD DETAIL Ross rig $2,450

KB BOP $130
Water truck $200

HO trk $350
40 BBLS condensate $1,200

IPC Supervision $200

DAILYCOST: $4,530
Completion Supervisor: Gary Dietz TOTAL WELL COST:

RESOURCES INC.

DAILYCOMPLETION REPORT
WELL NAME: MBF 12-35-8-16 Report Date: 5/22/01 Day: 05

Operation: Re-completion Rig: Ross #11

WELL STATUS
Surf Csg: 8 5/8 @ 303' Production Csg: 5 1/2" 17# g 5677' Csg PBTD: 5635'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkrl y @: 3495 BPISand PBTD: 5172'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFl#shots
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CHRONOLOGICAL OPERATIONS
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difficulties). TOH W/ tbg & plug to 3495'. SIFN W/ est 586 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 747 Starting oil rec to date: 0
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IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:
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KB BOP $130
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HO trk $350
40 BBLS condensate $1,200

IPC Supervision $200

DAILYCOST: $4,530
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WI tbg. Tag fill @ 4765'. Fill hole W/ 60 BW. C/O sd to RBP @ 4600'. Circ hole clean. Release plug (WI some
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FLUID RECOVERY (BBLS)
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Ending fluid to be recovered: 586 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

COSTS
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HO trk $350
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IPC Supervision $200

DAILYCOST: $4,530
Completion Supervisor: Gary Dietz TOTAL WELL COST:

RESOURCES INC.
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WELL STATUS
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Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkrl y @: 3495 BPISand PBTD: 5172'
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GB6 sds _new
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RU HO trkto tbg. Circulate well W/ 20 BW @250*F, then 40 BC (cold) followed Wl 90 BW @200*F. Recovered all
fluid in production tank. RU swab equipment. Made 2 runs throughtbg W/ no problems. TlH WI tbg fl 3896' to 4544'.
Resume swabbing. IFL @sfc. Made 23 runs rec 221 BTF. FOC @ 10%. FFL @2600'. No sand in last 3 samples. TlH
WI tbg. Tag fill @ 4765'. Fill hole W/ 60 BW. C/O sd to RBP @ 4600'. Circ hole clean. Release plug (WI some
difficulties). TOH W/ tbg & plug to 3495'. SIFN W/ est 586 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 747 Starting oil rec to date: 0
Fluid lost/recovered today: 161 Oil_losurecovered today: 40 BC
Ending fluid to be recovered: 586 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

COSTS
PRODUCTION TBG DETAIL ROD DETAIL Ross rig $2,450

KB BOP $130
Water truck $200

HO trk $350
40 BBLS condensate $1,200

IPC Supervision $200

DAILYCOST: $4,530
Completion Supervisor: Gary Dietz TOTAL WELL COST:



RESOURCES ING.

DAILYCOMPLETION REPORT
WELL NAME: MBF 12-35-8-16 Report Date: 5/23/01 Day: 06

Operation: Re-completion Rig: Ross #11

WELL STATUS
Surf Csg: 8 5/8 @ 303' Production Csg: 5 1/2" 17# g 5677' Csg PBTD: 5635'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkr/EOT @: 5095' BPlSand PBTD: 5172'

PERFORATION RECORD
Zone Perfs SPFI#shots Perfs SPFl#shots

GB6 sds new 4519-4552' 4/132
D1 sds eg 4998-5022' 4/96
D2 sds ex3 5057-5067' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 22-May-01 SITP: 0 SICP: 0
Con't TOH WI tbg fl 3495'. LD RBP. TlH WI BHA & production tbg as follows: 2 7/8 NC, 1 jt tbg, SN (new), 3 jts tbg,

repaired Randys 5 1/2" TA (45K), 153 jts 2 7/8 8rd 6.5# J-55 tbg. ND BOP. Set TA @4962' Wl SN @ 5061' & EOT @
5095'. Land tbgWI 14,000#tension. NU wellhead. TIH W/ rod string as follows: repaired Randys 2 1/2"X
1 1/2" X 15' RHAC pump, 3-1 1/2" weight rods, 14-3/4" scrapered rods, 102-3/4" plain rods, 10-3/4" scrapered rods, 68

3/4" plain rods, 3-3/4" scrapered rods, 1-8', 2-4' & 2-2' X 3/4" pony rods, 1 1/2" X 22' polished rod. Seat pump. RU
pumping unit. Fill tbg WI 15 BW. Press test pump & tbg to 200 psi. Stroke pump up W/ unit to 800 psi. Good pump
action. RDMOSU. Est 601 BWTR.
Place well on production @ 2:30 PM 5/22/01 WI 74" SL @ 6 SPM. FINAL REPORT!!

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 586 Starting oil to recover: 40 BC
Fluid lost/recovered today: 15 Oil_log/recovered today: 0
Ending fluid to be recovered: 601 Cum oil to be recovered: 40 BC
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

COSTS
PRODUCTION TBG DETAIL ROD DETAIL Ross rig $2,185

KB 11.00' 1 1/2" X 22' polished rod BOP $130
153 2 7/8 J-55 tbg (4951.12') 1-8', 2-4' & 2-2' X 3/4" pony Water trk& disposal $800

TA (3.24' @4962.12' KB) 3-3/4" scrapered rods HO trk $300
3 2 7/8 J-55 tbg (95.20') 68-3/4" plain rods Swab tank (6 days) $240

SN (1.10' g 5060.56' KB) 10-3/4" scrapered rods IPC Supervision $200
1 2 7/8 J-55 tbg (32.46') 102-3/4" plain rods

2 7/8 NC (.45') 14-3/4" scrapered rods
EOT 5094.57' WI 11' KB 3-1 1/2" weight rods

Randys 2 1/2 X 1 1/2 X 15'
RHAC pmp W/sm plunger

DAILYCOST: $3,855
Completion Supervisor: Gary Dietz TOTAL WELL COST:

RESOURCES ING.

DAILYCOMPLETION REPORT
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RHAC pmp W/sm plunger
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repaired Randys 5 1/2" TA (45K), 153 jts 2 7/8 8rd 6.5# J-55 tbg. ND BOP. Set TA @4962' Wl SN @ 5061' & EOT @
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3/4" plain rods, 3-3/4" scrapered rods, 1-8', 2-4' & 2-2' X 3/4" pony rods, 1 1/2" X 22' polished rod. Seat pump. RU
pumping unit. Fill tbg WI 15 BW. Press test pump & tbg to 200 psi. Stroke pump up W/ unit to 800 psi. Good pump
action. RDMOSU. Est 601 BWTR.
Place well on production @ 2:30 PM 5/22/01 WI 74" SL @ 6 SPM. FINAL REPORT!!
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EOT 5094.57' WI 11' KB 3-1 1/2" weight rods
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Randys 2 1/2 X 1 1/2 X 15'
RHAC pmp W/sm plunger

DAILYCOST: $3,855
Completion Supervisor: Gary Dietz TOTAL WELL COST:



ATTACHMENT H

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

1. Set CIBP @4469'.

2. Plug #1 Set 100' plug on top of CIBP using 12 sx Class "G" cement.

3. Plug #2 Set 200' plug from 2000'-2200' using 12 sx Class "G" cement.

4. Set Perforate 4 JSPF @354'.

5. Plug #3 Circulate 99 Sx Class "G" cement down the 5-1/2" casing and up the
5-1/2" x 8-5/8" annulus.

The approximate cost to plug and abandon this well is $59,344.

Monument Butte Federal
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Monument Butte Fed. #12-35
Spud Date: 6/5/1983 Initial Production: 33 BOPD,
Put on Production: 11/19/1988 Proposed P & A 80 MCFD, NM BWPD
GL: 5586' KB: 5597' Wellbore Diagram

SURFACE CASING
CSG SIZE: 8-5/8"

GRADE: J-55 Circulate 99 Sx Class G cement down 5-12" casing

WEIGHT: 24#
and up the 5-1/2" x 8-5/8" annulus

LENGTH: 7 jts Shoe @304'
DEPTH LANDED: 304'

Perforate 4 JSPF @354'
HOLE SIZE:12-l/4"

CEMENT DATA: 210 sxs Class "G" cmt.

Cement Top @1144' per CBL

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE:1-55

WEIGHT: 15.5#

LENGTH: 140 jts.

DEPTH LANDED: 5677'

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sxs LoDense & 300 sxs Gypseal

CEMENT TOP AT: 1144' per CBL

200' BalancedPlug (25 sx) Class G Cement over water
zone 2000'- 2200'

100 (12sx) Class G Cement plug on top of CIBP

4519'-4552'

4998'-5022'

5057'-5067'

ATEWFIELD PBTD@5635'

TD @5680'
Monument Butte Fed. #12-35
779' FWL & 1839' FSL
NWSW Section 35-T8S-Rl6E
Duchesne Co, Utah
API #43-013-30744; Lease #U-16535 JM
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Put on Production: 11/19/1988 Proposed P & A 80 MCFD, NM BWPD
GL: 5586' KB: 5597' Wellbore Diagram

SURFACE CASING
CSG SIZE: 8-5/8"

GRADE: J-55 Circulate 99 Sx Class G cement down 5-12" casing

WEIGHT: 24#
and up the 5-1/2" x 8-5/8" annulus

LENGTH: 7 jts Shoe @304'
DEPTH LANDED: 304'

Perforate 4 JSPF @354'
HOLE SIZE:12-l/4"

CEMENT DATA: 210 sxs Class "G" cmt.

Cement Top @1144' per CBL

PRODUCTION CASING
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CEMENT DATA: 300 sxs LoDense & 300 sxs Gypseal

CEMENT TOP AT: 1144' per CBL

200' BalancedPlug (25 sx) Class G Cement over water
zone 2000'- 2200'

100 (12sx) Class G Cement plug on top of CIBP
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Monument Butte Fed. #12-35
779' FWL & 1839' FSL
NWSW Section 35-T8S-Rl6E
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AFFIDAVIT OF PUBLICATION, NAOTCE F

ACTION

IN TI Ì!LIATTER OfCountyof Duchesne, THÉ LICATIÒOF
STATEOFUTAH NEWFIELD fRODUC-

TION ØÑPANYFOR
A STRATIVËAP-
PR OFTHEMON-
UMENT $UTTE FBD-

I, Craig L. Ashby on oath, say that I am the NLU1 5 16

PUBLISHER of the Uintah Basin Standard, a weekly FEDERAL 14*35-8-16
WELLS LOCATED IN

newspaper of general circulation, published at Roosevelt, SECTION 35, TOWN-
SHIP8SOUTH, RANGEState and Countyaforesaid, and that a certain notice, a true 16 E S'(; NINE MILS

copy of which is hereto attached,was published in the full 'N
NENEMMI

issue such newspaper for | consecutive issues, and 6-7-9-16, AND WEST
POINT 8-7-9-16 WELLS

that the first publication was on the day of LOCATED IN SEC-

poeg €¢'~20 O , and that the last publication 9°SONUT
I

ROAWNNGSEH

of su notice was in the issue of such ne aper datedthe EAST, SOUTH WELLS
DRAW 12-2-9-16 WELL

day of 01>€« , 20 O .
LOCATED IN SEC-
TION 2, TOWNSHIP
9 SOUTH, RANGE 16
EAST, DUCHESNE
COUNTY, UTAH, AS
CLASS II INJECTION

- WELLS
THESTATEOFUTAH

TO ALL PERSONS IN-
TERESTED IN THE

• ABOVE ENTITLEDPubhsher MATTER
Notice is hereby given

that Jhe Dgigiogof Oil,
Gas and Ñmmg(the "Di-

. vision") is commencmgSub cribed and sgorn to fore me 1S an mforma1 adjudicative

day of AA « ' 0 O g°'","g°con
Production Company for
administrative approval
of the Monument Butte
Federal 12-35-8-16/Mon-Notary Public ,..., 4.--....
object to the application
or otherwise mtervene
m the proceeding, must

« B0 NNIEP ARRISH ine a written protest or
.

g)TARYPUSJC•STATEOFR notice of mtervention
471 NHILLCRESTDR415-5 with the Division within
ROOSEVELT,UTAH84066 Tip fo¶owmg

' COMM.EXP.3-31-2012 °7" 4 e
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EXHIBIT B
Page 1

Minerals Ownership & Minerals
# Land Description Expires Leased By Surface Rights

1 Township 8 South, Range 16 East U-16535 Newfield Production Company (Surface Rights)
Section 35: ALL HBP 1001 17thSt Suite 2000 USA
Section 34: NE, N2SE, SESE Denver, Co 80202

Davis Bros LLC
Davis Resources
110 West 7th St. Suite 1000
Tulsa, OK 74119
James Fischgrund
1025 Crescent Drive
Beverly Hills, CA 90210
International Drilling Inc
7710-T Cherry Park PMB 503
Houston, TX 77095
Raymond H. Brennan
104 Lee Lane
Bellville, TX 77418
Marian Brennan
104 Lee Lane
Bellville, TX 77418
Deer Valley Ltd.
800 Bering Drive #305
Houston TX 77057
AGK Energy LLC.
38 Nonohe Pl
Paia, HI 96779
Thomas I Jackson
7710-T Cherry Park PMB 503
Houston, TX 77095

RECEIVED

DIVOFOIL,GAS&
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EXHIBIT B
Page 2

Minerals Ownership & Minerals
# Land Description Expires Leased By Surface Rights

Chorney Oil Co
555 17thSt. Suite 1000
Denver, Co. 80202
Chorney Raymond Estate
555 17thStreet Suite 1000
Denver, Co 80202
Codvington OG Inc
13405 NW Freeway # 310
Houston, TX 77040
COG Partnership
PO Box 849929
Dallas, TX 75284-9929
Beverly Fischgrund
1025 N Crescent Dr.
Beverly Hills, CA 90210
Green River OG Partner
13405 NW Freeway # 314
Houston, TX 77040
Newfield RMI
1001 17thSt. Suite 1000
Denver, Co 80202
Jack Rawitscher
49 Briar Hollow Ln #605
Houston, TX 77027
Turnkey Pipeline Co.
1 Post Oak Circle
Houston, TX 77024
War-Gal LLC
17350 State Highway 249 # 140 EÛ$ggg
Houston, TX 77064-1132

NAR19 2009
DIVOFOIL,GAS
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EXHIBIT B
Page 3

Minerals Ownership & Minerals
# Land Description Expires Leased By Surface Rights

Whitehall Energy Corp
104 Lee Lane
Belliville, TX 77418
EEX Corporation
PO Box 4346 Dept #315
Houston, TX 77210-4346

2 Township 9 South, Range 16 East ML-21839 Newfield Production Company (Surface Rights)
Section 2: Lots 1-4, S2N2, S2 HBP 1001 17thStreet STATE

Denver, Co. 80202
Davis Bros LLC
Davis Resources
110 West 7th St. Suite 1000
Tulsa, OK 74119
Deer Valley LTD
800 Bering Drive Suite 305
Houston, TX 77057
International Drilling Services
7710-T Cherry Park PMB 503
Houston, TX 77095
Thomas Jackson
7710-T Cherry Park PMB 503
Houston, TX 77095
Beverly Sommer
1025 North Crescent Drive
Beverly Hills, CA 90210
Texas General Offshore , Inc
7710-T Cherry Park PMB 503 Rgggg
Houston, TX 77095

NR 19 2009
DIVOFOIL,GAS&
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EXHIBIT B
Page 4

Minerals Ownership & Minerals
# Land Description Expires Leased By Surface Rights

Jasper Warren
17350 State Highway 249 Suite 140
Houston, TX 77064-1140
AGK Energy, LLC
38 Nonohe Pl
Paia, HI 96779
Marian Brennan
Raymond Brennan
104 Lee Lane
Bellville, TX 77418

3 Township 9 South, Range 16 East U-47172 Newfield Production Company (Surface Rights)
Section 3: Lots 1, 2, S2NE HBP 1001 17thStreet USA

Denver, Co. 80202

4 Township 8 South, Range 16 East UTU-76787 Newfield Production Company (Surface Rights)
Section 34: SWSE HBP Newfield RMI USA

1001 17thStreet
Denver, Co. 80202
James Fischgrund
1025 North Crescent Drive
Beverly Hills, CA 90210

RECEIVED
MAR19 2009

12-35-8-16-INJ OFOIL,MS &
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DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS

Applicant: Newfield Production Company Well: Monument Butte Federal 12-35-8-16

Location: 35/8S/16E API: 43-013-30744

Ownership Issues: The proposed well is located on BLM land. The well is located in the Ashley
Unit. Lands in the one-half mile radius of the well are administered by the BLM and the State of
Utah. The Federal Government and the State of Utah are the mineral owners within the area of
review. Newfield and other various individuals hold the leases in the unit. Newfield has
provided a list of all surface, mineral and lease holders in the half-mile radius. Newfield is the
operator of the Ashley Unit. Newfield has submitted an affidavit stating that all owners and
interest owners have been notified of their intent.

Well Integrity: The proposed well has surface casing set at 304 feet and has a cement top at the
surface. A 5½ inch production casing is set at 5,677 feet. A cement bond log demonstrates
adequate bond in this well up to 3,500 feet. A 2 7/8 inch tubing with a packer will be set at 4,484.
Higher perforations will be opened at a later date. A mechanical integrity test will be run on the
well prior to injection. There are 9 producing wells and 6 injection wells in the area of review.
All of the wells have evidence of adequate casing and cement.

Ground Water Protection: According to Technical Publication No. 92 the base of moderately
saline water is at a depth of approximately 600 feet. Injection shall be limited to the interval
between 4,170 feet and 5,357 feet in the Green River Formation. Information submitted by
Newfield indicates that the fracture gradient for the 12-35-8-16 well is 0.79 psi/ft., which was the
lowest reported fracture gradient for the injection zone. The resulting minimum fracture pressure
for the proposed injection interval is 1,767 psig. The requested maximum pressure is 1,767 psig.
The anticipated average injection pressure is 1100 psig. Injection at this pressure should not
initiate any new fractures or propagate existing fractures in the adjacent confining intervals. Any
ground water present should be adequately
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interest owners have been notified of their intent.

Well Integrity: The proposed well has surface casing set at 304 feet and has a cement top at the
surface. A 5½ inch production casing is set at 5,677 feet. A cement bond log demonstrates
adequate bond in this well up to 3,500 feet. A 2 7/8 inch tubing with a packer will be set at 4,484.
Higher perforations will be opened at a later date. A mechanical integrity test will be run on the
well prior to injection. There are 9 producing wells and 6 injection wells in the area of review.
All of the wells have evidence of adequate casing and cement.

Ground Water Protection: According to Technical Publication No. 92 the base of moderately
saline water is at a depth of approximately 600 feet. Injection shall be limited to the interval
between 4,170 feet and 5,357 feet in the Green River Formation. Information submitted by
Newfield indicates that the fracture gradient for the 12-35-8-16 well is 0.79 psi/ft., which was the
lowest reported fracture gradient for the injection zone. The resulting minimum fracture pressure
for the proposed injection interval is 1,767 psig. The requested maximum pressure is 1,767 psig.
The anticipated average injection pressure is 1100 psig. Injection at this pressure should not
initiate any new fractures or propagate existing fractures in the adjacent confining intervals. Any
ground water present should be adequately
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Oil/Gas& Other Mineral Resources Protection: The Board of Oil, Gas & Mining approved the
Ashley Unit on August 25, 1998. Correlative rights issues were addressed at this time. Previous
reviews in this area indicate that other mineral resources in the area have been protected or are
not at issue.

Bonding: Bonded with the BLM

Actions Taken and Further Approvals Needed: A notice of agency action has been sent to the
Salt Lake Tribune and the Uinta Basin Standard. A casing/tubing pressure test will be required
prior to injection. It is recommended that approval of this application be granted.

Note: Applicable technical publications concerning water resources in the general vicinity of
this project have been reviewed and taken into consideration during the permit review
process.

Reviewer(s): Mark Reinbold Date
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

B,þ/ MICHAEL R. STYLER

JON M. HUNTSMAN, JR. ExecutiveDirector

covernor Division of Oil, Gas and Mining
GARY R. HERBERT JOHN R. BAZA
Lieutenant Governor Division Director

March 25, 2009

Newfield Production Company
1001 17th Street, Suite 2000
Denver, Colorado 80202-2035

Subject: Ashley PA AB Unit Well: Monument Butte Federal 12-35-8-16, Section 35, Township 8 South,
Range 16 East, SLBM, Duchesne County, Utah

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining (the
"Division") issues its administrative approval for conversion of the referenced well to a Class II injection
well. Accordingly, the following stipulations shall apply for full compliance with this approval:

1. Compliance with all applicable requirements for the operation, maintenance and
reporting for Underground Injection Control ("UIC") Class II injection wells pursuant
to Utah Admin. Code R649-1 et seq.

2. Conformance with all conditions and requirements of the complete application
submitted by Newfield Production Company.

3. A casing\tubing pressure test shall be conducted prior to commencing injection.

4. Pressure shall be monitored between the surface casing and the production casing on a
regular basis. Any pressure changes observed shall be reported to the Division
immediately.

A final approval to commence injection will be issued upon satisfactory completion of the
listed stipulations. If you have any questions regarding this approval or the necessary requirements,
please contact Mark Reinbold at 801-538-5333 or Brad Hill at 801-538-5315.

Sincerely,

Gil Hunt
Associate Director

GLH/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
SITLA, Salt Lake City
Duchesne County UTAH

Newfield Production Company, Myton
Well File

N:\O&G Reviewed Docs\ChronFile\UIC\Newfield\MonumentButte

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone(801) 538-5340 • facsimile (801)359-3940 • TTY (801) 538-7458 . www.ogm.utah.gov OIL, GAS &
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS AND MINING USA UTU-16535

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNITorCAAGREEMENTNAME:Do not use this form for proposals to drill new wells, significantly deepen existing wells below currentbottom-hole depth, reenter plugged
wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. MON BUTTE UNIT

l. TYPE OF WELL: 8. WELL NAME and NUMBER:
OIL WELL GAS WELL OTHER MON BUTTE FED 12-35

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301330744
3. ADDRESSOF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 crry Myton STATE ÜT ZIP 84052 435.646.3721 MONUMENT BUTTE
4. LOCATION OF WELL:

FOOTAGES AT SURFACE: 1839 FSL 779 FWL COUNTY: DUCHESNE

OTR/OTILSECTION.TOWNSHIP.RANGE. MERIDIAN: NWSW, 35, T8S, R16E STATE: ÜT

u. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will CASING REPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLAIR

SUBSEOUENT REPORT Q CHANGE WELL NAME O PLUG BACK WATER DISPOSAL
(Submit Original Form Only) --

X CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF
Date of Work Completion: O COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: -

07/28/2009 Q CONVERT WELL TYPE O RECOMPLETE - D[FFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

This well was converted from a producing oilwell to an injection well on 07/15/09. On 07/16/09 Dennis Ingram with the State of Utah
DOGM was contacted concerning the initial MITon the above listed well. Permission was given at that timeto perform the test
07/17/09. On 07/17/09 the casing was pressured up to 1350 psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tubingpressure was 385 psig during the test. There was not a State representative available to witness
the test.
API#43-013-30744

NAME (PLEASE PRINT))D TITLE Production Tech

SlGNATURE DATE 07/28/2009

(ThisspaceforStateuseonly) RECEIVED
AUG0 3 2009

DIVOFOIL,GAS&
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Mechanical Integrity Test'
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Dateli gi c Time f35 pm
Test Conducted by: 1 ) gy <-

Others Present:

Well: /Mamm+ ß fe Field: ill a a mrÁ Bde
Well Location:co Sid 5eo36,7~gs, (/g API No: gy_o/3-- 367 /¶

Ti_me Casing Pressure

0 min 13 psig
5 psig

10 psig
15 psig
20 psig
25 / ¿> psig
30 min / 3 fb psig
35 psig
40 psig
45 psig
50 psig
55 psig
60 min psig

Tubing pressure: gg psig

Result: Fail

Signature of Witness:

Signature of Person Conducting
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State of Utah
, DEPARTMENT OFNATURAL RESOURCES

MICHAELR. STYLER

JONM.HUNTSMAN,JR. ExecutiveDirector

Governor Division of Oil, Gas and Mining
GARY R. HERBERT JOHN R. BAZA
Lieutenant Govemor Division Director

UNDERGROUND INJECTION CONTROL PERMIT

Cause No. UIC-350

Operator: Newfield Production Company

Well: Monument Butte Federal 12-35-8-16

Location: Section 35, Township 8 South, Range 16 East

County: Duchesne

API No.: 43-013-30744

Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to Injection Well issued on March 25, 2009.

2. Maximum Allowable Injection Pressure: 1,767 psig

3. Maximum Allowable Injection Rate: (restricted by pressure limitation)

4. Injection Interval: Green River Formation (4,170' - 5,357')

5. Any subsequent wells drilled within a ½ mile radius of this well shall have
production casing cement brought up to or above the top of the unitized interval
for the Greater Monument Butte Unit.

Approved
Date

Associate Director

GLH/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
SITLA
Eric Sundberg, Newfield Production Company, Denver
Newfield Production Company, Myton UTAH

Duchesne County DNRWell File
N:\O&G Reviewed Docs\ChronFile\UIC\Newfield\Monument Butte

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 •facsimile (801) 359-3940 • TTY (801) 538-7458 •www.ogm.utah.gov OIL, GAS &
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O
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
5. LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS AND MINING USA UTU-16535

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNIT or CA AGREEMENT NAME:Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged
wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. GMBU t

1. TYPE OF WELL: 8. WELL NAME and NUMBER:
OIL WELL GAS WELL OTHER MON BUTTE FED 12-35

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301330744
3. ADDRESS OF OPERATOR: PHONENUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 ciTy Myton STATE UT ZIP 84052 435.646.3721 MONUMENT BUTTE
4. LOCATION OF WELL:

FOOTAGES AT SURFACE: 1839 FSL 779 FWL COUNTY: DUCHESNE

OTR/OTR. SECTION. TOWNSHIP. RANGE. MERIDIAN: NWSW, 35, T8S, R16E STATE: UT

o CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

NOTICE OF INTENT
ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will CASING REPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

12/08/2009 CHANGE TO PREVIOUSPLANS OPERATOR CHANGE O TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLAIR

O SUBSEOUENTREPORT Q CHANGEWELLNAME PLUGBACK WATERDISPOSAL
(SubmitOriginal Form Only) O CHANGE WELL STATUS PRODUCTION (START/STOP) O WATER SHUT-OFF

Date of Work Completion: O COMMINGLE PRODUCINGFORMATIONS RECLAMATION OF WELL SITE OTHER: - Change statusput well on injection.

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths,volumes, etc.

The above reference well was put on injection at 12:30 PM on 12-8-09.

IAG T(PLEASE PRINT) TITLEE O 10ce an9ager

(This space for State use only)

RECEIVED
DEC$02009,

DIV.0FOIL,GAS&
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FORM 3160-5 UNITED STATES FORM APPROVED
OMB No. 1004-0137(August 2007) DEPARTMENT OF THE INTERIOR Expires: July 31,2010

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-16535

Do not use this form for proposals to drill or to re-enter an .
abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

SUBMIT IN TRIPLICATE - Other Instructions on page 2 7. If Unit or CA/Agreement, Name and/or

1. Type of Well
Oil Well Gas Well O Other 8. Well Name and No.

2. Name of Operator MON BUTTE FED 12-35
NEWFIELD PRODUCTION COMPANY DAPPEDB

3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301330744
Myton, UT 84052 435.646.3721 10. Field and Pool, or Exploratory Area

4. Location ofWell (Footage, Sec., T, R., M., orSurveyDescription) MONUMENT BUTTE
1839 FSL 779 FWL 11. Countyor Parish, State

NWSW Section 35 T8S RI6E
DUCHESNE, UT

l2. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize O Deepen Q Production (Start/Resume) Q Water Shut-Off
Notice of Intent

Alter Casing O Fracture Treat Q Reclamation Q Well Integrity

O Subsequent Report Casing Repair Q New Construction Q Recomplete S Other
Change Plans O Plug & Abandon Q Temporarily Abandon Change status put well

Final Abandonment Convert to Injector Q Plug Back Q Water Disposal on injection.

13. Describe Proposed or Completed Operation:(Clearly state all pertinent details, including estimated starting date ofany proposed work and approximate duration thereof. Ifthe
proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the
Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days following completion
of the involved operations. Ifthe operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.
Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has determined that the site is ready for final
inspection.)

The above reference well was put on injection at 12:30 PM on 12-8-09.

I hereby certify that the foregoing is true and Title
correct (Printed/ Tvped)
SignKa

re
DaOffice Manager

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approvedby Title Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the avplicant to conduct overations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency ofthe United
States anv false. fictitious and fraudulent statements or representations as to anv matter within its iurisdiction

(Instructions on page 2)
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-16535 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 MONUMENT BUTTE FED 12-35-8-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013307440000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1839 FSL 0779 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWSW Section: 35 Township: 08.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

8/3/2011

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: Step Rate Test

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 A step rate test was conducted on the subject well on August 3, 2011. Results
from the test indicate that the fracture gradient is 0.891 psi/ft. Therefore,

Newfield is requesting that the maximum allowable injection pressure (MAIP)
be changed from 1767 psi to 2060 psi.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 9/1/2011

09/07/2011

Sep. 01, 2011

Sundry Number: 18095 API Well Number: 43013307440000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS1E DE55IGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MONUMENT BUTTE FED 12-35-8-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013307440000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Bo× 3630 , Myton, UT, 84052 435 646-4825 E×t MONUMENT BUTTE

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1839 FSL 0779 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NWSW Section: 35 Township: 08.05 Range: 16.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat ofUWENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

8/3/2011 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR RErt
D e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: Step Rate Test

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

A step rate test was conducted on the subject well on August 3, 2011. Results
from the test indicate that the fracture gradient is 0.891 psi/ft. Therefore,

Newfield is requesting that the maximum allowable injection pressure (MAIP) Approved by the
be changed from 1767 psi to 2060 psi. Utah Division of

Oil, Gas and Mining

Date: 09/07/2011

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS1E DE55IGNATION AND SERIAL NUMBER:
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Sep. 01, 2011

Sundry Number: 18095 API Well Number: 43013307440000

Monument Butte Federal 12-35-8-16
Greater Monument Butte Unit

Step Rate Test
August 3, 2011
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Sep. 01, 2011

Sundry Number: 18095 API Well Number: 43013307440000

Status=0Status=0Status=0Status=0



RECEIVED: Jun. 25, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-16535 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 MONUMENT BUTTE FED 12-35-8-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013307440000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1839 FSL 0779 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWSW Section: 35 Township: 08.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

6 /24 /2014

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  5 YR MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 On 06/24/2014 Chris Jensen with the State of Utah DOGM was
contacted concerning the 5 Year MIT on the above listed well. On

06/24/2014 the casing was pressured up to 1414 psig and charted for
30 minutes with no pressure loss. The well was not injecting during the
test. The tubing pressure was 1755 psig during the test. There was not

a State representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 6 /25 /2014

July 17, 2014

Sundry Number: 52599 API Well Number: 43013307440000Sundry Number: 52599 API Well Number: 43013307440000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-16535

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MONUMENT BUTTE FED 12-35-8-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013307440000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1839 FSL 0779 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWSW Section: 35 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

6/24/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: 5YRMIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 06/24/2014 Chris Jensen with the State of Utah DOGM was REQUEST DENIED
contacted concerning the 5 Year MIT on the above listed well. On IM)t NviM4of

06/24/2014 the casing was pressured up to 1414 psig and charted for Oil, Gas and Mining

30 minutes with no pressure loss. The well was not injecting during the Date:test. The tubing pressure was 1755 psig during the test. There was not - .
.

N
a State representative available to witness the test. sy: e

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 6/25/2014

RECEIVED: Jun. 25,

Sundry Number: 52599 API Well Number: 43013307440000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-16535

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MONUMENT BUTTE FED 12-35-8-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013307440000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1839 FSL 0779 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWSW Section: 35 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

6/24/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: 5YRMIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 06/24/2014 Chris Jensen with the State of Utah DOGM was REQUEST DENIED
contacted concerning the 5 Year MIT on the above listed well. On IM)t NviM4of

06/24/2014 the casing was pressured up to 1414 psig and charted for Oil, Gas and Mining

30 minutes with no pressure loss. The well was not injecting during the Date:test. The tubing pressure was 1755 psig during the test. There was not - .
.

N
a State representative available to witness the test. sy: e

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 6/25/2014

RECEIVED: Jun. 25,

Sundry Number: 52599 API Well Number: 43013307440000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-16535

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MONUMENT BUTTE FED 12-35-8-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013307440000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1839 FSL 0779 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWSW Section: 35 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

6/24/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: 5YRMIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 06/24/2014 Chris Jensen with the State of Utah DOGM was REQUEST DENIED
contacted concerning the 5 Year MIT on the above listed well. On IM)t NviM4of

06/24/2014 the casing was pressured up to 1414 psig and charted for Oil, Gas and Mining

30 minutes with no pressure loss. The well was not injecting during the Date:test. The tubing pressure was 1755 psig during the test. There was not - .
.

N
a State representative available to witness the test. sy: e

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 6/25/2014

RECEIVED: Jun. 25,

Sundry Number: 52599 API Well Number: 43013307440000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-16535

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MONUMENT BUTTE FED 12-35-8-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013307440000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1839 FSL 0779 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWSW Section: 35 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

6/24/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: 5YRMIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 06/24/2014 Chris Jensen with the State of Utah DOGM was REQUEST DENIED
contacted concerning the 5 Year MIT on the above listed well. On IM)t NviM4of

06/24/2014 the casing was pressured up to 1414 psig and charted for Oil, Gas and Mining

30 minutes with no pressure loss. The well was not injecting during the Date:test. The tubing pressure was 1755 psig during the test. There was not - .
.

N
a State representative available to witness the test. sy: e

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 6/25/2014

RECEIVED: Jun. 25,



RECEIVED: Jun. 25, 2014

Sundry Number: 52599 API Well Number: 43013307440000Sundry Number: 52599 API Well Number: 43013307440000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Datei/2]i2d/// Time - )pm
Test Conducted by: pr e5
Others Present:

Well: Fe&/ /2-JPF/¢ Field:/40Ave/Pliffe

Well Location: A/w/fu J ( 775.ggE API No: VP Cs/3-3c799

Tj_nle Casinq Pressure

0 min psig
5 psig

10 / psig
15 I /// psig
20 | 7 psig
25 psig
30 min psig
35 psig
40 psig
45 psig
50 psig
55 psig
60 min psig

Tubing pressure: / 7½ psi.

Result: Fail

Signature of Witness:
Signature of Person Conducting

Sundry Number: 52599 API Well Number: 43013307440000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Datei/2]i2d/// Time - )pm
Test Conducted by: pr e5
Others Present:

Well: Fe&/ /2-JPF/¢ Field:/40Ave/Pliffe

Well Location: A/w/fu J ( 775.ggE API No: VP Cs/3-3c799

Tj_nle Casinq Pressure

0 min psig
5 psig

10 / psig
15 I /// psig
20 | 7 psig
25 psig
30 min psig
35 psig
40 psig
45 psig
50 psig
55 psig
60 min psig

Tubing pressure: / 7½ psi.

Result: Fail

Signature of Witness:

Signature of Person Conducting

Sundry Number: 52599 API Well Number: 43013307440000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Datei/2]i2d/// Time - )pm
Test Conducted by: pr e5
Others Present:

Well: Fe&/ /2-JPF/¢ Field:/40Ave/Pliffe

Well Location: A/w/fu J ( 775.ggE API No: VP Cs/3-3c799

Tj_nle Casinq Pressure

0 min psig
5 psig

10 / psig
15 I /// psig
20 | 7 psig
25 psig
30 min psig
35 psig
40 psig
45 psig
50 psig
55 psig
60 min psig

Tubing pressure: / 7½ psi.

Result: Fail

Signature of Witness:

Signature of Person Conducting

Sundry Number: 52599 API Well Number: 43013307440000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Datei/2]i2d/// Time - )pm
Test Conducted by: pr e5
Others Present:

Well: Fe&/ /2-JPF/¢ Field:/40Ave/Pliffe

Well Location: A/w/fu J ( 775.ggE API No: VP Cs/3-3c799

Tj_nle Casinq Pressure

0 min psig
5 psig

10 / psig
15 I /// psig
20 | 7 psig
25 psig
30 min psig
35 psig
40 psig
45 psig
50 psig
55 psig
60 min psig

Tubing pressure: / 7½ psi.

Result: Fail

Signature of Witness:

Signature of Person Conducting



RECEIVED: Jun. 25, 2014

Sundry Number: 52599 API Well Number: 43013307440000
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RECEIVED: Jun. 22, 2015

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-16535 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 MONUMENT BUTTE FED 12-35-8-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013307440000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1839 FSL 0779 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWSW Section: 35 Township: 08.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

6 /18 /2015

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  1 YR MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 On 06/12/2015 Richard Powell with the State of Utah DOGM was
contacted concerning the 1 Year MIT on the above listed well. On

06/18/2015 the casing was pressured up to 1101 psig and charted for
30 minutes with no pressure loss. The well was not injecting during the
test. The tubing pressure was 1722 psig during the test. There was not

a State representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 6 /22 /2015

June 23, 2015

Sundry Number: 64087 API Well Number: 43013307440000Sundry Number: 64087 API Well Number: 43013307440000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-16535

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MONUMENT BUTTE FED 12-35-8-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013307440000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1839 FSL 0779 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWSW Section: 35 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

6/18/2015
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: 1 YR MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 06/12/2015 Richard Powell with the State of Utah DOGM was Accepted by the
contacted concerning the 1 Year MIT on the above listed well. On Utah Division of

06/18/2015 the casing was pressured up to 1101 psig and charted for oil, Gas and Mining

30 minutes with no pressure loss. The well was not injecting during the Date: ,, -,,

test. The tubing pressure was 1722 psig during the test. There was not - - O -

a State representative available to witness the test. sy:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 6/22/2015

RECEIVED: Jun. 22,

Sundry Number: 64087 API Well Number: 43013307440000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-16535

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MONUMENT BUTTE FED 12-35-8-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013307440000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1839 FSL 0779 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWSW Section: 35 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

6/18/2015
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: 1 YR MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 06/12/2015 Richard Powell with the State of Utah DOGM was Accepted by the
contacted concerning the 1 Year MIT on the above listed well. On Utah Division of

06/18/2015 the casing was pressured up to 1101 psig and charted for oil, Gas and Mining

30 minutes with no pressure loss. The well was not injecting during the Date: ,, -,,

test. The tubing pressure was 1722 psig during the test. There was not - - O -

a State representative available to witness the test. sy:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 6/22/2015

RECEIVED: Jun. 22,

Sundry Number: 64087 API Well Number: 43013307440000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-16535

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MONUMENT BUTTE FED 12-35-8-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013307440000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1839 FSL 0779 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWSW Section: 35 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

6/18/2015
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: 1 YR MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 06/12/2015 Richard Powell with the State of Utah DOGM was Accepted by the
contacted concerning the 1 Year MIT on the above listed well. On Utah Division of

06/18/2015 the casing was pressured up to 1101 psig and charted for oil, Gas and Mining

30 minutes with no pressure loss. The well was not injecting during the Date: ,, -,,

test. The tubing pressure was 1722 psig during the test. There was not - - O -

a State representative available to witness the test. sy:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 6/22/2015

RECEIVED: Jun. 22,



RECEIVED: Jun. 22, 2015

Sundry Number: 64087 API Well Number: 43013307440000Sundry Number: 64087 API Well Number: 43013307440000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date igils Time / am pm )
Test Conducted by: T(A kr LASA
Others Present:

Well Location. API No: 4 30 t33 O 4 9

Time Casing Pressure

0 min O psig
5 Í , i 0 0 psig

10 i , psig
15 j , () psig
20 jy i O psig
25 ) , psig
30 min j , i Ol psig
35 psig
40 psig
45 psig
50 psig
55 psig
60 min psig

Tubing pressure: 12. psig

Result: Fail

Signature of Witness:

Signature of Person Conducting Test: 1. alC La

Sundry Number: 64087 API Well Number: 43013307440000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date igils Time / am pm )
Test Conducted by: T(A kr LASA
Others Present:

Well Location. API No: 4 30 t33 O 4 9

Time Casing Pressure

0 min O psig
5 Í , i 0 0 psig

10 i , psig
15 j , () psig
20 jy i O psig
25 ) , psig
30 min j , i Ol psig
35 psig
40 psig
45 psig
50 psig
55 psig
60 min psig

Tubing pressure: 12. psig

Result: Fail

Signature of Witness:

Signature of Person Conducting Test: 1. alC La

Sundry Number: 64087 API Well Number: 43013307440000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date igils Time / am pm )
Test Conducted by: T(A kr LASA
Others Present:

Well Location. API No: 4 30 t33 O 4 9

Time Casing Pressure

0 min O psig
5 Í , i 0 0 psig

10 i , psig
15 j , () psig
20 jy i O psig
25 ) , psig
30 min j , i Ol psig
35 psig
40 psig
45 psig
50 psig
55 psig
60 min psig

Tubing pressure: 12. psig

Result: Fail

Signature of Witness:

Signature of Person Conducting Test: 1. alC La



RECEIVED: Jun. 22, 2015

Sundry Number: 64087 API Well Number: 43013307440000
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Monument Butte Fed. #12-35 
Spud Date: 6/511 983 
Put on Production: 11119/1988 

GL: 5586' KB: 5597' 

SURFACE CASING 

CSG SIZE: 8·5/8" 

GRADE: 1·55 

WEIGHT 24# 

LENGTH: 7 its 

DEPTH LANDED: 304' 

HOLE SIZE 12·114" 

CEMENT DATA: 210 'x, Class "G" ernt 

PRODUCTION CASING 
CSG SIZE: 5·112" 

GRADE: 1· 55 

WEIGHT: 155# 

LENGTH: 140 its 

DEPTH LANDED: 5677' 

HOLE SIZE: 7·7/8" 

Cement Top@ 1144 

CEMENT DATA: 300 sx, LoDen", & 300 sxs Gypseal 

CEMENT TOP AT: 1144' perCBL 

TUBING 

SIZEIGRADElWT 27/8" I 1·55 16.5# 

NO OF 101NTS: 141 its (445638 ' ) 

SEATING NIPPLE: 2 7/8" (1.10') 

SN LANDED AT: 446738' KB 

Arrowset I·X pkr(7.40) 

CE (3 30') @ 4471 78 

TOTAL STRING LENGTH EOT @ 4475 88' 

NEWFIELD .. --Monument Butte Fed. #12-35 
779' FWL & 1839' FSL 
NWSW Section 35-TSS-RI6E 
Duchesne Co, Utah 
API #43-013-30744: Lease #U-16535 

, perCBL 

Injection Wellbore 
Diagram 

Packer@ 4472' 

EOT@447 6' 

:: ~ 45 19'-45 52' 

::: ~ 4998'·50 22' 

::§: B:;: 5057'·5 067' 

PBTD@ 5635' 

TD @56 80' 

FRACJOB 

1/13/83 5000'·5022' 

7/ 13/83 4998' ·5022' 

5057'·5067' 

5/18/01 4519'-4552' 

12/26/01 

4118/03 

07115/09 

01/17/09 

Initial Production: 33 BOPD, 
SO MCFD, NM BWPD 

Fnlle D-l sand as follows: 

124,300# 20/40 sand in 858 bbl, Viking 
1·25 fluid 

Break zonf'S as roilowl: 

164 bbl 3% KCI, max pres. 2500#, ISIP 
1800# 

Frat GB-6 .and as rolJow" 

146,000#20/40 sand in 910 bbl. Viking 
1·25 fluid Treat@avg pressure of2100 
psi at 29 8 BPM [SIP 2430 p.i Calc 
Flush 4519 bbl Act Flush: 4326 bbl 
Flow 7 hrs then died 

Rod job. Update rod and tubing details 

Tubing leak Update rod and tubing details 

Convened to Injection well 

MIT completed update tbg detail 

PERFORATION RECORD 

1/12/83 4998'·5022' 41SPF 96 hole. 

11 / 18/88 5051'·5067' 41SPF 40 holes 

5/ 17/01 4519' -4552' 4 JSPF 132 holes 

JP 07/28/09 

Monument Butte Fed. #12-35
Spud Date: 6/5/1983 Initial Production: 33 BOPD,
Put on Production: 11/19/1988 Injection Wellbore 80 MCFD, NM BWPD
GL: 5586' KB: 5597. Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 7/13/83 5000'-5022' Frac D-I sand as follows:
GRADE: J-55 124,300#20/40 sand in 858 bbis Viking

WEIGHT 24# I-25 fluid

LENGTH: 7 jts 7/13/83 4998'-5022' Break zones as follows:

DEPTH LANDED: 304, 5057'-506T 164 bbi 3% KCl, max press 2500#, ISIP
1800#

HOLE SIZE 12-1/4"
5/18/01 4519'-4552' Frac GB-6 sand as follows:

CEMENT DATA: 210 sxs Class "G" cmt .146,000#20/40 sand in 910 bb1sVikmg
I-25 fluid Treat @avg pressure of2100
psi at 29 8 BPM ISIP 2430 psi Cale
Flush 4519 bbi Act Flush: 4326 bbiCement Top @1144' per CBL
Flow 7 hrs then died

12/26/01 Rod job Update rod and tubing details

PRODUCTION CASING
4/18/03 Tubing leak Update rod and tubing details

CSG SIZE: 5-1/2" 07/15/09 Converted to lujection well

GRADE: J-55 07/17/09 MIT completed update tbg detail

WEIGHT 15 5#

LENGTH: 140 jts
DEPTH LANDED: 5677'

HOLE SlZE: 7-7/8"

CEMENT DATA: 300 sxs LoDense & 300 sxs Gypseal

CEMENT TOP AT: 1144' per CBL

TUBING
SIZE/GRADE/WT 2 7/8" / J-55 / 6 5#

NO OF JOINTS: 141 jts (4456 38')

SEATING NIPPLE 2 7/8" (1 10')

SN LANDED AT: 4467 38' KB

Arrowset I-X pkr(7 40)

CE (3 30') @4471 78

TOTAL STRING LENGTH EOT @4475 88'

Packer @4472'

EOT@4476' PERFORATION RECORD

12 4519'-45529 7/12/83 4998'-5022' 4JSPF 96holes

I 1/18/88 5057'-506T 4 JSPF 40 holes

5/17/01 4519'-4552' 4 JSPF 132 holes

2
¯ TT 4998'-5022'

y 1 1 : 5057'-506T

NEWPIELD PBTD@5635'

TD @5680'
Monument Butte Fed. #12-35
779' FWL & 1839' FSL
NWSW Section 35-T8S-Rl6E
Duchesne Co, Utah
API #43-013-30744: Lease #U-I6535 JP

Monument Butte Fed. #12-35
Spud Date: 6/5/1983 Initial Production: 33 BOPD,
Put on Production: 11/19/1988 Injection Wellbore 80 MCFD, NM BWPD
GL: 5586' KB: 5597. Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 7/13/83 5000'-5022' Frac D-I sand as follows:
GRADE: J-55 124,300#20/40 sand in 858 bbis Viking

WEIGHT 24# I-25 fluid

LENGTH: 7 jts 7/13/83 4998'-5022' Break zones as follows:

DEPTH LANDED: 304, 5057'-506T 164 bbi 3% KCl, max press 2500#, ISIP
1800#

HOLE SIZE 12-1/4"
5/18/01 4519'-4552' Frac GB-6 sand as follows:

CEMENT DATA: 210 sxs Class "G" cmt .146,000#20/40 sand in 910 bb1sVikmg
I-25 fluid Treat @avg pressure of2100
psi at 29 8 BPM ISIP 2430 psi Cale
Flush 4519 bbi Act Flush: 4326 bbiCement Top @1144' per CBL
Flow 7 hrs then died

12/26/01 Rod job Update rod and tubing details

PRODUCTION CASING
4/18/03 Tubing leak Update rod and tubing details

CSG SIZE: 5-1/2" 07/15/09 Converted to lujection well

GRADE: J-55 07/17/09 MIT completed update tbg detail

WEIGHT 15 5#

LENGTH: 140 jts
DEPTH LANDED: 5677'

HOLE SlZE: 7-7/8"

CEMENT DATA: 300 sxs LoDense & 300 sxs Gypseal

CEMENT TOP AT: 1144' per CBL

TUBING
SIZE/GRADE/WT 2 7/8" / J-55 / 6 5#

NO OF JOINTS: 141 jts (4456 38')

SEATING NIPPLE 2 7/8" (1 10')

SN LANDED AT: 4467 38' KB

Arrowset I-X pkr(7 40)

CE (3 30') @4471 78

TOTAL STRING LENGTH EOT @4475 88'

Packer @4472'

EOT@4476' PERFORATION RECORD

12 4519'-45529 7/12/83 4998'-5022' 4JSPF 96holes

I 1/18/88 5057'-506T 4 JSPF 40 holes

5/17/01 4519'-4552' 4 JSPF 132 holes

2
¯ TT 4998'-5022'

y 1 1 : 5057'-506T

NEWPIELD PBTD@5635'

TD @5680'
Monument Butte Fed. #12-35
779' FWL & 1839' FSL
NWSW Section 35-T8S-Rl6E
Duchesne Co, Utah
API #43-013-30744: Lease #U-I6535 JP



RECEIVED: May. 23, 2016

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-16535 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 MONUMENT BUTTE FED 12-35-8-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013307440000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1839 FSL 0779 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWSW Section: 35 Township: 08.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

5 /19 /2016

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  1 YR MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 On 05/17/2016 Amy Doebele with the State of Utah DOGM was
contacted concerning the 1 Year MIT on the above listed well. On

05/19/2016 the casing was pressured up to 1015 psig and charted for
30 minutes with no pressure loss. The well was not injecting during the
test. The tubing pressure was 1932 psig during the test. There was a

State representative available to witness the test - Amy Doebele.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 5 /23 /2016

May 24, 2016

Sundry Number: 71918 API Well Number: 43013307440000Sundry Number: 71918 API Well Number: 43013307440000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-16535

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MONUMENT BUTTE FED 12-35-8-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013307440000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1839 FSL 0779 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWSW Section: 35 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5/19/2016
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: 1 YR MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 05/17/2016 Amy Doebele with the State of Utah DOGM was Accepted by the
contacted concerning the 1 Year MIT on the above listed well. On Utah Division of

05/19/2016 the casing was pressured up to 1015 psig and charted for Oil, Gas and Mining

30 minutes with no pressure loss. The well was not injecting during the FOR RECORD ONLY
test. The tubing pressure was 1932 psig during the test. There was a May 24, 2016

State representative available to witness the test - Amy Doebele.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 5/23/2016

RECEIVED: May. 23,



RECEIVED: May. 23, 2016

Sundry Number: 71918 API Well Number: 43013307440000Sundry Number: 71918 API Well Number: 43013307440000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: 4,« payyyc Date£idi g Time 1:os m
Test Conducted b'y: drr eerArag Ÿ'2 '3 4-

Others Present: ¢(4-44 3 y

Well: Ñh£4^ /2-3E-g/g Field: MovwW.M Bok
Well Loca/ti n: API No: g -4 yg..ggy

Casing Pressure

0 min /O / psig
5 /p /f psig

10 y'o /g psig
15 /O /T psig
20 /OAT psig
25 psig
30 min psig
35 psig
40 psig
45 psig
50 psig
55 psig

Tubing p s ure: / 6/ 3 'L 931

ppsig

Result CPass Fail

Signature of Witness:
Signature of Person Cond ing



RECEIVED: May. 23, 2016

Sundry Number: 71918 API Well Number: 43013307440000Sundry Number: 71918 API Well Number: 43013307440000

MioNIGHT 1

2250

00

50

00-

MP-25 0-24HR

METER
DISC NO.

CHARTPUT NO
TA EN OFF

TIME M
TIME

DATE fi f DATE

LOCAT\ON gþggd
REMA

i
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